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Activity 

Check Water Levels in Treatment Cells or 
Collection Sump (Section 3.1 or 3.9.1) 
Check Flow RatesIFlow Meter Flume 
{Section 3.2) 
Check Valves and Piping (Section 3.3) 

Clean Effluent Lines (Section 3.4) 
Routine Raking/Puncturing of Pea 
GraveVlron Mixture (Sections 3.5 and 3.6) 

Replacement of Pea GraveVlron Mixture 
(Sections 3.7 and 3.8) 

Check Solar Pump, Panels and Charging 
System (Section 3.9.2) 
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I I I 1 
Frequency 

Monthly 

Twice monthly 

Biannually 

Annually 

Monthly 

Annually 

Monthly 

1 PURPOSE 

J 

This operations and maintenance manual provides the steps for routine operations and maintenance of 
the Solar Ponds Plume Treatment System (SPPTS), the Mound Site Plume Treatment System (MSPTS), 
and the East Trenches Plume Treatment System (ETPTS). In addition, this document serves as a guide 
for media replacement at all three treatment systems. ' 

J J 

2 SCOPE AND APPLICABILITY 

3 

This document contains instructions for the operation and maintenance of the SPPTS, MSPTS, and 
ETPTS and is applicable to all Field Project Managers and workers who routinely work on these systems. 

The groundwater treatment systems at the Site are designed to treat contaminated groundwater 
containing volatile organic compounds (VOCs), and/or elevated nitrates and radionuclides. 

All three systems consist of a groundwater collection trench with a collection sump that feeds the 
groundwater to the treatment cells. Under normal operations, the treatment cells are configured so that 
water flows through the cells in series for treatment, and then to the metering manholes for release into an 
infiltration gallery. Appendix A shows as-built drawings of the three groundwater plume treatment systems. 
Appendix B has manufacturer's operation, maintenance, and specification information for the SPPTS 
solar pump system. 

J 

3 ROUTINE SURVEILLANCES AND MAINTENANCE 

J 

Routine surveillance and maintenance shall be performed as described in Table 1 below. Appendix C 
contains the checklist used to document routine operations. 

For all three systems, the effectiveness of the treatment cells is influenced by the permeability of the 
media. The groundwater flowing through the treatment cells will cause surface crusting that periodically 
must be broken up to ensure an even flow across the entire surface of the treatment cell. Therefore, the 
systems must be routinely inspected and maintained to ensure continued flow and treatment. 

- J  

Tab 

MSPTS I ETPTS I SPPTS 
I 

J I J I J  

Table 2 gives the ranges for water levels in the treatment cells as well as the anticipated flow rates for 
normal operations. All of the systems can show higher than normal flow rates if there was a recent heavy 
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Note - It is very important to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 

- 
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4 

precipitation event or if there is an obstruction in the flow meter flume. Reported flow rates must be 
corrected for this when discovered. 

Tab w Rate 

Note: Depth to water in the Solar Ponds Plume Treatment System cannot be measured because the treatment cells 
are not accessible 

3.1 
Following are the steps for measuring water levels in the treatment cells. These steps do not require entry 
into the treatment cells. SPPTS collection trench water level monitoring is detailed in Section 3.9.1. 

1. Open the doors on the treatment cells and allow to ventilate for a minimum of five minutes. 

2. Using a measuring tape or similar calibrated measuring device, measure the water level in the 
treatment cell from the treatment cell doors. 

3. Close doors on the treatment cells. 

Monitoring of Water Levels in Treatment Cells 

3.2 
The flow meters on all three treatment systems are similar to those used by ESS Water Programs Group. 
Flow meters shall be calibrated per the instruction manuals. Instructions will be provided in the O&M 
manuals for monitoring. 

Following are the steps for flow meter and flume inspection and maintenance. These steps do not require 
entry into the treatment cells. 

1. Open the cover on the metering manhole and allow to ventilate for a minimum of five minutes. 

2. Inspect the condition of the flume from the outside of the metering manhole. 

3. Remove any obstructions in the flume using a wooden pole or similar implement. 

4. Close cover on the metering manhole. 

Inspection and Maintenance of Flow Meters and Flumes 

‘r 

~ 

Note - It Is very important to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 
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5. Record observations on the Routine Operations Checklist (Appendix C). 

If the above cannot be performed satisfactorily without entry into the metering manhole, then enter the 
metering manhole. 

Follow requirements for non-permit required confined space entry. The metering manhole monitors 
treated groundwater; therefore, there is low potential for harmful gases to be present in the system. Low 
levels of carbon monoxide have been seen in the past at these locations, primarily the ETPTS. Therefore, 
monitoring the atmosphere prior to entry is recommended to verify that it is safe to enter. 

1. Open the cover on the metering manhole and allow it to ventilate for a minimum of five minutes. 

2. Enter manhole using manufacturer's installed ladder. 

3. Clean out flume and remove debris as necessary. 

4. Close cover on the metering manhole. 

Note - It is very important to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 

~ 

5. Dispose debris as sanitary waste. I 

6. Record observations on the Routine Operations Checklist (Appendix C). 

If obstruction persists, then check for problems with valves and piping (Section 3.3). 

3.3 

During normal operations, treatment cells shall be plumbed so that these operate in series. Normal valve 
positions are provided in Appendix A. 

A valve key is provided at each treatment system for opening and closing these valves. 

Perform the following steps: 

1. Verify that valves are in the appropriate position for serial flow 

2. Verify that water is flowing through the metering manhole 

3. Verify that water is flowing out of the effluent piping 

4. Make sure all doors are closed and that there is no means for outside air to enter the system. 

5. Record observations on the Routine Operations Checklist (Appendix C). 

If valves are not in the appropriate positions, then immediately inform management. At management's 
direction, return valves to normal positions. 

If water is not flowing through metering manhole, then check for and clear obstructions as described in 
Section 3.2. If flow is not restored, then immediately inform management. 

If water is not flowing through effluent pipeline, then check for and clear obstructions as described in 
Section 3.4. If flow is not restored, then immediately inform management. 

0 Inspection of Valves and Piping 

Note - During drought and low flow periods, water may not be observed in the metering manhole 
or effluent piping. m 
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The effluent piping discharges to the hillside below the metering manholes. The effluent piping may plug 
with iron bacteria or debris. This is cleared as follows. 

Assemble the following tools and equipment as required: 

Clearing of Effluent Piping (MSPTS and ETPTS) 

0 Shovel 
0 

0 Generator to power snake 

Perform the following steps: 

1. Clear any accumulated mud and debris from the effluent piping outfall. 

2. Re-establish drainage away from the effluent piping outfall as necessary. 

3. Following the operator's manual for the plumber's snake, clear the line to the metering manhole. 

Note - Post a watch at the metering manhole to watch for and keep the plumber's snake from 
entering flume and potentially damaging flow meter components. 

4. As snake is retracted, rinse off and dispose of residue in place. 

5. Make sure all doors are closed and that system is isolated form outside air. 

Powered plumber's snake at least 50 feet long (currently available on Site) 

. 3.5 Routine Media Maintenance (MSPTS and ETPTS Only) 
Following are the basic treatment cell maintenance steps. These steps do not require entry into the 
treatment cells. 
1. Open the access doors and allow the treatment cell to ventilate for a minimum of five minutes. 

2. Inspect the condition of the media from above the treatment cell. Report observations in the 
maintenance log or on the Routine Operations Checklist (Appendix C). 

3. Break up crust by raking surface as required with a long handled, standard 4-tine garden cultivator 
rake, scaling bar or equivalent tools. The gravel should also be punctured 10-1 5 times with a digging 
or scaling bar in different locations to release trapped gases that might have accumulated in the beds. 

4. If surface is too hard to rake or break up, notify management. 

5. After breaking up any iron crust, regrade the media surface with the back of the rake or a similar tool. 
Be sure that all the media is submerged. 

6. Rinse tools with clean water and discharge the water to the treatment cell. Close the treatment cell 
doors. 

Note - It is very important to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 

7. Record all actions on the Appendix C checklist. 
If the above cannot be performed satisfactorily without entry into the treatment cells, then proceed to 
Section 3.6. 

3.6 Routine Media Maintenance Requiring Treatment Cell Entry (MSPTS and ETPTS 

Following are maintenance activities that require entry into the treatment cells such as breaking up crust in 
the gravel and iron layers. 

Only) 

6 
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I 
Follow requirements for non-permit required confined space entry and obtain a ladder permit as required 
by Standing Order 83. The Site's Confined Space Entry procedure (MAN-072-OS&IH Manual, Chapter 21) 
shall be followed for any entry into the treatment cells, sump or metering manhole. 

It is likely that hydrogen is present in the system and also possibly hydrogen sulfide, carbon monoxide, 
ethane andlor methane. In addition, there likely are low concentrations of volatile organic compounds in 
the water. These hazards shall be addressed prior to entry. Safety personnel may require use of a 
photoionization detector andlor a combustible gas indicator for entry. 

Assemble the following tools and equipment as required: 
0 

0 Long-handled shovels 
0 

0 

0 

0 

Aluminum or fiberglass extension ladder with an extended length of at least 10 feet. 

A pick or Pulaski tool 
Standard garden cultivator rake, lute or scaling bar 
Air compressor and tools for breaking up crust if hand tools are not sufficient 
Additional equipment required for a confined space entry 

Perform the following steps 
1. Open the access doors and allow the treatment cell to ventilate for a minimum of five minutes. 

2. Measure and record depths to the top of the water and top of the media on the Appendix C checklist. 

3. Place the ladder into the treatment cell and tie it off securely. 

4. Enter treatment cell and inspect media for formation and accumulation of precipitates and formation 0 of iron crust. 

5. Break up iron crust and disposition as directed by management. This is expected to remain in the 
cell. 

'6. After breaking up any iron crust, re-grade the media surface with the rake or lute. Be sure that all the 
media is submerged. If media is not submerged, then notify management immediately. 

7. Remove the ladder, rinse tools with clean water and discharge the water to the treatment cell. Close 
the treatment cell doors. 

Note - It Is very important to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 

______~  

8. Record ai  activities on the routine operations checklist (Appendix C). 
If the treatment cell beds are not draining after breaking up the crust, then media replacement is probably 
required as described in Sections 3.7 and 3.8. Notify management immediately. 

3.7 Partial Iron Media Replacement at the MSPTS or ETPTS 
Note - If entry into any of the system components is required, non-permit required confined space 
entry requirements apply. 

These steps may be used for partial bed replacement including replacement of just the gravelliron layer or 
just the upper portion of the gravelliron layer as needed. Based on the depth of crusting in the media, 
determine the amount of zero valent iron and gravelliron mixture that requires replacement. Table 3 
shows the approximate volumes of gravelliron mixture in the treatment cells. Details of these calculations 0 
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Table 

. .  

If total iron replacement is required, then the vertical length of each treatment cell shall be measured to 
calculate iron volume. 

Follow requirements for non-permit required confined space entry and obtain a ladder permit as required 
by Standing Order 83. The Site's Confined Space Entry procedure (MAN-072-OS&IH Manual, Chapter 21) 
shall be followed for any entry into the treatment cells, sump or metering manhole. It is likely that hydrogen 
is present in the system and also possibly hydrogen sulfide, carbon monoxide, ethane and/or methane. In 
addition, there likely are low concentrations of volatile organic compounds in the water. These hazards 
shall be addressed prior to entry. Safety personnel may require use of a photoionization detector and/or a 
combustible gas indicator for entry. 

Assemble the following tools, materials, and equipment as required by the estimated volume of material to 
be removed. 

0 

0 

0 Shovels 
0 Log Book 
0 

0 

0 

0 

0 

0 

0 

0 Peagravel 
0 Zero-valent iron (as required) 
0 Pump capable of draining treatment cell along with necessary hoses and storage tanks (if 

needed) 
0 Portable generator (if needed) 

Erosion control materials such as straw wattles or silt fence 
Aluminum or fiberglass extension ladder with an extended length of at least 10 feet 

Standard garden cultivator rake or equivalent 
Pry bars and other manual tools for breaking up crust 
Air compressor, chippers or air hammers, and/or other tools for breaking up crust 
Backhoe with a hoe ram attachment (as needed) 
Vacuum truck or equivalent to remove loose media (optional) 
Dump truck or other means of containment and transport for spent material 
Polyethylene tarp (such as Visqueen) or equivalent 

Perform the following steps: 
1. Establish erosion controls downgradient of the area that will be disturbed by the construction activities. 



a 

Note - The treatment cell walls are made of HDPE. Use caution when working near the walls. 
All damage must be repaired prior to media replacement. 

’ 
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2. Prior to entry, open the access doors on each treatment cell and allow treatment cells to ventilate for a 
minimum of five minutes before entry. Handrails, doors and frames may be removed to allow better 
access. The treatment cell tops are welded to the cells and cannot be removed. 

3. If removed media is not immediately placed into a waste container, then set up a staging area for the 
spent iron and gravel. Create a bermed area capable of holding the volume of material planned to be 
removed, cover it with polyethylene tarp and place plywood boards or the equivalent on top of the 
polyethylene tarp to hold it down and minimize damage from the removed materials. 

4. Measure and record the depth to the top of the water and to the top of the media in the maintenance 
log. Note: The level of the media and the water level might not be the same after media replacement. 
The final level is based on the height of the effluent lines and maintaining the height of water over the 
top of graveViron mixture as described in Table 3. 

5. Close the valve@) on the influent line to the system. 

[Note - If replacement iron appears oxidized (rusted or clumping), do not use. 
12. After the material is removed, then add zero-valent iron until it reaches the height specified in Table 3. 

13. Verify that the height of the iron is at the specified depth below the doors on the vessel (Table 3). 

Note - The height of the zero-valent iron shall be a minimum of 1.5 feet below the bottom of 
the influent opening to the vessel, regardless of the volume of iron added to the treatment cell 
or as listed on Table 3. 

14. Once the iron has been added (if any), the surface shall be raked level. 

15. Add a mixture of 10% iron and 90% pea gravel by volume as per table 3 but not higher than 1.5 feet 
below the bottom of the cell influent opening. The gravel/iron shall be completely mixed in concrete 
mixer or similar mixing device. The resulting volume will likely be closer to the volume of pea gravel 
because the iron will fill the void space in the pea gravel. Do not overfill the treatment cell. 

16. Rake the top of the gravelliron mixture to level it. 

17. Once all work on the treatment cell is complete, remove the ladder and replace the railings and doors 
if previously removed. 
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18. Open the valves to ensure that the treatment cells will operate in series and then open up the valve on 

19. Place a board or other flat surface on the gravelliron mixture inside the treatment cell to minimize 

the influent line. , 

disturbance of the media and add clean water to immediately submerge the media. Allow the vessel to 
fill and then check the water level and make sure its height is correct in accordance to Table 3. If a 
storage tank was used to contain water pumped from the cells, this water should be returned to the 
top of the first cell or the trench sump. 

20. If the gravel/iron mixture is not submerged below the water at the depth in Table 3, immediately 
remove the excess material. 

(Note - The gravelliron mixture shall not extend above the water surface at any time. 

- 

1 
21. Remove the board from the treatment cell. 

22. Rinse tools with clean water and discharge the rinse water to the treatment cell. Close the treatment 
cell doors. 

Note - It is very important to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 

23. Polyethylene tarps, personal protective equipment, and other materials shall be dispositioned as 
directed by management. This is expected to be sanitary waste. 

3.8 Total Iron Media Replacement at the MSPTS and ETPTS 

Note - if entry into any of the system components is required, non-permit required confined 
space entry requirements apply. 

The following steps are for complete replacement of the media. Appendix F has photographs of previous 
media replacement activities. 

Table 3 shows the approximate volumes of iron and gravelhron mixture in the treatment cells. Note that 
this procedure can be used for partial bed replacement including replacement of just the graveMiron layer 
or just the upper portion of the gravel /iron layer as needed. Details of these calculations are found in 
Appendix D. Specifications for the zero-valent iron are in Appendix E. 

Follow requirements for non-permit required confined space entry and obtain a ladder permit as required 
by Standing Order 83. The Site’s Confined Space Entry procedure (MAN-072-OS&IH Manual, Chapter 21) 
shall be followed for any entry into the treatment cells, sump or metering manhole. It is likely that hydrogen 
is present in the system and also possibly hydrogen sulfide, carbon monoxide, ethane and/or methane. In 
addition, there likely are low concentrations of volatile organic compounds in the water. These hazards 
shall be addressed prior to entry. Safety personnel may require use of a photoionization detector and/or a 
combustible gas indicator for entry. 

Assemble the following tools, materials, and equipment: 
0 

0 

0 Shovels 
0 LogBook 
0 Standard garden cultivator rake or equivalent 
0 Pry bars and other manual tools for breaking up cwst 
0 Air compressor, chippers or air hammers, and/or other tools for breaking up crust 
0 Backhoe with a hoe ram attachment (as needed) 
0 -  Vacuum truck or equivalent to remove loose media (optional) 

Erosion control materials such as straw wattles or silt fence 
Aluminum or fiberglass extension ladder with an extended length of at least 10 feet 
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0 

0 Peagravel 
0 Zero-valent iron 
0 

0 Filter fabric 
0 

0 Portable generator (if needed) 
0 

Polyethylene tarp (such as Visqueen) or equivalent 

Pump capable of draining treatment cell along with necessary hoses 
Dump truck or other means of containment and transport for spent material 

Plumber's snake (at least 50 feet long) 

All equipment required for a non-permit required confined space entry 

Perform the following steps. 
1. 

2. 

3. 

4. 

5. 

7 .  

8. 

9. 

Establish erosion controls downgradient of the area that will be disturbed by the construction activities. 

Prior to entry, open the access doors on each treatment cell and allow treatment cells to ventilate for a 
minimum of five minutes before entry. Guardrails, doors and frames may be removed to allow better 
access to the treatment cell. The treatment cell tops are welded to the cells and cannot be removed. 

If removed media is not immediately placed into a waste container, then set up a staging area for the 
spent iron and gravel. Create a bermed area capable of holding the volume of material planned to be 
removed, cover it with polyethylene tarp and place plywood boards or the equivalent on top of the 
polyethylene tarp to hold it down and minimize damage from the removed materials. 

Measure and record the depth to the top of the water and to the top of the media in the maintenance 
log. Note: The level of the media and the water level might not be the same after media replacement. 
The final level is based on the heights given in Table 3. 

Close the valve@) on the influent line to the system. 

Remove water by placing a pump or pump intake into treatment cell (into a depression if possible). 
Place pump discharge line into collection trench sump, or into a storage tank. Remove as much water 
as possible to expose media. Remove pump and/or intake line. The pump intake may be placed into 
the siphon breaks if this is more convenient. 

After media is exposed, remove as much loose material as possible with a suction line from a vacuum 
truck or a backhoe. 

Break up hardened material either using the backhoe with hoe ram attachment or hand held 
equipment. Repeat media removal steps as needed to remove all of the planned material out of each 
treatment cell. Continue water removal as necessary. 

Note - The treatment cell walls are made of HDPE. Use caution when working near the walls. 
All damage must be repaired prior to media replacement. 

If using a backhoe, then break up the material in the center of the treatment cell keeping 6-12 inches 
away from the vessel wall. Remove as much media as possible in this manner. 

I O .  If using hand held equipment, then place the ladder into the treatment cell and secure. Use air 
hammers with chisel attachments (or equivalent) to remove remaining material next to wall of 
treatment cell and loosen other material as needed. 

in a waste container or in the staging area. 

Note - There is PVC pipe at the bottom of each treatment cell. Do not use excess force when 
loosening iron at the bottom of the cell to avoid breaking these pipes. All broken pipes must 
be repaired prior to media replacement. 

12. Measure the height of the treatment cell. Also, measure the height from the bottom of the cell to the 
inlet piping. 

I I. Remove remaining iron along with gravel at the bottom of the treatment cell. Place removed materials 



I 
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13. After the media is removed, add gravel as listed in Table 3. Rake the gravel drainage layer so that it is 
level and covers any eftluent piping. New filter fabric shall be cut and placed on top of the gravel layer 
in both treatment cells. 

14. Check the lines entering and leaving the treatment cells. If there is evidence of plugging, the lines to 
both treatment cells shall be cleaned, preferably with a plumber's snake. While the treatment cell is 
empty, the snake can be pushed through the line from the second treatment cell to the first. For the 
second treatment cell, the snake may also be pushed through the siphon break or the line to the flow 
meter flume. 
INote - If replacement iron appears oxidized (rusted or clumping), do not use. 

15. Add iron to the heights listed in Table 3. Carefully add the first two feet of iron to avoid disrupting the 
gravel layer. Rake the iron surface level. 

16. Add a mixture of 10% iron and 90% percent pea gravel by volume up to height indicated in Table 3. 
The graveViron shall be completely mixed in concrete mixer or similar mixing device. The resulting 
volume will likely be closer to the volume of pea gravel because the iron will fill the void space in the 
pea gravel. Do not overfill treatment cell. Rake the top of the gravelhron mixture to level it. 

if previously removed. 

the influent line. 

disturbance of the media and add clean water to immediately submerge the media. Allow the vessel to 
fill and then check the water level and make sure its height is correct in accordance to Table 3. If a 
storage tank was used to contain water pumped from the cells, this water should be returned to the 
top of the first cell or the trench sump. 

20. If the gravel/iron mixture is not submerged below the water at the depth in Table 3, immediately 
remove the excess material. 

INote - The aravelliron mixture shall not extend above the water surface at any time. 

17. Once all work on the treatment cell is complete, remove the ladder and replace the railings and doors 

18. Open the valves to ensure that the treatment cells will operate in series and then open up the valve on 

19. Place a board or other flat surface on the graveViron mixture inside the treatment cell to minimize 

21. Remove the board and the ladder from the treatment cell. 

22. Rinse tools with clean water and discharge the rinse water to the treatment cell. Close the treatment 
cell doors. 

~~ ~ 

to keep air from entering the system. After completion of 
maintenance, make sure doors are completely closed and that the system is isolated from 
outside air. 

~~ ~ 

23. Polyethylene tarps, personal protective equipment, and other materials shall be dispositioned as 
directed by management. This is expected to be sanitary waste. 

3.9 Solar Ponds Plume Treatment System 

The SPPTS treatment cells are not accessible; however, other components need to be routinely checked 
to ensure that the system is operating as planned. This includes checking pump operation, and visually 
inspecting the solar panel and the operating system to verify that these are in working condition, 

If the Solar Ponds Plume treatment cell pump is moved or disturbed, then the pump needs to be set so 
that it maintains water levels within the range given in Table 3. 
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Location 
Piezometer 71 099 
Collection Sump 

3.9.1 

Routine water level measurements are taken in nearby Piezometer 71099 as part of the Monitoring 
Program. Table 4 shows the normal water elevations and depth to water. On a monthly basis, compare 
monthly monitoring results to these Table 4 values. 

Monitoring Water Levels in the Collection Sump 

Depth to Water (feet) 
Deeper than 21 Below 5880' 

Water Elevation 

22'-26' 5875'4879' 

Table 4 - Normal Groundwater Depths and Elevations in SPPTS Collection Sump and Piezometer 

- 

Note - After heavy precipitation events, the water levels in the trench may be higher than normal 
operating conditions, but should return to the normal range within a few days. 

~~ 

If the pump is operating (Section 3.9.2) and water levels are rising, then the sump is probably plugged. 
Notify management and refer to Section 3.9.3. . 

If water levels within the collection trench remain elevated for more than two consecutive months after a 
precipitation event, then notify management. 

3.9.2 

Check the following on the electrical system a monthly basis: 
1. Check for loose or damaged wires, including checking the insulation on the wires. 

2. Make sure all equipment is securely mounted. 

3. The green light on the pump controller (ME 24/48) should be on. The red light for the treatment cell 
should not be on. 

Checking the SPPTS Solar Panel, Charging System, and Batteries 

The following should be checked monthly on the solar panels: 
1. The panels should be facing south and tilted at a pitch angle of about 40 degrees. 

2. Remove equipment or vegetation blocking the panel. 

3. The surface of the solar panels should be clean. Light dust on the surface is all right. (Note: The 
panels are in a fixed position and should not be moved during routine activities). 

If the panels are more than dusty, then rinse with clean tap water. If dirt is difficult to remove, then wash 
with a wet paper towel or a wet soft cloth. 

The batteries (as of December 2004) are Concorde Sun Xtendem Batteries Model PVX-212OL. These 
deep-cycling batteries are made specifically for back-up power for photovoltaic systems. Each 12-volt 
battery is sealed and "maintenance-free". Additional information on the batteries is presented in Appendix 
B. The lid to the battery box should remain closed at all times except during inspection and repair. The 
batteries need to be inspected monthly for signs of corrosion and overcharging. These signs include the 
following: 

0 Is there corrosion at the terminals? 
0 

Are the batteries bubbling? 
0 

0 Are the batteries bulging? 
0 

Do the wires appear to be damaged or oxidized? 

Is there moisture accumulation on the top of the batteries? 

Is the battery operating at full capacity? 
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If there is evidence of damage or overcharging the batteries, then contact an electrician to determine if 
repairs are necessary. 

Check the following on the charge controller. Refer to charge controller manual in Appendix B for further 
information and the location of status lights: 
1. If there is sunlight, make sure that the charging LED (light emitting diode) is green. If it is nighttime, 

this light should be red. 

2. Check the battery status LEDs. The red led to the right should not be steadily on. If it is near the end 
of daylight hours, this light should not be blinking. These are both indications that the battery is not 
being charged and an electrician should be consulted. The green and yellow lights mean that the 
battery is charged or is partially charged. 

3. The battery type selector should be set to the type of batteries in use. At this time, these are sealed 
batteries (Concorde PVX-212OL). If not set at the appropriate battery type, using a small screwdriver, 
turn the selector to the appropriate battery type and count the number of flashes on the battery status 
lights. The number of flashes should match the battery type as stated in the manual. For example, 
there should be two flashes for sealed batteries. 

4. Check the digital display. If any of the following are displayed, then contact an electrician for repairs. 

L 

LVD - low voltage load disconnect 

HVD - high voltage disconnect 

Hot - high temperature disconnect 

OCP - overcurrent and short circuit protection 

0.0 - Short circuit protection (solar amp only) 

5. There are three readings on the digital display. If the following are not as stated, check the manual in 
Appendix B to correct. 

a. The battery status should read approximately 25 to 29 volts. 

b. The solar amp reading and the load amp reading should read out the solar panel amps and 
not indicate an “off setting. 

c. The solar amp should not read zero. 

6. Make sure that the system has not been disconnected from the load or the solar array. The button in 
the upper right hand corner of the charge controller should not be lit up nor as previously stated 
should the digital display indicate off when it cycles through the load amp or solar amp readings. 

7. Perform the diagnostic test as described in Section 5.4 of the Prostar 30 product manual in Appendix 
B by holding the load disconnect switch in for more than 4 seconds. After the diagnostic test is 
complete, make sure that neither the solar array nor the load is disconnected (the light in the upper 
right hand corner of the charge controller should be off and the display should read out the solar amps 
and load amps). If any adjustments or repairs are necessary, contact an electrician. 

Twice a year, perform the following: 
1. Measure the current on the solar array with an ammeter and make sure it does not exceed 30 amps 

2. Check that the controller functions and LED indicators are correct for the system conditions. 

3. Check voltage on batteries with a voltmeter. These should each read about 12-14 volts. 

If any of the conditions are not met, then contact an electrician to determine if repairs are necessary. 

3.9.3 SPPTS Sump Redevelopment 

Due to a buildup of fine material in the collection trench, the screen on the sump is susceptible to 
plugging. As‘described in Section 3, when water levels get too high in the treatment system and the pump 
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A water well drilling company shall be used for sump redevelopment. There are several methods to 
perform this work at the discretion of the water well drilling company. In the past, a surge block has been 
utilized and successfully restored operation to the system. An advantage of this method is that fines are 
removed in this process. A step-by-step procedure is not listed here since the methodology varies by 
technique, by the equipment used, and by the company performing the work. With time, the need for 
redevelopment will decrease as the system becomes more stable and the fines are removed. 

3.9.4 SPPTS Media Replacement 

Replacement of the media in the SPPTS will eventually be required. The need for media replacement will 
be evidenced by the inability of the system to remove nitrates or by water backing up in the system due to 
clogging or biofouling. It is anticipated that removal of media might be similar to the media replacement 
described for other treatment systems. To date, media replacement has not been performed. 

To access the treatment cells, the upper soil layer shall be removed and stockpiled along with the 
woodchip fill over the treatment cell. A High-Density Polyethylene (HDPE) liner overlies the treatment 
media. If this cannot be removed intact, then a new liner shall be required. 

This activity must be further evaluated by project management prior to performance. 

4 MAINTENANCE LOGS 

A maintenance log will be kept on each system to document system checks and repairs. The logs will 
consist of completed routine operations checklists and maintenance logs. 

Forms for the systems checks are provided in Appendix C. Maintenance log forms are provided in 
Appendix G. 

Completed maintenance logs will be kept on file with the manager responsible for these systems. In 
addition to providing a maintenance record, this information also will be used to interpret the flow meter 
data. . 
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ROCKY FLATS ENVIRONMENTAL TECHNOLOGY SITE 
ER REGULATORY CONTACT RECORD 

Datemime: 3-18-05 l12:OO 

Site Contact(s): Annette Primrose Norma Castaneda 
Phone: 966-4385 966-4226 

Regulatory Contact: Larry Kimmel Sam Garcia Elizabeth Pottorff 
Phone: 303 312-6659 303 3 12-6247 303 692-3429 

Agency: EPA EPA CDPHE 
____ 

Purpose of Contact: 900-2 IHSS 153 Oil Burn Pit Excavation Backfill 

Discussion 
Backfill of the Oil Burn Pit excavation will begin immediately on the south as excavation 
continues to the north. Backfill will consist of clean onsite soils. The 72-inch concrete storm 
drain located at the southern boundary of the excavation will not be disturbed. Leaving this in- 
place minimizes the potential to direct surface and groundwater through the excavation area after 
backfill is complete. 

HRC-X will not be added during backfill to the southernmost 50 feet of the excavation for the 
following reasons: 
0 

0 

VOC were not above action levels in the southernmost 30 feet of the excavation 
Groundwater was not encountered within this part of the excavation and the area continues 
to be dry 

HRC-X will be added to the northern extent of the excavation including the northeast extension 
because groundwater was encountered at the far northern limit of the initial excavation, and at 
the deeper excavation areas, also located to the north. HRC-X will be added to the excavated 
areas only. A 2-foot gravel layer will be placed at the bottom of the northern excavation as 
backfill begins and prior to placement of HRC-X. This gravel layer will encourage groundwater 
to mix with the HRC-X. 

Contact Record Prepared By: Annette Primrose 

Required Distribution: 

M. Aguilar, USEPA 
H. Ainscough, CDPHE 
S. Bell, DOE-RFPO 
J. Berardini, K-H 
B. Birk, DOE-RFPO 
L. Brooks, K-H ESS 
L. Butler, K-H RISS 
G. Carnival, K-H RISS 
N. Castaneda, DOE-RFPO 

ER Contact Record 6/20/02 
Rev. 1/17/05 

Additional Distribution: 

D. Mayo, K-H RISS 
J. Mead, K-H ESS 
S. Nesta, K-H RISS 
L. Norland, K-H RISS 

E. Pottorff, CDPHE 
A. Primrose, K-H RISS 

R. Schassburger, DOE-RFPO 

T. Lindsay, K-H RISS 
J. Hebert, K-H RISS 
G. Pudlik, K-H RISS 

K. North, K-H ESS 

M. ROY, DOE-RFPO 

It 
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C. Deck, K-H Legal 
N. Demos, SSOC 
S. Gunderson, CDPHE 
M. Keating, K-H RISS 
G. Kleeman, USEPA 
D. Kruchek, CDPHE 
J. Legare, DOE-RFPO 

ER Contact Record 6/20/02 
Rev. 1/17/05 

S. Serreze, K-H RISS 
D. Shelton, K-H ESS 
C. Spreng, CDPHE 
S. Surovchak, DOE-RFPO 
J. Walstrom, K-H RISS 
K. Wiemelt, K-H RISS 
C. Zahm, K-H Legal 

Page 2 of 2 



.. . 

. .  

. . .  . 

, 

8 
4 
U 

k 

Y 
5910 . 

( 1 B A D 8 m  
OP 'IIZBNQI 

5905 .i ! 
I 

I I 

I 
I i 

\ 

I I I I I 
50 otm WZO 0+80 o+w 1+m 1+10 1+20 1+30 1+80 1+50 1+60 1+20 1+80 1+90 2+m 2+110 2+m w) 0+10 0+20 0+30 o+& . 1 

VERI: 1INCH=5 FER" 
HORIZ. 1INCH= 10 p6eT 

k' 

B FIGURE 2 
rnLLECTION TRENCH PROFILE 

. .  , 



FIGURE 4 
TREATMENT CELL . 

ROCKY FLATS MOUND SI"$ 

999113 , 

I 
0 0 

1.' 
0 

I@ E 

9 



r 



';ii 

. i  

I .  I i  
I .! 
' I  

/ i  
~i 
, ' i  
l i  
' i  

i 
i 
i 
i 
i 
i 
i 
i 
i 
i 
i 
i 

/ \ 

-- 
,&' 

/ 
I 

I 

/ 
/ 

/ 
/ 

/ 
/ 

'- 

U.S. Depammt of Energy 
Rocky Flats Environmental Technology Site 

\ 



! 

Groundwater Plume Treatment Systems Date: March 18,2005 
Operation and Maintenance Manual Page:A-3 

East Trenches Plume Treatment System As-Builts 



.-- . . .. . . 

_. 
I 

I. 

ASBUILT DRAWINGS 

ocIQopIm4 ' I P U l  I Qcu. I I 

EAST TRENCHES PLUME 
TREATMENT SYSTEM 

ROCKY FLATS ENVIRONMENTAL TECHNOLOGY SITE, 
GOLDEN, COLORADO 

JANUARY, 2000 

sBwsAuw 
51 615-XOO1 

51 615-0101 

I r - - I  / - - -:. . 
PROJECT LOCATION Emf2 

500' 0 500' 

SWE: 1'=500'-0' 

Q202 SuRIlEYBENCnUARK 

51 61 5-01 02 

51 61 5-01 03 

51615-010? 

51 61 5-01 05 

51615-0106 

51615-0107 

51615-0108 

51 6156201 

51 615-04Ol 

51 61 5-0402 

51615-0103 

51 61 5-0404 

lblpM 

INDEX / TITLE S H m  AN0 PROJECT LOCATION 

SITE PLAN AND GEOLOGIC PROFILE 

PLAN 6 PROFILE. STA O+W TO STA 4+W 

PLAN & PROFILE. STA 4+W TO STA 8+OO 

PUN 6 PROFILE. STA 8+W TO STA 12+OO 

PUN & PROFILE. STA 12+W TO STA 15+W 

MONITORING WELL DETNL AND COLLECTION TRENCH SfcTlON 

SUMP AND TRENCH PlaOMflER SECTIONS 

TRp(cH CLEANOUT, FRENCH DRAlN AND PIPE BEDDING OETN 

TREATMENT 3STEM PAD AND SIRUCTURAL DETAILS 

TREATMENT SOMETRIC 

TREATMENT SYsmM PLAN k SECTIONS 

TREATMENT E L L  PUN. SECTIONS & DETAILS 
MITERING MANHOLE PLAN. SECTION 8 DtTAIIS 



.... ....... -.<- 

SITE PLAN 4 

100' 0 loo' 

LEGEND 
FORMER PIEZOMETER LOCAnON e (REMOVED DURING CONSTRUCTION) 

@ MONlTORlNG WELL 

+.6 BENCHMARK 

SURFACE WATER OUAINACE - - 

SCALE: I'=loo.-o' 
6 750660.2 2088575.7 5930.8 #4 BAR-fB983 + Bu12/50 
202 749491.2 2086607.1 --- 
273 750679.4 2086580.7 5959.0 WAR + CAP-TRIG €LEV 

UNKNOWN 

COORDINATE US1 
NEW MoNlTORlNG WEUS: 

NORTHING ErSnNG GROUNDELN TOPOFCASING 
95299 750246.72 2086804.84 5901.80 5904.85 
95199 750524.10 2087281.70 5870.m 5881.90 
23296 750683.00 2087624.00 5856.00 585800 
95099 750716.85 2088013.50 5861.07 5863.32 

BENCHMARKS: 

A 
1 

A'  

5920 - 

5900 - 

5880- 

5860 - 

5040 - 

GEOLOGIC PROFILE (FACING NORTHWEST) 

. . . . . . . .  

PROFILE LEGEND 
GS GROUND SURFACE 
GW GROUND WATER SURFACE 
T/eR TOPOFeEOROCK ' 
QrF ROCKY FLATS AUUWUM 
oc CWUMUM 

aArSTONE - -ONE. UNDlFFERENnATED 
ARAPAHOE/LARAMIE 

-------- 

ARAPAHOE NO. 1 WOSTONE 

MONITORING 
- O R  
PIEZOMETER 

INTERVAL 

s I I SCREENED 

NOTES: 
DATA SOURCE FOR BASEUAPS IS ROCKY MOUNTAIN REyowAnoN SERVKXS. 
LLC. BuaMcs FENCES HT7n?oCRAPHY. ROADS AND OTHER SlRucTUREs 
FROM 1994 AERIAL FLY-OVER DATE CAPTURED BY EG&C RSL LAS *GAS. 
Manzm FROU THE ~THOPHOT~CRAPHS 1/95. ~ o p o c ~ m c  CONTOURS 
WERE mm FROM M ~ T A L  m v A n o N  uooa (oar) OATA BY 
MORRISON WSON (YK) MNC ESRI 'ARC TIN. AND u m c e  TO PROCESS 

F L ~  AT - 10 v ~ r m  REsownoN. THE #u POST-PROESNC 

WRIED 4x1 MCT POWR OR OTHER ununts YAY BE PRESENT IN THE 

THE DEN DATA TO CREATE %foot CONTOUZS THE DEU DATA WAS 
USlURED BY THE REWTE SENSlNC LAB. US WX5, NV. 1994 AERIAL 

PERFORMED BY UK. WNTER 1997. 

WCINIPI. 

MAINTAIN SURFACE WAKR DIVERSION DITCHES UP H l l l  OF UUlTS Of 

MWTUN k T  FENCE FOR EROSlON CONlROL DOWN HILL OF WITS OF 

c o N s w c n o N .  

coNsTRucnoN. 

MAINTUN ACCESS THROUGH STAGING AREAS AND RESTORE TO OUCINAL CONDITION. 

L w n m  snow IN STATE PIANE COORMNAES 



. 

. . . . . . . . .  . ....... 
. . . .  ..... . . .  

.-...._ . -. 95299 

- _  

..__ 
...... -. . 

TRENCH . .  
SPUL AREA 1 

O+OO 1+00 2+00 

PROFlLE 

LEGEND 
MONITORING mU 

TRENCH PEZOUETER 

SURFACE WATER DRAINAGE 

GRAML ROAO 

IMPROVED ROAD 

FENCE 

TopoazApcllc CONTOOR 
(feet abow mean sm l e d )  
CONTOUR #?ERVAL = 5fl 

TOP OF (XASTONE EEDROCK 

HlSTORlCAL WATER TABLE ELEVATION 
(APRIL TO JJNE 1998) 

NOTE: 
LOCATIONS SHOW IN STATE PLANE COORDINATES. 

P~~OUETER. WOUT AND MON~TOR~NG ~ L L  E m A n t m S :  
FEET AWE MEAN SEA LEEL 



. . .  

4+00 
i. 

26.. t I 
900 6+00 . 

PROFILE. 

..... ..... __  . 

.. -. . .... ..... 
_... ..... . . . . . . .  -- .. . . .  

..... -.- 

HORIZONTAL: # R n w  1' 1' = 5' = 20' 

.................. .................... .................... ................ ............ .................. 
.: ; : $! m u  ; ; 

I- 4 8 y  i 

7+00 
I 

8+00 

'LEGEND 
MONITORING WLL 

TRENCH PIEZOMETER 

SURFACE WATER DRAINAGE 

GRAVEL ROAD 

IMPROVED ROAD 

FENCE 

TOPOCRAPHK: CONTOUR 
(feet QboM meon BCQ l e d )  
CONTOUR INTERVAL = 5ft 

Exisnffi 48- WAMETER BURIED 
CORRUGATED METAL PIPE DIMRSION 
DRAIN 

Top OF aArSTONE BEDROCK 

HlSToRluL WATER TARE ELEVAMM 
(APRIL TO JUNE 1998) 

NOTES 
Lmnm OF WRIED DIVERSION DRAIN IS APPROXIMATE. 
UNCO- TOP OF DRNN NEAR PROXCT AREA BEfORE 
EXCAVAnNG COUECnON TRENCH TO VERlFY DRAIN LOCATION. 

mc.Anm WOWN IN STATE PUNE COORDINATES. 

t 

I 

K 

I 

r 
L 

i '  
I 

. 
I 

I 

I 



i \ @ 23296 

*-- 
APPROXIMATE LIMITS 
OF msmucnw 

- - - - - - - - __ 

... . . .  ...... . . .  
.... ................................... 

. . . . . . . . . . . .  . . . . . . . . . . . . .  ............. . . 
.' ._ CII ... , 

- 
- .- - 

............... .. .... 0'.  . 
. . . .  ....... . .  0 ... VI 

....... .... .... ..... . . .  ... .... ... ..... .... -.._ . -- . ..... 
~ 

- .  !U!i - 

.... 

, .  . '.._ , 20' 0 20' - . .  . .  . . . .  
. . . . . . .  ....... ... .... ... 

- .  

. . . . .  ... . - -- -_.__ _. .... 
SCALE: 1 '=20'-0" -- - ----- .-___ - . 

1 W 0 0  11+00 12+00 

PROFlLE 

NOTES 

. 

LEGEND 
MONITORING WELL 

TRGNCH PIEZOMETER 

SURFACE WATER DRAINAGE 

CRAKL ROAD 

IMPROMD ROAD 

FINAL ROAD REALIGNMENT 

FENCE 

ToeocRApHK: CONTOUR 

CONTOUR INTERVM = Sft 

CORRCIGAN) 48' DIAMEETER METAL BURIED PIPE MMRSlON 

DRAIN 

(feet abous meal sea level) 

TOP OF CUSTONE 8DDRocK 

HISTORICAL WATER TABLE ELNATION 
(APRIL TO UNE 1998) 

LocAnoN OF BURIED MI~ERSION DRAIN IS APPROXIMATE. 
UNCOMR TOP OF DRAIN NEAR P R M C T  AREA BEFORE 
EXCAVATING COLLECTION TRENCH TO DRAIN LOCATION. 

L o c A n m  SHOWN IN STATE PUNE COORDINATES 

REPLACE 10 LF PIPE BmCnNG W l H  BENTONITE SEAL 

(SUMP COO(EMNATES CORRESWNO TO CENTER POINT) 



, .  

FIELO FIT END Cf PIPE - '7' 1 
- ............ 

... --------, __- - -  I 

..... 
.. - .  PIAN. --. . \  

0 '2Q'. , , - ' .  ... 
... . 

"- 30' 
,. . scALes..l'=20'-0' 

. . . . . . . .  . . . . . .  . . . . .  . . . . .  . . . . .  . . . . .  

. .  \ 

- 

: b  

: e  
: i  . .  

..... :._.I 
. -  
i s  

i t  
i L  . .  .......... 

.......... 

I 1 '  

I HORIZONTAL 1' = 20' s I s -  mncAL: 1- = 5' 

. ........................................ I .  

................................... , 
0108 

. .., .................... , .................... 

LEGEND 
@ MONITORING WELL 

SURFACE WATER DRAlNAE - - 
- - - - - - - _ _ _ _ _ _ _  GUAML ROAD 

- IMPROVED ROAD 

- FENCE 

' TOPOGRAPHIC CONTOUR 
.@' (feet 0b0w m m  sea l e d )  

CONTOUR INTERVAL = Sft -..% 

# DIAMETER BURIED 
CORRllGATED METAL PIPE DlMRSlON 
DRAIN 

---- ....... ---- -- 

TOP OF CLAYSTONE BEDROCK -€ 

LocAnONs SHOW IN STATE PLANE COORDINATES. 
(COORDINATES Fod TREATMENT CELLS AND 
METERING UANHOLE CORRESPOND TO CENTER POINT) 



D 
I 

6' OIA. X 5' STEEL PROTECTIVE CASING 
W/HINGED CAP AND LOCK 

PROTECTIVE CASING SHALL BE PAINTED 
3- CLEARANCE '(MINI ANSI YELLOW 

C . _ _ r  h[ 7 W E P  HOLE (0.25',DIAMETER) ;mNHF GROUND SURFACE 

3' x 3' x 5.5' 
CONCRETE SURFACE SEAL AND PAD 

SCHEDULE 40. 2' PVC RISER -'IF- 1/4 BENTONITE PELLET SEAL 

10-SLOT. SCHEDULE 40. 
2' PVC W U  SCREEN 

I ~LFILTER PACK 

SUMP SCHEDULE 40. 2' 
(2 F~ET)  

BENTONITE PELLET SEAL 
(IF REWIRED) 

TYPICAL 2" MONITORING WELL DETAIL 

PVC 

JPGRAOII 

. .  

GRANULAR BACKFILL ' 

. -  

80 MIL HDPE GEOMEMBRANE 
CUTOFF WALL 

BENTONITE SEAL 

BOTTOM W EXCAVATION 

@ OF TRENCH I 

- TYPICAL GROUNDWATER 
2 3  COLLECTION TRENCH CROSS SECTION 

COLLECTION PIPE TO BE PIACED ON A MINIMUM OF i 2 
INCHES OF GRANULAR BACKFILL. 

B T H E  MONITORING WELLS SHALL BE INSTALLED SO THAT 
THE SCREENED INTERVAL BEGINS AT TOP OF BEDROCK. 
SUBCONTRACTOR SPECIFIC GEOLOGY WILL AT DIXRMINE TIME OF DRILLING. DEPTH BASED ON SITE 

MONITORING WELL BORING AND INSTALLATION PERFORMED WITH 
6.25-INCH ID. HOLLOW STEM AUGERS, SUMP SOCKET 
3-INCH 0.0. HOLE. 

SEE DRAWINGS 51615-0102 THROUGH 51615-0104 FOR 
PROflLE CRADE ELEVATIONS. 



i 

11 
, NOTES: - 

SUMP CONSTRUCTED OF FIBERGLASS REINFORCED 

LOCKABLE COMR. 
pPOLYESTER MTH PREFORMED LADDER AND HINGED, 

D l / B - I N C H  THICK STEEL SIGN. ATTACH TO BOLLARD. 
PAINT WHITE WlTH BLACK LETTERING 2' MIN HEIGHT. 
SIGN TO READ 'CONFINED SPACE PERMIT REWIRED 
FOR ENTRY 

W T R E N C H  PIEZOMETER LOCATIONS ARE SHOW ON 
DRAMNGS 0102 THROUGH 0104. 

D / 

-* 

I 

.. . 

-12'1 18' S l C r i D  I 

HINGED WlTH CAP AND.LOCK C 

a 

3' CLEARANCE (MIN.) /- 
PROWM HYDRATED BENTGNITE SEAL B E W N  PVC 
RISER PIPE AND SURFACE CASING. AND A MINIMUM. 
2' THICKNESS AROUND EXTERIOR OF SURFACE CASING 
AS SHOWN. 

3'1 3'x 5.5' PRoTEcnM SURFACE CASING WAU 
BE PAINTED ANSI YELLOW 

WEEP HOLE (0.25' DIAMETER) 

CONCRETE PAD 

UPGRADIENT cy DOWGRADIENT 

CEMENT CRWT EXTERIOR 
OF SURFACE CASING 

BENTONITE GROUT 

LOW PERMEAEIUP, 
SOIL COW3 AND TOPSOlL 

BENTONITE PN_ET SEAL 

TlplCAL GROUNDWATER 
couEcnoN TRENCH 

SCHEDU~I 40 2' PVC. RISER 

c u c n m  PIPE 

10 SLOT. SCHEDULE 40'2' PVC. 
SFDOT LENGTH P R F E  SCREW 

-LOWING. HINGED.' 50' DIA. 
MANHOLE COW? 

, 

FRCM E D n S  AND TB 

PIAN 

. t n  

TRENCH PIEZOMETER CROSS SECTION 

ID- 

\ 

SECTION 

ION TRENCH SUMP DETAIL 

. ..._. 



8' X 5' STEEL PROTECTIVE CASING 
W/HINGED CAP AND LOCK PAINTED 
ANSI YELLOW 

3' CLEARANCE W N . 7  r EXTENT OF RIP RAP . 
(BEDDING IN PEA GRAML) 

F-5 - - - -- I - - - - _ _ _ _ - - - - - - - - _ _ _  . .  
\o. 

SLOPE TO D,RAIN7, 4 ~ 

WEP HOLE (0.25' DIAMETER) I I I  
I 

4- 0 PERFORATED PVC 
SEW PIPE. SLOPE 

TO DRAIN FROM TEE 

I I 
I 
I 
I 
I 
I 
I. 
I 

I 

I 

..... .......... - BENTONITE 
PELLET SEAL . . . . .  . . .  . . . . . . . . . .  _ .  I 

I - DAWRIGHT PIPE [ 

7'-D' I 

. .  _ .  . . . .  ... 
A 

. . . .  . . _ .  . 
. _  . .  . .  

. .  
. .  

. . . . . .  
. . . . . . .  -4- SCH 4D.PVC W . . .  

. . .  . . _ .  . 
. _  . .  . .  

. .  
. .  

. . . . . .  
. . . . .  . . .  

PVC NIPPLE (TYP) , 

r S N A P  COUPLING (Typ) 

4- SCU'4b 

. . .  . .  p: 
PIPE 
CAP 0 

I I N 

PIPE. 4-ma4 STATIONS HOPE couEc.noN, -4+20. &NO* ..:. CINCH HOPE 

PIPE 
couEcnON 7+79 ONLY 

.... . . . . . . . . . . . . . . . . . .  t 
4' 0 PERFORATED PVC- 

TO DRAlN FROM TEE 
SEW? PIPE. SLOPE 

. .  

'I 

SUITABLE NAl lK SOIL r AND TOPSOIL BACKFILL 19'- 5' I I 1 COLLECTION PIPE CLEANOUTS 
MOT TO SrxE 

OKRFLOW PIPE M 
M - 

L2. PVC LINE FROM 
METERING MH 

FRENCH DRAIN DETAIL 
Y.xl.E. 1/2' - 1,-0- 

r r  I As BUILT I \SELECT GRANULAR MATERIAL 

NOES 
BED OAWGMTED PIPE W l H  PEA CRAML 

PROWOE HlDRAED BENTONITE SEAL BETWEEN D, PVC' RISER PIPE AND SURFACE CASING. AND A 
MINIMUM 2' THICKNESS AROUND EXTERIOR OF 
CASING AS SUOW. 

rEE SPECS. FOR COMPACTION 
AND_ MATERIAL REQUIREMENTS 

CONVEYANCE PIPE BEDDING DETAILS 
FROM SUMP TO TREATMENT CELLS u, NOT TO SCNf 



~ -: 

P . c 
h 

I 

36'-0' 

1-1 
12'-7' . - 

L 10'-3' i 
t / t2-l 3'-5' 

SlRUCTURAL NOTES 

flM MRIFY LCCAllONS BASED ON DIMENSIONS OF CHANNEL 
FRAME ATTACHED TO TREATMENT CELLS. 

ATTA? EYE BARS TO n E  oow BARS BEFORE POURING CONCRETE. 

TOP OF Y A B  
ELEV. 5839.40\ 

HOLE AND THIMBLE 
INSERT IN 'BEAM 

TANK HOLD D O W  CHANNEL 
PER TANK MANUFACTURER 

. .  

. 

TIE DOWN CABLE 

TREATMENT SYSTEM ANCHORAGE SLAB 

. .  

f i  ATTACHMENT DETAIL n 
NOT TO SCALE 

TREATMENT CEU 2 TIE DOW CABLE AiTACHMENT TREATMENT CELL 1 

l'-o- 

4' 0 4' - 
SCALE: 1 /4'= 1 '-0- 



1 I 
I 
i 
\i 

TREANENT CEU I 

I 

TREATMENT SYSTEM ISOMETRIC 

lmt.!r! 
PIPE AND DIRECTION (x ROW 

BALL VALE 

.t. SlRAlCHTlEE 

+t 90'ELBOW 

<=3 UNION (REMOVABLE) 

+I CAP (FOR FUTURE PIPING CONNECTION) 

WCED. GAMTED, AND 

I 
I 

/ - - - - - -- 

. .  

... .-  - _  



f-' 

I P U T  I Qlm. I I . Y.mLIL 

20'-0' (FUIURE SLAB) 
I I 

36'-0' 

1 -  
I . .  20'-0' 8'-0' 

r - i . .  . :  
8'-0' 

2' EFFLUENT TO 

C e N  0108 6 .  I 

U 

i 

0 

s 

2 
d 

I 

ING MH 

8-8 

8-8 
I 
I 

L 

FUTURE PIPE 

@-,, TREATMENT 

T Q 

r!!2IEs 
TREATMENT E L L  HATCH. HOLD DOWi FRAME AN0 HANDRAIL 

INSTAU UNION ON SYPHON BREAK TO AUOW ACCESS FOR 
SAMPLING EFFLUENT FROM EACH TREATMENT CELL. ;t 0 

t 

U& SDR II FOR PIPING TO TREATMENT CEUS AN0 METERING 
MANHOLE. 

,-- 

. € A M  PLACE VALE. COMPACTED INITIAL BAC%flU UP TO 6 INCHES BELOW . 

4Ec!Q 
4 CAP 

0 BALLVALM 

C- 90' BEND RUN OUT OF DRAMNG PLANE - TEE RUN INTO DRAMNG PLANE 

* TEE RUN OUT OF ORAMNC PLANE 1 UNION 

k 2' INFLUENT FROM 
couEcnm IRENCH - PLAN 

REATMENT CELL DETAIL 0403 
SYPHON R R E A K D  /- 
1 

SYPHON BREAK 

TREATMEYT CELL 3 

-I----- 

ct TREATMI 

- 
CELL 2 

1 -. ! - I 

6' GRANULAR 
BASE 

D 4' - 
'..-I 



r 

'.. 
% 

I- 
, 6'-O' 

i 

B 

D 

TANK HOLD DOWN 

I 

PLAN - TANK COVER 
H A N D R A I L 1  

I 

FRAME 

. .  

GEOTEXTILE 

2' BULKHEAD 
FIllING 

1 

SECTION 

PIAN - OUTLET PIPING 

1/4" SS U-BOLT W/ 

CHAIN. 3/16' SS 2 REQ'D SAFETY 

NQIEs 
TREATMENT UNIT CONSTRUCTED OF PREFORMED HDPE 

TOP ONE FOOT OF MED!A SHALL BE A MIXTURE OF 50X PEA 

THE GRADATION REQUIREMENTS OF CLASS "C" MATERN IN 
THE STATE OF COLORADO. STANDARD SPECIFICATIONS FOR 
ROAO AND BRIDGE CONSTRUCTION 

HANDRAIL- 1 1/2" OIA ALUMINUM PIPE OR +rhOMD 

AFTER WELDING AND CUmNG. BOLT TO TANK HOLD DOWN 
~~ . ~ 

FRAME WITH 1/2'DIA BOLTS. NUTS. & LOCK WASHERS. PAINT 
ANSI YELLOW. 

W T A N K  HOLD DOWN FRAME PER TANK MANUFACTURER PAIN1 

W A L U M I N U M  HATCH- 6'-0'x 6'-0' CLEAR OPENING. DOUBLE 
LEAF. LOCKING. WATERTIGHT COVERS. COORDINATE WITH TANK 
MANUFACTURER TO ENSURE COMPATlBlLlPl WITH TANK HOLD 
DOWN FRAME. 

ANSI YELLOW. 

B 1 / 8 - M C H  THICK STEEL ATTACH TO HANDRAIL PAINT WHITE 
SIGN TO READ WITH BLACK STENCIL LmERS 2' MIN. HIGH. 

%ONFINED SPACE ENTRY PERMlT REQUIRED FOR ENTRY-. 

TANK HOLD DOWN 

1 1/2- OIA ALUMINUM 

, 
12'x 18' SIGN 

EATMENT C ELL DETAIL 
. .  . , .  

... 

HANDRAIL DETAIL 
NO SCALE 

1 '  0 d* 
SCALE 1/2'==1'-0' 

. . . , . - . . 



/ . 9'4' . 
3'-0' 

f t 

TRANSMITTER. MOUNTED 
,CTURER 

ULTRA 
/PER U 

#4 RElNF AS SHOWN /- 

e 

PIAN - TANK COVER 

SOLAR CELL. MOUNT PER 
MANUFACTURES INSTRUCTIONS 

24-x 24'1 24' INSULATED 

CABlNET W/LoaC 
W T A G E  REGULATOR 

lsco YODEL 4200 OR 
APPROED EOUAL 
BATTERY 

WISTRUT SME FRAME 

S/4- RIGID GALVANIZED S l E L  
CONDUIT 

STAINLESS sTEa NEMA 4x 

* .  I 
1 I 

I '3% 0 

CONC PAB 

HINGED. LOCKABLE. 30- WA 
MANHOLE COKR 

1/2' CnAMFER. EXPOSOD Ewxs 
/- 

P 

CJBOX . 

/PREFORMED LADDER 

FIBERGLASS REINFORCEO PLOYESTER 
MANHOLE 

. 
ULTRASONIC TRANSMITTER. MOUNTED 

/--- PER MANUFACTURER 
-HS FLUME 

1 '  0 1 '  - 
SCALE: 3/4-p 1 *-0- 



Groundwater Plume Treatment Systems 
Operation and Maintenance Manual 

Date: March 18,2005 
Page: A 4  

Solar Ponds Plume Treatment System As-Builts 

i 



4 ‘F .. 

J .,// 

’ 

AS BUILT DRAWINGS 

SOLARPONDSPLUME 
TREATMENT SYSTEM 

.ROCKY FLATS ENVIRONMENTAL TECHNOLOGY SITE, 
. GOLDEN, COLORADO 

JANUARY, 2000 . 

51 649-XOO 1 

51649-0101 

51 649-01 02. 

51 649-0103 

51649-0104 

51649-0105 

51 649-0106 

51649-0107 

51649-0108 

51649-0109 

516494201 

51 649-0202 

51649-0401 

51649-0402 

51 649-0403 

lt!iREx 

INDEX// lTRE SHm AND PROJECT LOCATION 
SmplAN 

C o u E V  TRENCH PLAN & PROFILE. STA O+OO TO STA 3+00 
WUECllON TRp(CH PLAN 6 PROFILE. STA 5+00 TO STA 6+00- 

couEcTK)E( TRp(cH PUN ik PROFILE. STA 6+00 TO STA 9+50 

coNvEyANcE PlPE PUN k PROFILE. STA O+oo T? OlScHARGE AREA 
m S W  PUN & SEcTloN 

fRplcH PIEZoMEfER DETAIL AND COuEcTK)E( TRENCH SECTION 
TRENCH CLMOuT. DISCHARGE AREA. AND PlPE EEDOMG DITAIS 
T R E A m  SmEM avl l  OErAns 

TR€ATMaci SmEM SlRuCTuRAL PLAN AND SECTION 
TREATMENT S X X M  !lTRUcNRAL D E M S  

TRE4l?dENT ! W X M  MECHANIW PLAN 
METERING MH PLAN, SECTIONS. AND M A l S  

MECHANlCAL DETAlLS 

i 



t . '  

37 

SITE PLAN 
60' 4. 

SCALE l-=60' 

. . .  



(dJ 
_. .%5 

AUUHUU 

8a)m 

s 

D 



~ _).: . - . . .. . . . . 



. . .  If . . .  
. . :  . .  

- . .  . -  : : I .  
i : .  I 

D 

. .  

7 .--.J.. 

. i  
-... 1.. 

I 

6+40 . 7+m 8+m 8+40 s+m 



J 

I 

I 

o+W (km 

WEST PROFILE 

. .  . .  

43 

.... -.-- .__... 

-..-......,. 

I .... I.- -... 
P RAP 

mvn 

................. 

I 

O + a  O+8oE 

' EAST PROFILE 

. .  



... . . - ' _ . .  

_. 

. ... . 
lYPlCAL FRENCH DRAIN SEAL SECTION 

I 

F 



-- 

. .  

MplCAL TRENCH PIEZOMETER SECnON 

N A n M  SOIL EACH FILL 

CEoTEXnlE soac 

6-INCH PERFCitA 

BENTONITE SEAL 

BOllOU OF EXCAVATION 

pJf-a 

. - .  .. . 

TYPICAL GROUNDWATER 
COLLECTION TRENCH CROSS SECTION 

NOTES. - 
c0UfcTK)N PIPE PLACED ON A MINIMUM OF 12 

DWCHES OF com31ETr %No. 
BSn DRAWINGS 51649-0102 THROUGH 51649-0101 FOR 

PROcILE GRADE ELEVATIONS. 

D r r m c a ~  FIEZOUE~ LocAnms ARE SHOW ON 

DHKIRAED RENTONITE SEAL BEMEN PVC 

DRAIYHCS 0102 MKBJGli 0104. 

f&€R PlPE AND SlRFAcE CASING. AND A UINMUU 
2’ =NESS ARUJND EXTERIOR OF SURFACE CASNC 
M SHW. 

BNOT USED 

~ U I N I U U U  1 FOOT OF CON~KTE SAND o m  COuEcnoN PIPE: 
TOP OF SAND As WWN. 

. .  



. - -  I 
;-I 

I 
I 
b - E x l E N l  OF 

I 
I 
I 
I 

' I  
I 
I '  
I 

I RIPRAP 

. I  . 

. .  

I 2'4' 
I 
I 

. I  

6' PM: E€ 

BEEOlNG 

......... ..* - I 
I 

2 I kl I 
I 
I 

10'-0' I 

I 
I 

I 
I 
I 

k -  
I 

I 
I 

I - .  
- 0  
: I  

. "  : p  ,I 

' .  7je7 ' I  

I 
I 
1 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 

J 

Y r  .I 

CouEcnoN PIPE CLEANOUT 

rmP RAP 
I ... .(.. .. . . . .  

. . . . . . . . . . . . . . .  . . . . . . . . . . . . .  . . . . . . . . . . . . .  I. . . . . . . . . . . . . . . .  

-4- PVC . . . . . . . . . . . . . . . .  . . . . . . . . . . . . . . . . .  CONVEYANCE PIPE 
... ::.t- . . . . . . . . . . . . .  

6'MIN. 
DISCHARGE AREA DETAIL 

NOT To SCME NOTES 
MREEBOUAW)SYWYUU2mTfROU 
CASING. OlBODMo IN CONCRETE PAD. 

NOT USED 

SEE DETAIL 

D HYORATOD BDSTONIE SEK BETWEEN 
PIlC RlSER PPE AND SURFAE CMING AND A 

CASING M SHOWN. 
UlMW 2- lHlacNEss AROUNO mm of 

SEE SPECS. FOR coUPAC'TIoE( 
AND MATERIAL REQUIREMENTS 

CONVEYANCE PIPE BEDDING DETAIL 



.. . 

. .. 

i 

\ 
0 
I 
'r! r 

PLAN' . ' 

. .  
ENT CELL AREA GRA DING PIA N 

COUPACTED LOW m n a m  QAY 
10'-0' I 

EM DETAIL 

i 

F 

BOOT- 

ON BRANE PENETRAV / 



f I . 

I 

. -. 

. . . . . . .  
. . .  ' . _ .  . . .  . .  

. * ..:, i :  . . . . .  
'..:: . . . .  . .  . . .  - . ._ , .:. . .  _ .  . 

. . .  . . . .  . . . .  . .  . .  
. .  , 

. .  . . . . . . . .  

... 

. . .  
i ._. 
. .  . .  

. .  
i .: 

. j_ ( .  .... 
I .  

. .  
-.: 

.._ 

: .  . .  

I 

! 
I 

r 

i 

. .  

I e - - . -  I 
. . . . . . . .  

. .  . -  . . .  
. .  . . . . . .  . : . 

;-. . _ _  .. . . .  . . .  - _  . 
. . . . .  . . . . .  . . .  . . . . . .  . .  . . .  :. . .  . . . .  . .  . . . . . .  

. _  . . . . . . . . . . . . .  . . .  . . . . .  . . . . . .  . .  . .  . . . .  .,. . . . -, . . .  : . r::.;; . .  
.a: , ...... 

1 

PLAN I. 4 
.. 

r b  
I 
-n 

I 

L 

r 

. 
I 

U 

il- 

- 

I t - - - - - - -  - -  - -  - - . . _ . _ _ _ . _  

: Y CI .- .' . , .. " .:> ; . . . . . . . . .  
. . .  ;: _. ._. . 

_ . _  
: .. . .  . . . . .  . .  . . .  _,; . I .  .... : . 1, ..... ;;:'.'. 

. : .  .. _... . . .  
.I - . ._..  . . . .  

. . . .  i .  

. .  
. . .  . . .  . . .  . .  . . . .  

._. . 
. .  . . . .  ...: :: 

._._. . .  . . . . . . . . . . . .  .: . .  
,.:. .I 

I . .  . .  

4 CORNERSLAB -8 ora) JwDnAt l  
\-la 0 12- oc 

OOIlas 

.. . . .  .- 
. .  

. .  

. .  

TREATMENT SYSTEM STRUCTURAL PIAN 
SCALE: 1/4- E 1 ' 4  

I , - .  . 



. .  . . .  - -  . - . . . .  . . .  ..  
, I  

. .  

PIPE SLnM 

I' 
',. """+ .WML 

2' MA SOI 40 STOEL 
W E  SLOEIIE. HAHD 
DIPPED W V M I Z O D  

. .  

I 

t 

. .  

6' 

1. WsoRATlON LOCATED w WALL As SHOWN. 
FRAym mi REBAR. 

... 

pi$-- 

Eolroc 

F O R C W T  DETAL 
, .  _ .  

. . . . .  _.. . . .  . ,  . . .  . . . . . .  . . .  
.. _. 
: ;:.:: '-$ 

. .  . . . . . . . . . .  . . .  
..s. . .  .. 

. . . . . . . .  I* I I 

4' 

SCALE: 1/4-=1'-0. 
. ,  4 

0 . .  ' , .  . 

Ir . .  



6'-4 6 ' 4  , 6 ' 4  
- .__ . . - .  b . *  

- 8  . .  1 
e i e 

TO UElERlNG 
YANHOLE 

-- 
-202 
-1 

I 

I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I 
I - 

V-103 0 'BALL VMX 

Q 

t r 

U 

TREATMENT SYSTEM MECHANICAL DETAIL 
SCALE: 1/4- P 1'-0- 



- . . _  . . L - -v 

6' Y-3' 3-0- - L 
. -  I 

* i  I 
1 .  

. . -  .. . 

PLAN - TANK COVER 

I I 

fh SECTION 

DETAIL 

. -  . 



I- 

. .  

. .  

r- 
. .  

.- 0 

-h 

0 

a 
-1 

1 



Groundwater Plume Treatment Systems 
Operation and Maintenance Manual 

Date: March 18,2005 
Page: B-1 

Appendi,x B - Solar Ponds Plume Treatment System Manufacturer 
Operation and Maintenance Information /I 

B.l An Introduction to Charge Controllers .............................................................. 8-2 

B.2 Glossary of Solar-Electric Terms ....................................................................... B-6 

8.3 Batteries: How To Keep Them Alive For Years And Years .............................. B-8 

B.4 Troubleshooting a PV Array ............................................................................. B-11 

B.5 Surviving Winter with a PV Power System ..................................................... B-14 

B.6 ETAPUMP@ Solar Water Pump and ETAPUMP Integrated Systemm 
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QD B.7 ETAPUMP Helical Rotor Specifications.. ............................................... B-70 

8.8 Battery Based ETA Mini POV System Sample Wiring Diagram ..................... B-73 

B.9 Concorde Sun Xtended3 Battery Service Instructions .................................. B-76 

B.10 Morningstar Prostar 30 Charge Controller Literature .................................. B-79 

The literature on the pump (8.1-8.8) was taken from the Dankoff Solar Products website wh.;h is 
the manufacturer of the solar pump controller and solar pump installed at the Solar Ponds Plume 
Treatment System. The pump model in current use is HR14. The address of the website is as 
follows: 

http:/lwww.dan koffsolar.com 

The batteries are Concorde Sun Xtendem Batteries Model PVX-212OL. The literature on'the 
batteries (6.9) was from the Concorde Battery website: 

http://www.concordebatterv.com 

The charge controller is Morningstar Prostar 30. The literature on the charge controller is from the 
Morningstar website: 

http:/lwww.morninpstarcorp.com/products/ProStar/index.shtml 
. 
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@ By Windy Dankoff 

A charge controller is an essential part of nearly all power systems that charge batteries, whether the 
power source is PV, wind, hydro, fuel, or utility grid. Its purpose is to keep your batteries properly fed and 
safe for the long term. 

The basic functions of a controller are quite simple. Charge controllers block reverse current and prevent 
battery overcharge. Some controllers also prevent battery over discharge, protect from electrical overload, 
and/or display battery status and the flow of power. Let's examine each function individually. 

' 

Blocking Reverse Current 

Photovoltaic panels work by pumping current through your battery in one direction. At night, the panels 
may pass a bit of current in the reverse direction, causing a slight discharge from the battery. (Our term 
"battew represents either a single battery or bank of batteries.) The potential loss is minor, but it is easy 
to prevent. Some types of wind and hydro generators also draw reverse current when they stop (most do 
not except under fault conditions). 

In most controllers, charge current passes through a semiconductor (a transistor) that acts like a valve to 
control the current. It is called a "semiconductor" because it passes current only in one direction. It 
prevents reverse current without any extra effort or cost. 

In some controllers, an electromagnetic coil opens and closes a mechanical switch. This is called a relay. 
(You can hear it click on and off.) The relay switches off at night, to block reverse current. 

-. 

If you are using a PV array only to trickle-charge a battery (a very small array relative to the size of the 
battery), then you may not need a charge controller. This is a rare application. An example is a tiny 
maintenance module that prevents battery discharge in a parked vehicle but will not support significant 
loads. You can install a simple diode in that case, to block reverse current. A diode used for this purpose 
is called a "blocking diode." 

Preventing Overcharge 

a 
When a battery reaches full charge, it can no longer store incoming energy. If energy continues to be 
applied at the full rate, the battery voltage gets too high. Water separates into hydrogen and oxygen and 
bubbles out rapidly. (It looks like it's boiling so we sometimes call it that, although it's not actually hot.) 
There is excessive loss of water, and a chance that the gasses can ignite and cause a small explosion. 
The battery will also degrade rapidly and may possibly oveheat. Excessive voltage can also stress your 
loads (lights, appliances, etc.) or cause your inverter to shut off. 

Preventing overcharge is simply a matter of reducing the flow of energy to the battery when the battery 
reaches a specific voltage. When the voltage drops due to lower sun intensity or an increase i6electrical 
usage, the controller again allows the maximum possible charge. This is called "voltage regulating." It is 
the most essential function of all charge controllers. The controller "looks at" the voltage, and regulates the 
battery charging in response. 

Some controllers regulate the flow of energy to the battery by switching the current fully on or fully off. This 
is called "on/off control." Others reduce the current gradually. This is called "pulse width modulation" 
(PWM). Both methods work well when set properly for your type of battery. \ 

A PWM controller holds the voltage more constant. If it has two-stage regulation, it will first hold the 
voltage to a safe maximum for the battery to reach full charge. Then, it will drop the voltage lower, to 
sustain a "finish" or "trickle" charge. Two-stage regulating is important for a system that may experience 
many days or weeks of excess energy (or little use of energy). It maintains a full charge but minimizes 
water loss and stress. 
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The voltages at which the controller changes the charge rate are called set points. When determining the 
ideal set points, there is some compromise between charging quickly before the sun goes down, and 
mildly overcharging the battery. The determination of set points depends on the anticipated patterns of 
usage, the type of battery, and to some extent, the experience and philosophy of the system designer or 
operator. Some controllers have adjustable set points, while others do not. 

Control Set Points vs. Temperature 

The ideal set points for charge control vary with a battery's temperature. Some controllers have a feature 
called "temperature compensation." When the controller senses a low battery temperature, it will raise the 
set points. Otherwise, when the battery is cold, it will reduce the charge too soon. If your batteries are 
exposed to temperature swings greater than about 30" F (17" C), compensation is essential. 

Some controllers have a temperature sensor built in. Such a controller must be mounted in a place where 
the temperature is close to that of the batteries. Better controllers have a remote temperature probe, on a 
small cable. The probe should be attached directly to a battery in order to report its temperature to the 
controller. 

An alternative to automatic temperature compensation is to manually adjust the set points (if possible) 
according to the seasons. It may be sufficient to do this only twice a year, in spring and fall. 

Control Set Points vs. Battery Type 

The ideal set points for charge controlling depend on the design of the battery. The vast majority of RE 
systems use deep-cycle lead-acid batteries of either the flooded type or the sealed type. Flooded batteries 
are filled with liquid. These are the standard, economical deep cycle batteries. 

Sealed batteries use saturated pads between the plates. They are also called "valve-regulated" or 
"absorbed glass mat," or simply "maintenance-free." They need to be regulated to a slightly lower voltage 
than flooded batteries or they will dry out and be ruined. Some controllers have a means to select the type 
of battery. Never use a controller that is not intended for your type of battery. 
Typical set points for 12 V lead-acid batteries at 77" F (25" C) 
(These are typical, presented here only for example.) 
High limit (flooded battery): 14.4 V 
High limit (sealed battery): 14.0 V 
Resume full charge: 13.0 V 
Low voltage disconnect: 10.8 V 
Reconnect: 12.5 V 
Temperature compensation for 12V battery: 
-.03 V per O C deviation from standard 25" C 

Low Voltage Disconnect (LVD) 

The deep-cycle batteries used in renewable energy systems are designed to be discharged by about 80 
percent. If they are discharged 100 percent, they are immediately damaged. Imagine a pot of water boiling 
on your kitchen stove. The moment it runs dry, the pot overheats. If you wait until the steaming stops, it is 
already too late! 

Similarly, if you wait until your lights look dim, some battery damage will have already occurred. Every time 
this happens, both the capacity and the life of the battery will be reduced by a small amount. If the battery 
sits in this over discharged state for days or weeks at a time, it can be ruined quickly. 

The only way to prevent over discharge when all else fails is to disconnect loads (appliances, lights, etc.), 
and then to reconnect them only when the voltage has recovered due to some substantial charging. When 
over discharge is approaching, a 12-volt battery drops below 1 1 volts (a 24 V battery drops below 22 V). 
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A low voltage disconnect circuit will disconnect loads at that set point. It will reconnect the loads only when 
the battery voltage has substantially recovered due to the accumulation of some charge. A typical LVD 
reset point is 13 volts (26 V on a 24 V system). 

All modern inverters have LVD built in, even cheap pocket-sized ones. The inverter will turn off to protect 
itself and your loads as well as your battery. Normally, an inverter is connected directly to the batteries, not 
through the charge controller, because its current draw can be very high, and because it does not require 
external LVD. 

e 
3 

If you have any DC loads, you should have an LVD. Some charge controllers have one built in. You can 
also obtain a separate LVD device. Some LVD systems have a "mercy switch" to let you draw a minimal 
amount of energy, at least long enough to find the candles and matches! DC refrigerators have LVD built 
in. 

If you purchase a charge controller with built-in LVD, make sure that it has enough capacity to handle your 
DC loads. For example, let's say you need a charge controller to handle less than 10 amps of charge 
current, but you have a DC water-pressurizing pump that draws 20 amps (for short periods) plus a 6 amp 
DC lighting load. A charge controller with a 30 amp LVD would be appropriate. Don't buy a 10-amp charge 
controller that has only a 10 or 15-amp load capacity! 

Overload Protection 

A circuit is overloaded when the current flowing in it is higher than it can safely handle. This can cause 
overheating and can even be a fire hazard. Overload can be caused by a fault (short circuit) in the wiring, 
or by a faulty appliance (like a frozen water pump). Some charge controllers have overload protection built 
in, usually with a push-button reset. 

Built-in overload protection can be useful, but most systems require additional protection in the form of 
fuses or circuit breakers. If you have a circuit with a wire size for which the safe carrying capacity 
(ampacity) is less than the overload limit of the controller, then you must protect that circuit with a fuse or 
breaker of a suitably lower amp rating. In any case, follow the manufacturer's requirements and the 
National Electrical Code for any external fuse or circuit breaker 'requirements. 

@ 
Displays and Metering 

. Charge controllers include a variety of possible displays, ranging from a single red light to digital displays 
of voltage and current. These indicators are important and useful. Imagine driving across the country with 
no instrument panel in your car! A display system can indicate the flow of power into and out of the 
system, the approximate state of charge of your battery, and when various limits are reached. 

If you want complete and accurate monitoring however, spend about US$200 for a separate digital device 
that includes an amp-hour meter. It acts like an electronic accountant to keep track of the energy available 
in your battery. If you have a separate system monitor, then it is not important to have digital displays in 
the charge controller itself. Even the cheapest system should include a voltmeter as a bare minimum 
indicator of system function and status. 

Have It All with a Power Center 

If you are installing a system to power a modern home, then you will need safety shutoffs and 
interconnections to handle high current. The electrical hardware can be bulky, expensive and laborious to 
install. To make things economical and compact, obtain a ready-built "power center." It can include a 
charge controller with LVD and digital monitoring as options. This makes it easy for an electrician to tie in 
the major system components, and to meet the safety requirements of the National Electrical Code or 
your local authorities. 

Charge Controllers for Wind and Hydro , a  
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A charge controller for a wind-electric or hydroelectric charging system must protect batteries from 
overcharge, just like a PV controller. However, a load must be kept on the generator at all times to prevent 
overspeed of the turbine. Instead of disconnecting the generator from the battery (like most PV 
controllers) it diverts excess energy to a special load that absorbs most of the power from the generator. 
That load is usually a heating element, which "burns o f f  excess energy as heat. If you can put the heat to 
good use, fine! 

Is It Working? 

a 

How do you know if a controller is malfunctioning? Watch your voltmeter as the batteries reach full charge. 
Is the voltage reaching (but not exceeding) the appropriate set points for your type of battery? Use your 
ears and eyes-are the batteries bubbling severely? Is there a lot of moisture accumulation on the battery 
tops? These are signs of possible overcharge. Are you getting the capacity that you expect from your 
battery bank? If not, there may be a problem with your controller, and it may be damaging your batteries. 

Conclusion 

The control of battery charging is so important that most manufacturers of high quality batteries (with 
warranties of five years or longer) specify the requirements for voltage regulation, low voltage disconnect 
and temperature compensation. When these limits are not respected, it is common for batteries to fail 
after less than one quarter of their normal life expectancy, regardless of their quality or their cost. 

I 

A good charge controller is not expensive in relation to the total cost'of a power system. Nor is it very 
mysterious. I hope this article has given you the background that you need to make a good choice of 
controls for your power system. 
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0 Courtesy of Dankoff Solar Products, Inc. 
Santa Fe, NM USA 

Basic Electricity 

AC - Alternating Current, the standard form of electrical current supplied by the utility grid and by most 
fuel-powered generators. The polarity (and therefore the direction of current) alternates. In U.S.A., 
standard voltages for small water pumps are 1 15V and 230V. Standards vary in different countries. See 
inverter. 

DC - Direct Current, the type of power produced by photovoltaic panels and by storage batteries. The 
current flows in one direction and polarity is fixed, defined as positive (+) and negative (-). Nominal system 
voltage may be anywhere from 12 to 180V. See voltage, nominal. 

Current - The rate at which electricity flows through a circuit, to transfer energy. Measured in Amperes, 
commonly called Amps. Analogy: Flow Rate in a water pipe. 

Efficiency - The percentage of power that gets converted to useful work. Example: An electric pump that is 
60% efficient converts 60% of the input energy into work - pumping water. The remaining 40% becomes 
waste heat. 

Energy - The product of power and time, measured in Watt-Hours. 1000 Watt-Hours = 1 Kilowatt-Hour 
(abbreviation: KWH). Variation: the product of current and time is Ampere-Hours, also called Amp-Hours 
(abbreviation: AH). 1000 watt consumed for 1 hour = 1 KWH. See power. 

Converter - An electronic device for DC power that steps up voltage and steps down current proportionally 
(or vice-versa). Electrical analogy applied to AC: See transformer. Mechanical analogy: gears or belt drive. 

Inverter - An electronic device that converts low voltage DC to high voltage AC power. In solar-electric 
systems, an inverter may take the 12,24, or 48 volts DC and convert it to 1 15 or 230 volts AC, 
conventional household power. 

- a 
Power - The rate at which work is done. It is the product of Voltage times Current, measured in Watts. 
1000 Watts = 1 Kilowatt. An electric motor requires approximately 1 Kilowatt per Horsepower (after typical 
efficiency losses). 1 Kilowatt for 1 Hour = 1 Kilowatt-Hour (KWH). 

Transformer - An electrical device that steps up voltage and'steps down current proportionally (or vice- 
versa). Transformers work with AC only. For DC, see converter. Mechanical analogy: gears or belt drive. 

Utility Grid - Commercial electric power distribution system. Synonym: mains. 

Voltage - The measurement of electrical potential. Analogy: Pressure in a water pipe. 

Voltage Drop - Loss of voltage (electrical pressure) caused by the resistance in wire and electrical 
devices. Proper wire sizing will minimize voltage drop, particularly over long distances. Voltage drop is 
determined by 4 factors: wire size, current (amps), voltage, and length of wire. It is determined by 
consulting wire sizing chart or formula available in various reference texts. It isexpressed as a 
percentage. Water analogy: Friction Loss in pipe. 

Voltage, Nominal - A way of naming a range of voltage to a standard. Example: A "12 Volt Nominal" 
system may operate in the range of 11 to 15 Volts. We call it "12 Volts" for simplicity. 

0. Solar Electricity 
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Photovoltaic The phenomenon of converting light to electric power. Photo = light, Volt = electricity. 
Abbreviation: PV. PV - The common abbreviation for photovoltaic. 

PV Array - A group of PV (photovoltaic) modules (also called panels) arranged to produce the voltage and' 
power desired. 

PV Array-Direct - The use of electric power directly from a photovoltaic array, without storage batteries to 
store or stabilize it. Most solar water pumps work this way, utilizing a tank to store water. 

PV Cell - The individual photovoltaic device. The most common PV modules are made with 33 to 36 
silicon cells each producing 1/2 volt. 

PV Module - An assembly of PV cells framed into a weatherproof unit. Commonly called a "PV panel". See 
PV array. 

Solar Tracker - A mounting rack for a PV array that automatically tilts to follow the daily path of the sun 
through the sky. A "tracking array" will produce more energy through the course of the day, than a "fixed 
array" (non-tracking) particularly during the long days of summer. 

Voltage, Open Circuit - The voltage of a PV module or array with no load (when it is disconnected). A "12 
Volt Nominal" PV module will produce about 20 Volts open circuit. Abbreviation: Voc. 

Voltage, Peak Power Point - The voltage at which a photovoltaic module or array transfers the greatest 
amount of power (watts). A "12 Volt Nominal" PV module will typically have a peak power voltage of 
around 17 volts. A PV array-direct solar pump should reach this voltage in full sun conditions. In a higher 
voltage array, it will be a multiple of this voltage. Abbreviation: Vpp. 
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B.3 Batteries: How to keep them alive for years and years 

Lead-acid batteries are often considered to be the "weak link" in renewable energy systems. However, 
today's renewable energy batteries are better than ever, and so are the devices that regulate and protect 
them. Battery failures are rarely the fault of the batteries themselves! Follow these guidelines to avoid the 
vast majority of all battery problems. 

Size a battery bank and PV array properly i 

A battery bank should be sized (as a minimum) to a capacity of 5 days of load. Energy use in most home 
power systems increases over time, so consider sizing larger than that. Why3 After 1 year of service, it is 
NOT advisable to enlarge a battery bank by adding new batteries to it, because batteries' voltage 
response changes with age. Stray currents flow, causing losses and failure to equalize. A PV array, if it is 
the primary energy source, should be sized to produce (on average) 30% more energy than the load 
requires. This compensates for battery losses and for less-than-average charging conditions. Luckily, a 
PV array can be expanded at any time. 

Buy high-quality batteries, selected for your needs 

a 

You get what you pay for! Good deep-cycle batteries can be expected to last for 5 to 15 years, and 
sometimes more. Cheap batteries can give you trouble in half that time. Buy from a reputable source. 

Avoid multiple parallel strings 

The ideal battery bank is the simplest, consisting of a single series of cells that are sized for the job. 
Higher capacity batteries tend to have thicker plates, and therefore greater longevity. Having fewer cells 
will reduce the chance of randomly occurring defects, and reduces maintenance. Suppose for example, 
that you require a 700 Amp-Hour bank. You can approximate that by using 3 parallel strings of golf-cart 
batteries (220 AH), or 2 strings of the larger L-16 style batteries (350 AH) or a single string of larger, 
industrial batteries. 

Under no circumstances is it advisable to install more than three parallel battery strings. The resulting 
bank will tend to lose its equalization, resulting in accelerated failure of any weak cells. Weak cells will be 
difficult to detect because they will "steal" from the surrounding cells, and the system will suffer as a whole 
and will cost you more in the long run. 

Here are some precautions to take when wiring two or more strings of batteries in series-parallel. The goal 
is to maintain all of the cells at an equal state of charge. Cells that tend to receive less charge are likely to 
fail prematurely. This can take years off the effective life of the battery bank. A fraction of an ohm of added 
resistance in one battery string can reduce the life of the entire string. 

(1) Connect the two main cables to opposite corners of the battery bank, and maintain symmetry in wire 
size and lengths. This will help to distribute current evenly through the bank. 

(2) Arrange batteries to maintain even temperature distribution throughout the bank. Avoid uneven , 

exposure to heat sources. Leave at least 1/2 inch of air space around each battery, to promote even 
cooling. 

(3) Apply a finish charge at least every 3 weeks (bring every cell to 100% charge). 

,Prevent corrosion 

In flooded battery installations, corrosion of terminals and cables is an ugly nuisance that causes 
resistance and potential hazards. Once corrosion gets hold, it is hard to stop. The good news -- it is easy 
to prevent! Apply a non-hardening sealant to all of the metal parts of the terminals BEFORE ASSEMBLY. 
Completely coat the battery terminals, the wire lugs, and the nuts and bolts individually. A sealant applied 
after assembly will not reach all around every junction. Voids will remain, acid spatter will enter, and 
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corrosion will begin as soon as your installation is finished. 

Special compounds are sold to protect terminals, but you can have perfectly good results using common 
petroleum jelly (Vaseline). It will not inhibit electrical contact. Apply a thin coating with your fingers, and it 
won't look sloppy. If wire is exposed at a terminal lug, it should be sealed airtight, using either adhesive- 
lined heat-shrink tubing or submersible rubber splice tape. You can also seal an end of stranded wire by 
warming it gently, and dipping it in the petroleum jelly to liquefy, and wick it into the wire. 
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It also helps to put the batteries over a floor drain, or in a space without a floor, so that they can be rinsed 
with water easily. Washing the battery tops (about twice per year) will remove accumulated moisture (acid 
spatter) and dust. This will further reduce corrosion, and will prevent stray currents from stealing energy. 
Batteries that we have protected by these measures show very little corrosion, even after 10 years without 
terminal cleaning. 

Moderate the temperature 

Batteries lose approximately 25% of their capacity at a temperature of 30°F (compared to a baseline of 
77°F). At higher temperatures, they deteriorate faster. Thus, it is desirable to protect them from 
temperature extremes. If no thermally stable structure is available, consider an earth-sheltered enclosure. 
Where low temperature cannot be avoided, get a larger battery bank to make up for the loss of capacity in 
the winter. Avoid direct radiant heat sources that will cause some batteries to get warmer than others. 

Use temperature compensation 

When batteries are cold, they require an increase in the charge voltage limit, in order to reach full charge. 
When they are warm, they require a reduction in the voltage limit in order to prevent overcharge. 
Temperature compensation is a feature in many charge controllers and power centers, as well as in the 
back-up chargers in some inverters. To use this feature, order the accessory temperature probe for each 
charging device, and attach it to any one of the batteries. 

Use low-voltage disconnects 

Discharging a battery to exhaustion will cause immediate, irreversible loss of capacity and life expectancy. 
Your system should employ low voltage disconnect (LVD) in the load circuits. Most inverters have this 
feature, and so do many charge controllers and power centers. Don't depend on human behavior to 
prevent over-discharge. It can be caused easily by accident or by an irresponsible user. Again, most 
inverters have LVD built-in but if there are DC loads on the system, please incorporate an LVD device. 

Bring batteries to a full state-of-charge at least every 3 weeks 

Bring the batteries to a full state-of-charge (SOC) at least every 3 weeks. This reduces internal corrosion 
and degradation, and helps to insure equalization, so that any'weaker cells do not fall continually farther 
behind. A full SOC may occur naturally during most of the year, but do not hesitate !o run a generator 
when necessary, to bring the batteries up. Information like this should be posted at the power center. For 
more details, refer to the instructions for the inverterkharger and for the batteries. 

How do you know when a battery is 100% charged? 

The "charged" indicator on most PV charge controllers means only that battery voltage is relatively high. 
The SOC may be approaching full, but is not necessarily near 100% a voltmeter reading gets you closer, 
but it is not a certain indicator. It varies too much with current flow, temperature and time, to give a clear 
indication. 

For flooded batteries, a hydrometer is the definitive indicating device, although not a convenient one. With 
it, you can measure every cell individually. Obtain one from a battery or automotive supplier. Even the 
cheapest hydrometer is fine. Rinse it after use, and keep it clean. 
An amp-hour meter is the most informative and user-friendly way to monitor SOC. For sealed batteries, it 
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is the ONLY definitive method. See next paragraph. 

Install a System Monitor 

Would you drive a car with no dashboard? Metering is not just "bells and whistles". It is necessary to help 
you to read the status of the system. Many charge controllers have indicator lights and readouts built-in. 
For a full-scale remote home, consider the addition of a digital monitor, like Trace TM-500, Tri-Metric, E- 
Meter or Omni-Meter. These devices monitor voltage and current, record amp-hours, and accurately 
display the state-of-charge of the battery bank. They also record more detailed information that can be 
useful for troubleshooting. The monitor may be mounted in another room or building, for handy viewing. 

How to Read a Hydrometer 

A hydrometer will help you to determine whether the battery bank is getting fully charged, and whether any 
individual cells are falling behind. You should be aware that a hydrometer will give you false readings 
under the following conditions. 

(1) After adding water: For pure water to mix throughout the cell, it takes time and some bubbling during 
finish charge. A hydrometer will show a greatly reduced reading until the fluid mixes. 

(2) Low temperature: As battery temperature drops, the fluid becomes more dense. A temperature 
compensating hydrometer is best. Otherwise, for every 10°F below 70"F, subtract 3.5 points from the 
reading. 

(3) Time lag during recharge: As the battery recharges, the fluid becomes denser down between the 
plates. The hydrometer reads the fluid above the plates. You will get a delayed reading until the fluid is 
mixed by the movement of bubbles during finish charge. The voltage will rise steadily, providing an 
indication that something is happening. 

During discharge, you will get a true hydrometer reading because the fluid becomes less dense and will 
circulate to the top. Any time a hydrometer indicates a fully charged cell, you KNOW it is fully charged. 

WARNING 

-- 

BATTERY ACID IS HAZARDOUS. When working around batteries, wear safety glasses. Get a rugged 
plastic bottle to keep gith your service tools, and fill it with a sodium bicarbonate (baking soda) and water. 
Use it to neutralize accidental splash or spills and to clean normal acid spatter from battery tops. Finally, 
don't wear your favorite blue jeans! 

Just add water 

Note: This applies only to "flooded batteries", not to "sealed batteries". The plates of every cell in your 
battery bank must be submerged at all times. Never add any fluid to a battery except distilled water, 
deionized water, or very clean rainwater collected in plastic containers. Most batteries require addition of 
water every 6 to 12 months. There is no need to fill them more frequently than needed to submerge the 
plates. Fill them only to the level recommended by the manufacturer, generally about an inch below the 
topl otherwise they may overflow during finish-charging. 

Conclusion 

Batteries are the heart of your power system. They may demand your attention occasionally, but your 
relationship with them need not be a struggle. With a proper installation, a little understanding and some 
simple maintenance, your batteries will live a long and healthy life. 

\ 
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6.4 Troubleshooting a PV Array 

by Windy Dankoff 

Photovoltaic modules are so reliable that we forget that things can go wrong! The real world imposes 
temperature extremes, lightning and static electricity, moisture and wind stresses, as well as imperfect 
manufacturing. Here are some suggestions for testing and troubleshooting. 

Selective shading test - If the array is in a parallel or series-parallel configuration, this trick will help you 
locate a fault without disconnecting any wiring. Find an object that is large enough to shade at least 4 
cells. (A cowboy hat will do.) Shading just a few cells will drop the module's output to less than half. With 
the array connected and working, monitor the current (or in the case of a nearby solar pump, just listen to 
it). Now, shade a portion of one module. You should see the current should drop noticeably (or the pump 
should slow down). If the current does NOT drop, then the module that you are shading is out of the 
circuit. Look for a fault in the wiring of that module, or of another module that is wired in series with it. . 

Fading in the heat 

Occasionally somebody complains of reduced array output when the sun is hottest. Heat fade shows up 
most severely in battery systems. If the difference between the array voltage and the battery voltage 
approaches zero, then current flow can drop nearly to zero. This can also cause a solar pump to produce 
less than it should. 

The voltage of a PV module normally decreases with temperature rise. PV manufacturers document this 
by showing several lines on the IV curve (the graph of amps vs. volts), or by stating it in volts per degree 
of deviation from 25°C (77°F). Nominal "12 volt" PV modules aredesigned to sustain good current flow all 
the way to 17 or 18V at 25°C. This allows for voltage drop at higher temperatures. If heat fade is severe, it 
MAY be caused by weak PV modules or by any other weak links in the power chain, including undersized 
wiring, poor connections and controller losses. Here are some tests to isolate these factors. 

First, you can confirm heat fading by cooling the array with water while the system is operating. Monitor 
the current. Does it rise to normal? If so, you need to determine where the voltage drop is severe. Connect 
a voltmeter directly to the PV array (or it's combiner box). Disconnect the array from the controller, in order 
to read the open circuit voltage. If it is less than 18V (relative to a 12V configuration), then part or all of the 
PV array may be defective. The selective shading test (above) can help you locate weaker modules in an 
array. 

Next, reconnect the array to the system. Under good sunlight, test for voltage drop in the wiring by 
measuring the voltage at the array, and then again at the controller input. Note that voltage drop in wiring 
will increase in proportion to the current flow. Next, test for drop in the controller by measuring the voltage 
at its PV input, and then at its battery terminals. Remember. if the battery is fully charged, the controller 
SHOULD drop the voltage. If that is the case, you can bring down the battery voltage by turning loads on. 
When the battery is at less than 13.5V (relative to a 12V system), the controller should allow full current to 
flow. 

If voltage drop occurs at a single point (at a connector or within the controller) then concentrated heat will 
result. You may feel it, or see signs of heat damage. If voltage drop is evident at the loads (dimming lights, 
low voltage disconnection when batteries are not low) then check for corroded battery connections (see 
"Batteries: How to Keep Them Alive" in Sun Paper 1, or at our website). 

Burnt terminals 

Years of temperature cycling will occasionally cause a screw to loosen, or metal to distort. This can be 
caused by poor workmanship and/or inferior materials. Add a touch of oxidation and corrosion, and you 
get electrical resistance. Now, keep the current flowing and you get even more heat. When you repair 

. overheated connections, replace all metal parts that have been severely oxidized. In worst cases, an 
electric arc will jump a gap, melting metal and burning insulation to a char. Charred terminals on PV a 
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@ Diode failures . 

Most PV modules have bypass diodes in the junction boxes, to protect cells from overheating if there is a 
sustained partial shade on them. On rare occasions, a diode will fail, usually as a result of lightning. Most 
often, it will short out and reduce the module's voltage drastically. (A shorted diode will read near-zero 
ohms in both directions.) If the module is in a 12V array, there is no need for the bypass diode so you can 
remove it. In a 24V array that is unlikely to experience sustained partial shading, you can remove it. In any 
other case, replace it with a silicon diode with an amps rating at or above the module's maximum current, 
and with a voltage rating of 400V or more. 
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by Windy Dankoff. Dankoff ,Solar Products 

The winter season puts photovoltaic systems to the test. The electrical demands are highest while the 
least amount of sunshine is available. Here are some suggestions for maintenance, plus some tricks-of- 
the-trade to minimize or eliminate the use of a backup generator. 

CHECKLIST 

PHOTOVOLTAIC ARRAY: lnspectltighten mounting bolts & wiring, test output, tilt for winter angle. 

TRACKERS: oil bearings, check mounting bolts and shock absorber action. 

GAS GENERATORS, WIND GENERATORS: Consult the supplier or instruction manual. 

BACKUP CHARGING SYSTEM: Be sure that it is wired, tested and ready in.advance. 

CHARGE CONTROLLER: Check regulator voltage settings, check voltmeter accuracy with digital meter. If 
batteries may have reached a temperature below %OF, they should be allowed to rise to a higher voltage 
(14.8V min. on a 12V system). If your charge control has a "temperature compensation" feature, then this 
will happen automatically. If it has an external temperature sensor, be sure that it is attached to a battery. 
If it does not have this but is adjustable, you may raise the voltage by hand, and lower it again in the 
Spring (to 14.3V). If your controller is not adjustable, keep the batteries warmer. 

BATTERIES (Lead-Acid types): Test each cellleach battery with digital voltmeter or hydrometer to spot 
potential failures and check need for equalization. Set up equalization charge if necessary (typically, an 8- 
hour moderate overcharge after the batteries have reached full charge). Wash away accumulated 
moisture and dust from battery tops (use baking soda solution to neutralize acid deposits). Clean, or 
replace corroded terminals. Coat all terminal components with petroleum jelly, preferably while they are 
disassembled. This will prevent future corrosion. Check water levels & refill with distilled or deionized 
water. Inspect venting (check for insect nests in vent pipes). 

WIRING: Check for proper wire sizing, tight connections, fusing, safely. 

GROUNDING/LIGHTNING PROTECTION: InstalVinspect grbund rods and connections, ground wiring. 

LOADS/APPLIANCES: Check for "phantom loads" and inefficient usages. Examples: Wall cube 
transformers and TVs with remote control that use power all the time they plugged in. Does your furnace 
thermostat hold your inverter on 24 hrslday? -- See below! 

LIGHTS: Look for blackening incandescent bulbs, consider more efficient Halogen or fluorescent 
replacements. Replace blackened fluorescents. Clean the dust from light bulbs and fixtures. 

INVERTERS: Check adjustments, settings, connections. NOTE: Inverters with battery charging function 
should have charge voltage set around 14.5 (or 29) volts if a generator is to be used for charging. See 
your manual. Add accessory temperature probe if appropriate. 

WATER SUPPLY: Check freeze-protection, pump maintenance, pressure tank pre-charge. 

BATTERY TEMPERATURE 

Lead-Acid storage batteries lose about 25% of their storage capacity at 30°F. If fully discharged, they can 
freeze at 20°, and be destroyed. Summer heat is also destructive. For these reasons batteries should be 
protected from outdoor temperature extremes. Batteries can be safe indoors, if installed in accordance 
with the National Electrical Code. 

\ 
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a Electric heat tapes are a popular way to prevent water pipes from freezing under mobile homes, on solar 
water heaters, in well sheds and other places where they may be exposed to cold. Where heat tapes are a 
necessary evil, follow these tips to MINIMIZE THEIR ENERGY USAGE: 

INSULATE!!! Use foam pipe jacketing, fiberglass, ANYTHING that insulates, and PLENTY OF IT! Be sure 
cold air and moisture are sealed out. 

USE LESS HEAT TAPE than recommended, with fewer, wider-spaced coils. With extra insulation, you 
won't need much heat. 

USE AN INVERTER that is efficient for running SMALL loads like your heat tape. Or, consider the 
following. 

CONVERT HEAT TAPES TO 12 OR 24 VOLTS! If you're not afraid to cut and splice, here's how to make 
a low voltage heat tape: 

Buy a conventional FLAT heat tape. 

(2) For 12V, measure 1/10 of its length from the thermostat end and CUT. For 24V, use 1/5 of its length. 

(3) Strip the cut end and connect the two inner wires together using the barrel of a crimp terminal. Be 
careful, the wires are thin and delicate. Protect the end with silicone sealant and/or tape. 

You now have a low voltage tape. It will draw the same wattage PER FOOT as the original. The 
thermostat (if present) will work, but the neon indicator light won't. The remaining tape may be cut into 
more low voltage tapes by splicing lamp cord to one end, and tying the other end together (using crimp 
connectors). Add an external thermostat* because heat tape thermostats sometimes turn on as high as 
50". One line voltage thermostat can switch several tapes on and off. 

FURNACES AND CONTROLS 

I 

a 
THERMOSTAT CIRCUITS and POWER USAGE: Most central heating systems use a low voltage circuit 
through a wall thermostat, to tell the furnace when to turn on and off. The low voltage is derived from a 
small transformer, which is powered constantly. It consumes only a few watts, but in an alternative energy 
system that may be a significant load L- if it is the only AC device that's running, it is adding constant 
additional draw just to keep the inverter "up". That amounts to the wintertime energy output of 1 or 2 PV 
panels, costing over $300 each, plus battery capacity to match! 

If yours is a system where the inverter spends most of its time turned off (relatively little AC power usage) 
it is worth the small modification of adding a line voltage thermostat to your furnace circuit. Have it 
installed IN THE AC LINE to the furnace controls. (Also bypass the original thermostat.) This way when 
heat is not needed, all power is cut to the furnace transformer. A small "limit switch" thermostat may also 
be added to sense heat in the furnace and keep the blower on until residual heat is exhausted. Material 
cost of these modifications is under $50 and the wiring is simple. 

LOW TEMPERATURE SETTING: When nobody's home, you may need your furnace only to prevent your 
home from reaching freezing temperature (so that water pipes, fixtures and bottles won't freeze). Most 
heating thermostats stop at % O F ,  but a lot of fuel may be saved if the temp can be lowered to 40". or less. 
Electric power is saved too, since the furnace blower will run much less. The thermostat listed below will 
set down to 40". 

0 CoNCLUSloN 
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Groundwater Plume Treatment Systems 

Being your own power company has its rewards AND its responsibilities. Extra attention paid in 
preparation for winter time will reward you with greater energy independence for years to come. If you are 
uncertain about working on your system, contact your dealer or a qualified electrician. 

A "line voltage thermostat" is one4hat is designed to handle power directly from 120 vac. An example is 
Honeywell T498A1778 available from W. W. Grainger, stock #2E831. It has a 40"-80°F range. 

Date: March 18,2005 
I .Operation and Maintenance Manual Page: B-15 , 

a 

\ 



Groundwater Plume Treatment Systems 
Operation and Maintenance Manual 

Date: March 18,2005 
Page: B-16 

B.6 ETAPUMP@ Solar Water Pump and 
ETAPUMP Integrated SystemTM Instruction Manual 

a 

i 



ETAP U M P, 
Solar Water Pump 

and ETAPUMP Integrated Systemm 

INSTRUCTION 
MANUAL 



1 A 
A 

A 

/?\ 

a 

a 

Open circuit (no-load) voltage above 1OOV will destroy the controller. This may occur if1 
the wrong PV modules (solar panels) are used, or if the solar array is incorrectly 
wired. Measure the array voltage before connecting to the controller. A "48V" 
(nominal) array should produce an open circuit voltage around 75-9OV under any 
daylight conditions. (See Solar Array Wiring, Section 5.3) 
Do not attempt to run the ETAPUMP Motor without the ETAPUMP controller. 
Do not attempt to use ETAPUMP controller for any purpose other than ETAPUMP. 
To be installed, connected and serviced by qualified personnel only. Ensure all power 

electn'cal codes. There are no user serviceable parts inside the motor or the controller. 
Solar pumps run at low flow rates, and have doser tolerances than conventional 
pumps. Extreme sand or silt concentration (greater than 2% by volume) may cause 
the pump to stop, or the pipe to fill with sand. Do not use ETAPUMP to clean out a 
dirty well. (See Section 6.6.) 
Helical rotor pumps are sensitive to heat. Protect the pump from sunshine or other 
source of heat, or it may lock temporarily. If the water source is, or will be warmer than 
72" (22"C), a special model may be required. See Section 6.4. 
Undersized wire will cause failure to start. See Section 5.7. 

sources are disconnected when making connections to this unit. Follow all appropriate 

I Install proper system grounding for safety and lightning protection (See Section 5.2) I 

e 

Do not touch the controller input or pump wires together to test for a spark. 
Do not run me pump dry. Exception: to test direction of rotation, for maximum 15 
seconds (See Section 5.8) 
Test the direction of motor rotation before installing the pump (counter-dockwise 
looking down). If direction is reversed, exchange the connection of any two of the 
three power wires to the pump. (See Section 5.8) 
If pump has a brass check valve, do not connect galvanized steel pipe directly to the 
pump without using a dielectric (insulated) connection. (See Section 6.2) 
When pump is stopped by a shadow or by adion of Roat switch, it will restart after a 30- 90 seconds. 
The low water  robe must be submersed, or the pump will stop for 20 minutes. If the probe is not to be 
used, connect he pmbe terminals t-hr in 6 jun&n box. (See sedion 5.5 and 5.9) 
Helical rotor models (without a C in the model #) are not selfdraining. Do not remove the check valve in 
attempt to make it selfdrain. If drainage is required for freezspmtedon, install a weep hole or draining 
device below freeze level. See Section 13.6 

Installation should be in accordance with local regulations and accepted codes of good practice. 
ThIs manual is the property of the ETAPUMP owner. 

Please give it to the owner or maintenance personnel when you are finished! 
Request copies from your ETAPUMP supplier or download from www.dankoffsolar.com 

This manual is for controller models EP600A EPGOOAB, ME2448A 
as illustrated on the m e r .  For earlier models (before July 2003) refer to Version 1 

Copyright Q 2003 by BERNT LORENTZ KO and DANKOFF SOLAR PRODUCTS, INC. AI1 rights resewed 
ETAPUMP is a registered trademark of BERNT LOREN= KO 

ETAPUMP INTEGRATED SYSTEMW is a trademark of DANKOFF SOLAR PRODUCTS, INC. 

Version 2.4A September 9,2003 
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I 2 SYSTEM REPORT FORM ' 

This data may be needed for future maintenance. 

System and Components 
ETAPUMP lntegmted System" Number ETA - - 
(Most non-battery ETAPUMP are sdd with a complete system) 

e 

' 0  
I 

\ 

System Voltage Date of Purchase 
Purchased from 
Battery System? or Quantity of Solar Modules (panels) 
Solar M u l e  Brand 
Controller Madel: [ ] EPGOOA (solardirect only) 

Controller Serial # 
Pump End Model # 

Temperature Range HR. ..-x xindicees temperaturn cless 
Helical rotor pumps (without C in the model number) work optimally only in a specific range of temperature. 
If a special temperature range was not specified, the last digit of madel number (lo will be 1. 

Module Model # 

[ ]EP600AB(batteryonly) [ J ME2rU48A(batteryonly) [ ]other 

Pump End Serial # 

Class 0 32°F to 54°F (0°C to 12°C) 
Class 1 46°F to 72°F (8°C to 22°C) f Class 1 is the standard class. 
Class 2 64°F to 90°F (18°C to 32°C) 
Class 3 82°F to 108°F (28°C to 42°C) 
Class 4 100°F to 126°F ( W C  to 52°C) 

I See Sedion 12 for more about temperature specifications. 

Installation Report 
Installation Date by: 

Well Depth [ ]feet [ ]meters Pumpdepth 

Additional Vertical Lift (up to top of tank) 

Static Water Level Variable? 

Drop Pipe (vertical from the pump) 
size Type Length 

Additional Pipe Length (to tank) 
Size Type Length 

Submersible Pump Cable 
wire slze Total Length (controller to pump) 

Performance Report 
When the pump is operating, record this data. This will help you to assess its performance and diagnose 
any problems that may occur in the Mum. 

Flowrateobserved [ ]GPM [ ]Ipm Notes: 
AC current through any one pump wire (See Section 13.7) 

If these measurements were not taken at MI vertical l i i  note here: 
Amps 
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3 INTRODUCTION 

Thank you for purchasing ETAPUMm ETAPUMP sets a new standard for quality and economy in solar 
pumping. It incorporates the best sofar pump technologies that were very expensive in the past. ETAPUMP is 
engineered in Germany and made in China at a G e r m a m e d  high technology factory. Key components of the 
pump are made in Germany. It is imported for the Americas by Dankoff Solar Products, a pioneering solar pump 
developer since 1983. 

Before you begln Check the model numbers of all the components of your system, and verif) that they are the 
items that you ordered. Also check against the ETAPUMP specifications and performance charts (end of this 
manual) to be sure the system is appropriate for your application. If you expect to pump water that is near-fteezing 
or very warm, check the "temperature range" specifications (Section 12). If you think you have the wrong pump for 
your application, call your supplier immediately. 

Please f i l l  In the SYSTEM REPORT on page 3. This will be essential information if any problems occur. 

Thls manual covers two types of systems, battery and solar-dlrect If you purchased ETAPUMP to conned to 
a battery system, you can skip the sections about the solar array and solardirect systems. 

System Wiring Diagmm (solar-dlred only) If your pump was purchased as part of an ETAPUMP 
MEGRATED S Y S W .  a System Wiring Diagram should be attached at the back of this manual. Be sure the 
diagram is the correct one for the system you have. 

REFERENCE SECTION ( W o n  13) Mast ETAPUMP installers are new to solar pumping, so we provide helpful 
information-principles of operation, instructions for wellhead assembly, water storage, control and monitoring of 
water supply, pipe sizing, freeze protection, and a glossary of technical terms. 

ETAPUMP 
PHOTO GALLERY 

A MODEL INSTALLATION 

ETA-043oO solardirect system 
Cdorado, USA 

This system was installed by students in a 
solar water pumping class. 

The array is set at summer tilt angle. 

The controller is mounted on the north side 
of tha pole, directly under the array. This 

shades it from the hot midday sun. 

Mounting and gmnd-bonding details are 
shown in Section 5.1. 

Electricel conduit runs from the ETAPUMP 
junction box to the wellhead to protect the 

~ pump wires. The water pipe is all under 
ground. 

Courtesy bf Solar Energy International, 
Carbondale, CO, USA 
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Setting an array pole in concrete. 
courtesy of RA Power, cdaado USA 

ETAPUMP PHOTO GALLERY 

This W array was assembled and wired on the ground, 
then t i  with a crane. 

courtesy of skyline solar, Idaho, USA 

The mounting pole is short enough to facilitate 
assembly without mechanical assistance. 

t A tracking solar amy 

The mounting pipe was extended to 11 feet (3m), by 
welding it to a larger pipe. Wire is type USE (outdoor 

rated). The wire is looped to help it to shed water and to 
Rex. Wires enter the conduit through a %eather head". 

Courtesy of Wndy Dankoff, Senta Fe, NM 
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ETAPUMP PHOTO GALLERY 

C ETA-04300 system in Cdorado, USA, 
installed by students in a solar pumping class. 

The drop pipe is 314" polyethylene. Hand 
installation requires caution and is not always 

recommended (see Section 7.3) 

Courtesy of Sdar Energy International, 
Catbondale, CO, USA 

Cutaway display 
of a helical rotor 
ETAPUMP in a 
well casing + 

inside view. 

f Owners of a domestic water system watch as 
ETAPUMP fills their polyethylene storage tank. 

The tank was buried later. 

Photo courtesy of Home Power Magaane. Installation 
by Eastern Oregon War-Electric, Prineville, Oregon 
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4 INSTALLING THE SOLAR ARRAY 

4.1 Location of the Solar Array 

Sunlight is the "fuel" that drives a solar pump. Full solar exposure of the solar array is critical for full performance of 
a solardirect system. 

Choose a location for the solar array that has unrestricted sun exposure through the day and through the year. The 
array can be placed several hundred feet (100 m) or more from the wellhead. There will be no loss of performance 
if the electrical wire is sized properly, but naturally, the cost of wire will increase significantly. The ETAPUMP 
System Sizing Table specifies wire size requirements for both normal and extended wire lengths. 

CAUTION Shading a small portion of a fW m y  may cause the pump to stop completely. 

Ea& PV module (panel) contains a series of solar cells (typically 36 or 72 cells). Every cell that is shaded acts like 
a resistor, reducing the output of the ENTIRE ARRAY. Shading just a few cells will reduce the power 
disproportionately, and may stop the pump. Consider this when deciding where to install the array. 

To determine where shadows may be cast at any time of the year, you can survey the site with a Sdar Pathfindem. 
This device is especially useful in forested areas or wherever there are obstructions nearby. It is available directly 
from M a r  Pathfinder {USA) tel. (317) 501-2529, fax (931) 590-5400, www.solarpathfinder.com. 

Place the bottom edge of the array at least 2 feet (.6 m) above ground to dear rain spatter, growing vegetation and 
snow. Keep in mind that trees and perennial plants will grow taller in the coming years. 

. 

\ 4.2 Solar Array Assembly Methods 

@ WARNING Use extreme caution when assembling the array above your head. You will work with a large and 
heavy assembly and unpredictable wind. The use of ladders can be dangerous. 

There are two ways to install the solar array. See PHOTO GALLERY for examples. 
1. Assemble the array on the ground, wiring and all, then lift the entire assembly onto the pole or roof. A system of 

300 watts or more may require the assistance of a backhoe, boom truck or crane to l i  it over the pole. 
2. Assemble the array piece-by-piece on the pole. If the pole is higher than about 6 feet (2m), it is best to 

construct a temporary platform, like a scaffold assembly commonly used in building construction). A scaffold 
system can be rented from a local supplier. 

4.3 Solar Array Mounting Rack 

WARNING Your mounting structure must be engineered for wind msistance, and safety. 

Follow the rack manufacturer's instructions that are packed with your rack. 

Solar Tracking A solar tracker is a special pole-mounted solar amy rack that tilts automatically to follow the daily 
path of the sun. In dear summer weather, it can increase your daily water yield by 4040%. (It is much less effective 
in winter and in doudy weather.) A tracker is an option with ETAPUMP Integrated Systems". 
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4.4 Orienting the Solar Array to Solar South 

For full performance, your solar array must be oriented within 10" of true (solar) south. Depending on your location, 
a wmpass reading may show an error of as much as 20". To coned this discrepancy, apply the magnetic 
dedination for your region. Many regional maps indicate the magnetic dedinatin. If you don't have a compass but 
can see your shadow and know the time of day, use the Sun Compessm. 

Q 

Sun Compass- 
For the USA (lower 48 states) and other 25" to 55" North latitude regions. 

Find True South quickly and accurately using only your shadow. No magnetic compass needed! 

, 

No*h A 1PM 

6 M 

South Q 1996 bvJohnVeltman 

Sun Compass Instructions 
1. Draw an arrow from Month dot to intersection of your Standard Time and Latitude. 

(The gray line is an example: August, 2 PM at 40" N lat.) , 

2. Stand and face your shadow. 
3. Hold this page horizontally. 
4. Point the arrow that you drew to center of your shadow. 
5. Sun Compass now points to the four directions. 

Sun Compassm is available for the following latitudes: 
1. U S A  (25" to 55") - &Own hen, 

To obtain reproduction rights, contact: John VeJbnan Po Box 23533, a n t a  Fe, NM 87502 USA 

3. Equatotial (20"N to 20"s) 
' 2. Northern (50" N to 70" N) 4. southem (1pOStO 40"s) 
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4.5 Setting the Solar Array Tilt Angle 

Maximum performance is obtained from a solar pump when its photovoltaic amy is tilted (elevated) to face the sun. 
The solar array racks that are supplied with ETAPUMP lnfegrafed Systems are adjustable to the desired tilt angle. 
It is the responsibility of the installer to perform this adjustment. 

Some ETAPUMP lnfegrafed Sysfems indude a solar tracker, and others with a foted (non-tracking) rack. Both 
types of array have a manual tilt-angle adjustment. (The tracker follows the daily path of the sun, but not the 
seasonal tilt variation.) 

The optimum tilt angle is determined by the location (latitude). It also varies with the time of the year. This data is 
presented in the table below. 

Should the tilt angle be adjusted periodically through the yeat? This depends on the seasonal wateruse pattern, ' 
and also on human factors. There are three options to chose from. 

Select one of these options for seasonal management: 

1. Year-round compromise (no seasonal adjustment) Set the angle equal to the latitude of the location and 
' 

"forget it". This is practical because people often forget to adjust the array. The performance displayed in the 
FTAPUMP Svstem Sirinu Tabte is based on this foted compromise setting of the tilt-angle. 

2. Seasonally adjusted It is suffiaent to perform the adjustment only twice per year, at the spring and autumn 
equinoxes, to the summer and winter angles indicated below. For central USA, this will increase the daily water 
production by about 8% in summer, 5% in winter compared to option 1. 

3. Seasonal use only If the pump is to be used no more than half of the year, set the array to the appropriate 
seasonal angle shonrn below, and "forget it". 

CAUTION People often forget to make seasonal adjustments. If you use the pump all year but do not want 
seasonal adjustment to be required, set the angle to year-round compmmise (equal to latitude). 

Ideal angles (from horiwntal) am: Summer optimum = latitude - 15" Winter optimum = latitude + 15" 

Solar Array Tilt Angles by Latitude 
Summer Winter Year-Round 

Location (examdes) Latitude Tilt \TiJ Compromise 

Southem Canada 50" 35" 65" 50" 
Upper Third of USA 45" 30" 60" 45" 
Middle Third of USA 40" 25" 55" 40" 
Lower Third of USA 35" 20" So" 35" 
Central Mexico 20" 5" 35" 20" 

0-25" latitudes Apply a minimum tilt angle of lo", or dust and debris will accumulate. 
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5 ELECTRICAL INSTALLATION 

5.1 Controller, Junction Box, and Conduit 

WARNING To be installed, connected and serviced by qualified personnel only. Ensure all power sources 
are disconnected when making connections to the controller. Follow all appropriate electrical codes. There 
are no user serviceable parts inside the motor or the controller. 

System Wiring Diagram If your pump was purchased as part of an ETAPUMP INTEGRATED SYSTEMn", a 
System Wiring Diagram should be attached at the back of this manual. 

. .  . .  

Location Place the controller dose to the solar array, not the pump. This will reduce the risk of lightning damage. 
Explanation - The Oontdkr's input circuitry is more sensitive to surges than its output. It is safest to minimize the 
length of the input rcdring. 

Protection from solar heat Electronic devices are most reliable when they are protected from heat. Mount the 
controller in the shade of the midday sun. An ideal location is diredly under the solar array, on the north side of the 
mounting pole. If shade is not available, cut a piece of sheet metal and bolt it behind the top of the controller. Bend 
it over the controller to provide shade. This is especially important in extremely hot locations. Extreme heat may 
trigger a thermal SWWI in the m t & r  and cause it to turn off. 

Location of controller Mount the controller vertically to keep out rainwater. It is preferable to mount it ON THE 
NORTH SIDE of a pole or other structure, to help reduce solar heating. This may also allow easiest access without 
hitting your head on the lower (south) edge of the array. 

, .: 

Junction Box 
A prewired junction box is included with your system. The jundion box terminals will handle pump wires as large 
as #6 (13 sq. mm). If large wires cannot be accommodated easily in the box. yw can join them to smaller wires in 
the junction box. #12 (4 sq. mm) or larger is acceptable for this very short length. Do NOT remove terminal screws. 
If the key to the junction box gets lost, it can be opened with a screwdriver. 

Mounting the controller and junction box to a pole See photos on'the following page. The controller can be 
mounted onto the solar array support pole using materials available from your local electric supply store. The best 
mounting hardware is "slotted strutn (UnistM or equivalent) with matching conduit damps to fit around the 
mounting pole. This makes a very strong assembly that is easy to adjust. In North America, these materials are 
commonly available from electric suppliers. 

, 

Other methods of mounting to a pale: 
1. Make "Ubolts" from threaded steel rod. You may need to drill additional holes in the junction box. Seal unused 

holes with a pennanent sealant. 
2. Attach a metal plate to the pole and bolt the boxes to the plate. 
3. Drill and tap hales in the pale, drill matching holes (centered) in the boxes, and bolt them diredly to the pole. 

Electrical conduit is recommended We urge you to use electrical conduit (pipe) to protect outdoor wiring from 
the weather, from human activities, and from chewing animals. See photos on the following pages. If you don't use 
conduit use strong, highquality outdoor cable. Where cables enter the jundion box. install sealed strain-relief 
cable damps., 

Keep the controller and junction box sealed 
and dirt. Each hole is supplied with a rubber plug that can be kept in place for this purpose. 

Battery system Batteries must be in a cool location for best longevity, and in a protective endosure for 
cleanliness and safely. Place the controller near the batteries but NOT in the same endosure. They must be safely 
isolated from the battery terminals and from corrosive gasses. 

Unused holes must be sealed to keep out animals, insects, water 

CAUTION Loose connections are the most common cause of system failures. 
Pull on each connection to confirm that it is secure. 
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5.2 Grounding..and Lightning Protection 

WARNING Failure to install and connect an effective grounding system will greatly increase the risk of 
lightning damage and will void your warranty. We suggest you wire the grounding system FIRST so it is not 
overlooked. The concrete footer of a ground-mounted array will NOT provide adequate electrical grounding. 

Surges induced by lightning are one of the most common causes of electronic controller failures in solar water 
pumps. Damaging surges can be induced from lightning that strikes a long distance from the system, or even 
between douds. The risksf damage is greatly rtxMed i f  these instructions are followed. 

Construct a discharge path to ground A properly made discharge path to ground (earth) will discharge static 
electricity that accumulates in the above-ground structure. This helps prevent the attraction of lightning. If a 
lightning strike occurs at dose proximity, a well-grounded conductive structure can divert the surge AROUND the 
power circuitry, greatly reducing the potential for damage. The ETAPUMP controller has built-in surge protectors, 
but they help 0NLY.if thesystem iseffedivdygrounded. 

Earth connection - Create an effective discharge path It helps to picture this as a "drain field" for electrons. 
Here are suggestions for grounding, in order of their efficacy: 
1. The best possible ground rod is a steel well casing located near the array. Drill and tap a hole to make a strong 

bolted connection to the casing with good metallic contact. Bolt on a brass terminal lug. After the connedin is 
made, seal the connection with silicone sealant or other waterproof compound to prevent corrosion. Protect the 
ground wire@) from physical damage so4hey aren't stressed by being stepped on, etc. 

2. Install a copper plate or other specialized grounding devices designed for the purpose. Some systems use salts 
to improve the conductivity of the surrounding soil. 

3. Install one or more copper-plated ground rods at least 8 feet (2.5m) long, preferably in moist earth. Where the 
ground gets very dry (poorly conductive). install more than one rod. spaced at least 10 feet (3m) apart. 

4. tf the soil is rocky and doesn't allow ground rods to be driven, bury BARE copper wire in a trench at least 100 
feet (30m) long. If a trench is to be dug for M a l  of hater pipes, ground wire can be run along the bottom of the 
trench. The wire sue must be minimum ##6 (16 sq. mm) or double ##8 (10 sq. mm). Connect one end to the 
array structure and controller. Or, cut the ground wire shorter and spread it in more than one direction. 

To achieve good grounding in a dry, rocky location, consult a local contractor who specializes in lightning 
protection. It is best to plan the procedure in advance, and to coordinate the effort with other earth-excavating 
procedures that need& be done. Reference: www.lghtning.org 

Bond (interconnect) all the metal structural components and electrical enclosures Interconnect the FW 
module (solar panel) frames, the mounting rack, and the ground terminals of the disconnect switch and the 
controller, using wire of minimum size ##8 (6mm2), and run the wire to an earth connection. 

Ground connections at the controller The controller and junction box have redundant ground terminals inside. 
They are all connected in common with the metal enclosures of both the controller and the junction box. Ground 
connections can be made to any of these points. 

Ground connections to aluminum This applies to connections at the solar array framework. and at the 
controllets endosure box. Connedions to aluminum must be made using terminal lugs that have an aluminum-te 
copper rating (labeled 'AUCU") and stainless steel fasteners. This will reduce the potential for cornion. 

DO NOT GROUND the positive or the negative of the power circuit. The best lightning protection results from 
grounding the metallic structure only, and leaving the power system ungrounded. This is called a "floating" system. 
Explanation: with3 Mit?g system and a good stnictufiil gtwnd, lightning induced surges tend to reach gmnd 
thmgh the stmcture, instead of the powr  circuit. M e n  high Vonage is induced in the power circuit, the voltage in 
negative and the positive sides tend to be neady equal, thus the voltage BETWEEN the hvo is not so high, and not 
usually destructive. This method has been f8~0md for many decades by mt engineers in the remote power and 
telecommunications fields. 
€xceptlon for battery systmsr You can connect the pump to a battery-based home power system that has a 
negative ground. If the wiring distance to the pump e x d s  100 feet (particularly in a high lightning area), DC-rated 
surge protection devices are recommended. 
Legal exception: If the local electrical authority requires power Circuit grounding, ground the PV ARRAY 
NEGATIVE wire. This may increase the risk of lightning damage. 
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Solar tracker wiring If you are installing a solar tracker, pay careful attention to the wire section that leads from 
the moving rack down to the stationary mounting pipe. Use a highly flexible wiring assembly. Form a drip loop to 
shed water and b minimize stress. SEE TRACKER PHOTO and caption in the PHOTO GALLERY. Secure the 
assembly mechanically at each end so the insulation and the connections are not stressed by the tracker's motion. 
Swing the tracker fully in each direction, at various seasonal tilt angles, to verify that the cable will not rub or restrict 
the tracking motion. 

MC connectors Some PV modules have these quick connectors. If the connector is not appropriate at some 
junctions, you can cut the wire and make a conventional connection. 

5.4 Solar Array Disconnect Switch In the Junction Box 

PHOTO Inside of junction bax showing the 
factory-installed wires that lead to the controller. 

\ 
DISCONNECT SWITCH 

The disconnect switch satisfies National 
Electrical Code requirements for a safety 
disconnect between the solar array and the 
controller. During installation and maintenance, 
switch off the disconnect switch to prevent 
shock and arc bum hazard. 

Note: Overtoad protection (fuses or circuit 
breaker) is NOT required in the solar array 
circuit. Expianatim: 
7. Short cimuit w m n t  from the solar amy can 

never mad, the ampacity (maximum safe 
amps capacity) of the mommended Wire. 

2. The ETAPUMP controller has internal 
ovedoad prutection. 

CAUTION Loose connedions are a 
common cause of failure. Pull each 
connection to confinn. 

5.5 Junction Box (Controller Input) Wiring 

System Dlagram For solardirect systems, rebr to the System Diagram at the end of this manual. 

WARNING TEST THE VOLTAGE before connecting power to the contmller. Voltage (open clrcult) must not 
exceed WV. (Even In cloudy weather, the open clrcuk voltage All be near maximurn.) 

WARNING Do not apply a dlmct connection or an amp meter between + and - when the controller Is 
connected. A short circuit here will muse a strong dlscharge. 

WARNING SOLAR-DIRECT systems only - Do not connect any electrical load to the solar array If it Is not 
part of the ETAPUMP system. Connection of a battery charger, active solar tracker controller, electric fence 
charger, or other load simultaneously with ETAPUMP will 'confuse" the controller and prevent proper operation. 

Ground connections The two ground terminals in the junction box are bonded together and am also bonded to 
the metallic enclosures of both the junction box and the controller. See Section 5.2 
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POWER IN Ensure that the solar array DISCONNECT SWITCH (or battery fuse or a m i t  breaker) is OFF. 
Conned the power from the solar array to the input terminals in the junction box. Observe polarity. If your wires are 
not clearly marked +/-, test them using a DC voltmeter or multitester. 

0 PUMP SeeSedion5.8. 

Low Water Probe See Setiion 5.9 
If you are not using a low-water probe connect a small wire between terminals 1 and 2. 

Float Swttch See Section 5.10, Automatic Control for Full-Tank Shutoff. A connection is made at the factory 
between terminals 4 and 5. If you am NOT using a float switch, leave this connection in place. 

5.6 Maximum RPM Setting (EP-600 controllers only) 

All solardirect systems and some battery systems use the EP-600-series controller. This controller offers the option 
of reducing the maximum speed of the pump. (This does NOT apply to battery systems with ME-series controller.) 

This RPM control reduces the maximum speed (RPM limit) to as low as about 50%. It will NOT reduce the starting 
or lovr-light performance. The pump uses less power when it pumps less water. 

Reasons to d u c e  the maximum RPM 
1. To prevent over-pumping a limited water source (see Section 6.7) 
2. To Improve energy and water-source management in a battery system where slow pumping is adequate to 

meet the demand 
3. To limit the back-pressure (and prevent possible pump overload) when pumping into a direct-pumped irrigation 

system, a filtration system, or an undersized pipeline 
4. €TAPUMP Model ETA-75C Set the control mid-way between positions 1 and 2 ' 

5. ETAPUMP Model ETA-107C Set the control to position 2 

WARNING For model ETA=75C, E~Ar107C, hilum to perform this adjustment wlll void the warranty. 

~ 

a 
How to mset the Maxlmum RPM setting 
1. Remove the bottom end of the EP-GOOA controller endosure (the end with the conduit openings) 
2. Locate the edjustment knob shown in the photo below (cirded) 
3. In m t  cases, the knob will be at the standard factory setting full dockwiie. Turn it counterclockwise to the ink 

mark illustrated as #2 in the illustration below. The exad position may vary from this illustration. 

PHOTO Terminals inside the EP-GOOA controller 
setting' is at right. The two ink marks correspond 
and 2 illustrated below. 

C Maximum RPM setting knob 
ORIGINAL 
FACTORY REDUCED 
SETTING #l POSITION #2 0- 2 0- I I 

1 1 

-. 'Max. RPM 
to positions 1 

If you perform this adjustment, wrlte the setting hem + Date by 
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5.7 Submersible Pump Cable and Splice 

~ 

RED BLACK YELLOW GREEN 
L1 L2 L3 Ground 

Selection k cable U s e  only an approved type of submersible well pump =Me, the same type that is used for 
conventional AC pumps. It is available fram your ETAPUMP supplier or installer, or a local water well supply 
distributor. You need rl-condudor cable. It is often called "3-wire-witbground" because it has 3 power wires plus a 
ground wire. To determine the minimum required wire size, refer to the ETAPUMP Systems Sizing Table. 

Submerslble Spllce A splice kit is induded with ETAPUMP htegmted SystemT". It indudes crimp connectors to 
join the copper wires, adhesive heat-shrink tubing, and instructions. If the drop cable is too large to ffi in the crimp 

a 

wires soliced with adhesive 

connector, cut off some of the wire strands. Use a crimping tad, and observe that the wires are held very securely. 
PHOTO -Submersible cable splice, before protective tape is applied 

When the heat-shrink tubing is heated, it shrinks and the adhesive melts and bonds to the wires. Each wire must be 
sealed 100% water-tight. After this is complete, wrap tape around the entire splice, to give mechanical pmtedin. It 
is NOT necessary to provide a water-tiiht seal around the outer jacket of the cable. If you make a mistake or lose 
your ETAPUMP splice kit, you can obtain a submersible splice kit from any well pump supplier. 

5.8 Wiring Order for Correct Rotation - 
WARNING If the pump wires are In the wmng order, the motor will run In reverse and the pump will not 
function. Damage may result Check the direction BEFORE installing the pump. The proper direction Is 
COUNTERCLOCKWISE when viewed from above. 

Testing the pump for direction Helical rotor pumps will produce water Row only if they are rotating in the right 
direction. If you place it in a water tank or a bucket, you will observe flow if the rotation is correct. (Submerge at 
least 75% to observe full flow). 

Alternative, dry test If you don't have a water vessel to test the pump in, you can test it dry by watching the pump 
shaft and running it for only a few seconds. The metal label on the pump has an a m  to indicate the proper . 
direcb'on of rotation. If the pump is new from the factory, it is lubricated so it can run dry for about 90 seconds 
without risk. If the pump is not new, it can be run dry safely for about 15 seconds. Either way, this is more than 
enough time to observe the dimctiin of the shaft. 

If you did not write down the color match (or the wind blew your note away) connect the three power wires to the 
controller in ANY random order. Apply power. Observe the pump shaft rotation, then turn the power off. If the 
direction is wrong, exchange ANY TWO of the power wires at the controller. In any case, when you are finished 
connecting the pump to the controller, test it to assure the pmper direction. 0 
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Did you Install the pump In the well without checklng the wlrlng order or the direction? 
OR - Is It running but not pumping? 

HELICAL ROTOR pump (model number does NOT contain "C) Turn the pump.on. Observe if air is 
rising from the pipe. If it isn't, reverse any two motor wires and observe again. If you cannot observe air 
rise, chase whichever direction is quieter (less vibration). Them is risk of dry-run damage if it runs too long 
in reverse. If the pump is new from the factory, it is lubricated so it can run dry for about 90 seconds without 
risk. If the pump has been used, it must not be run for more than about 15 seconds. In many cases, a 
pump that is reversed will tum off due to overload. 

CENTRIFUGAL pump (model number contalns "C") 
This will NOT damage the pump. If the flow is not normal, reverse any two motor wires. 

In reverse, it will produce no flow (or very liffle). 

Question The motor shafl is hard to turn by hand, and moves in a bumpy manner. Is this noma13 
Answw YES. This is caused by permanent magnets in the motor. It is especially hard to turn when it is 
connected to the controller, or if the pump wires are connected together. 

5.9 Low-Water Probe for Dry-Run Protection 
' .WARNING Running completely dry will damage the pump end and void the warranty. 

The purpose of the probe system is to sense the lass of water and tum the pump off. The 
normal position for the probe is just below the pump's check valve, as shown in the photo. 

Probe wires The probe circuit requires submersible wires of#16 AWG. Larger wire can be 
used, but it is not necessary. #16 submersible wire is available in singleamdudor form, so 
two wires are required. The American designation is "type TFF. This can be ordered from 
your supplier (Dankoff Solar item #11421). Order W the length from controller to pump. 

Probe wire connectlon Splice the wires to the short wires on the probe using the splice kit 
induded with the pump. These use heat-shrink tubing, like ybur main pump splice (see splice 
kit instructions). in the controller, connect the well probe wires to the well probe terminals. 

Operation The probe senses electrical conductivity through the water, between two 
electrodes. If the water level drops below the probe, continuity is lost. The conhller will stop 
the pump and the "Lowwater OFF" light will indicate. When the water level movers and 
again contacts the electrodes, the controller will delay the restart for 20 minutes. To force a 
restart, turn the controller off, then on again. 

The Low WateMFF llght stays ON for the remainder of the day, even if the water recovers and the pump 
restarts automatically. This tells you that the water source ran low at least once since the power was disrupted (or 
sun went down). To tum the light off, reset the controller by tuming it oWon. 

If you are not using the well probe, conned a short wire between the probe terminals in the junction box 
(terminals 1 and 2). Do this only if you feel certain about the reliability of the water sourn. 

CAUTION Do not use a pressure switch with a "low water cutout" or "loss of prime" featum as a method 
of dryhrun protection. A helical rotor ETAPUMP will maintain pressure as it runs dry. The ndry" artout feature will 
not work reliably. For pressure switch information, see Section 5.12. 

Potential problems wlth the low-water probe ETAPUMP uses shielded probes with very low voltage and 
current, b minimize potential problems. However, there are some extteme conditions to be aware of. A thick 
ammulation of minerals, bacteria or algae may cause failure of the bw-water probe to detect a bw-water 
condition, due to excessive conductivity between the electrodes. Possible solutions are: 
1. Hang the probe independently of the pump and pipe (not damped). This way, it can be pulled up for testing, 

inspection or senrice without the need to pull the pump. Also, its position can be adjusted if desired. This may 
be difficult or impossible if the well casing is smaller than 6". (See Section 6.3 Safety Rope and Binding.) 

2. Pull the probe out periodically (with the pump if necessary) far testing and inspection. The pump should stop at 
the moment the probe leaves the water. 
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0 Remote NO 3 

Float Common 4 

Switch NC 5 => 
f\ 

4 ground this end only 

UP (dosed) 
I' 

\ 
_---uI.l-.....-l-. (nomlly open) 

t 
I FLOAT SWITCH i 

If cable is shielded, 
DOWN (open) 

3. If you have a law-production water source, consider reducing the max. pumping rate - see Section 6.7 
Utilizing a Low-Production Water Source. This will reduce the dependency on the probe system. 

4. Substitute a mechanical float switch, if there is sufficient space in the water source. It must make contact when 
the water rises. 

Erosion of the probe Erosion is a loss of electrode material by electrochemical action. This is NOT likely to occur 
during the lifetime of the pump, but it may happen in some extreme water conditions. The low-water shutoff will 
continue to function until an electrode has practically disappeared, then it will stop the pump. The electrodes use 
DC power, so only one electrode will erode. If you see significant erosion of one electrode, reverse the polarity of 
the probe connections. This will cause the "goad" electrode to erode instead. 

5.10 Automatic Control For Full-Tank Shutoff 

We recommend the use of a float switch or other means to prevent 
overflow of your tank. This will stop the pump when the tank is full, 
then reset when the level drops. This consewes ground water, 
prevents overflow, and eliminates unnecessary pump wear. 
ETAPUMP controllers allow the use of small signal cable to a 
remote fkmt switch, even if the tank is a long distance away. 

Float switch requirements 3 

1. A switch must be used, not wet electrodes. 
2. It must not be allowed to switch onloff rapidly. 
3. The preferred system requires a float switch to MAKE contact 

on rise to turn the pump OFF. This is called "normally open" 
(N.O.). It may be commercially labeled as a "pump down" 
switch, but here it works in reverse, to allaw pumping up. 

Float switch Kit from Dankoff Solar (Item # 10320) meets these requirements. Obtain it from your ETAPUMP 
supplier. The kit indudes a sealed float switch (non-mercury type), Cable weight and cable damp as illuslrated. 

Float swltch cable requirements 
1. Two wires are needed. 
2. Minimum wire size #18 AWG. This is good for a distance as far as 2000 feet (600 m). 
3. The cable must be suitable for its environment. 
4. If it must run a long distance, use twisted-pair shielded cable to reduce the chance of damage from lightning- 

induced surge. (See Section 5.2 Grounding and Lightning Protection). 

Float M c h  ceble (Dank& Solar item #10326) meets these requirements. It is approved for sun exposure and 
direct burial, with twisted-pair wires and a metallic shield for sum resistance. 

Wiring to the junction box The controller (and junction box) offers two options for connection of a remote switch. 
These allow the use of either a 'normally open" (N.O.) or a 'normally closed" (N.C.) switch. "Normal" refkrs to the 
status of the contacts when the switch is DOWN and calling for water. 

Wiring the Dankoff Solar Host Switch KH (hem M0320) or other "normally open swftch" Conned the switch 
to terminals 3 and 4 (NO and common) and connect terminals 4 and 5 together, as Illustrated. 
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0 

a 

Remote 

Float 

Switch 

QUESTION M y  do we use a revBIsBgction (N.O.) float switch? (a pumpdown switch Ibr a pump-up applkation) 
ANSWER If the cable connection is broken, the pump will continue to operate. The water supply will not be 
disrupted (but of COUISB. the tank will overilow). This is the general prefemce in the industry. If you prefer the 
pump to stop if the connection is bmken, use a nonnally dosed (N. C.) float switch instead. 

~~" UP (open) " . 
NO 3 .  

Common 4 

NC 5 

i :  
! i  

I FLOAT SWITCH \ .! 
Iuf (normally dosed) 

ILLUSTRATlON Connection of NORMALLY CLOSED float to junction box terminals 
This is also called a "pump up" switch. 

Opening (disconnecting) the switch circuit turns the pump OFF. 
This connedin can also be used for a manual remote switch. 

Grounding shielded float switch cable If you use shielded cable (containing a metallic foil or braid around the 
wires, like Dankoff Solar flbet Switch cable), connect the shield to ground AT THE CONTROLLER ONLY. Do NOT 
ground the shield at the float switch. This will reduce surges induced by nearby lightning. 

If you are not using a float switch, terminals 4 and 5 must be connected. Terminal 3 remains disconnected. 

Operation of the flqat Switch system When h e  water level is high, the float switch will stop the pump. The 
FULL-TANK OFF indicator on the controller will light up. When the water level drops, the float switch will signal the 
controller. The indicator light will go out, and the pump will restart if sufficient power is available. 

Overriding the float switch You may want to ovemde the Roat switch to allow overflow for imgatiin purposes or 
to test or observe your system. For a N.O. switch circuit, install a switch to DISCONNECT ONE of the float switch 
wires. FOR A N.C. switch circuit, install a switch to CONNECT the two float switch wires together. 

A conventional pressure switch and float valve for wireless level control It may be feasible to use a float 
valve in the water tank to cause back-pressure when the tank is full, and to trigger a conventional pressure switch. 
Wire the system as you would for a pressurizing system. Observe these precautions: 
1. The ETAPUMP system must be capable of producing at least 25 PSI more than the MI lift pressure. (A 

conventional pressure switch will not work reliably at lower pressures.) 
2. Float valves often leak. Be sure the tank can overflow safely. 
3. Adjustment of the switch is delicate. Be sure to observe it carefully to verify the action. 
4. Rapid starVstop cyding will "confuse" the controller. To prevent rapid cyding, install a small pressure tank near 

the pressure switch. A tank of 2 gallons (8 Itr) or larger is sufficient. 
5. Precharge the pressure tank to a pressure that is slightly less than the cut-in pressure. 
6. Install a pressure relief valve (see Section 5.12). 

MANUAL REMOTE CONTROL SWITCH The float switch circuit can be used with a manual switch to turn the 
pump on and off fmm'a distance. Use any general-purpose on/off switch available from an electronic supply, 
electrical supply, or hardware store (it only carries 12 volts, very low current). Wire it according to the illustration 
above, for a normally dosed float switch. 
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5.11 Battery-Based Systems 

ETAPUMP using a storage battery system must use controller Model EPGOOAB or ME-series. DO NOT run 
these controllers directly from a solar array without batteries, or damage will result. 24 volt systems must use an 
ME controller. 

Overload protmion 
breaker must be installed near the battery (usually in the distribution box) to prevent fire hazard in case of a short 
circuit. Use a 25 amp circuit breaker or a timxlelay (Srow blow) fuse - same for 24 or 48V. 

ETAPUMP controllers have built-in electronic overload protection, but a fuse or circuit.. 

wire Sizing for the DC circuit Wire must be sized for no more than 5% voltage drop at 20 amps (starting). 
Refer to a wire sizing chart specifically for 24V or 48V, or follow these examples: 

24V SYSTEM: #10 wire to'maximum distance of 30 fl. 
48V SYSTEM: #12 wire to maximum distance of 22 fl. 

GREATER LENGTHS: For each 150% increase, use next larger wire size. 

Metric: 6 sq. mm to max. 1Om 
Metric: 4 sq. mm to max. 13m 

Low-voltage disconnect function. Lead-aad batteries can be permanently damaged by overdischarge when the 
voltage falls below a critical pint. To prevent this, the ETAPUMP battery-system controller will turn off at low 
voltage, and turn back on only after the battery has recovered significantly. The set points are: 

24V SYSTEM: OFF at 22V ON at 26V 
48V SYSTEM: OFF at 44V ON at 52V 

A controller in disconnect mode can be reset manually by turning off/on, but it will quickly turn off again if the battery 
is not gaining a substantial recharge. 

CAUTION The ETAPUMP controller is NOT a battery charge controller. A charge controller prevents battery 
overcharge. It is a normal part of any renewable energy battery charging system. Be sure the charge controller is 
appropriate to the type of batteries used. (Sealed batteries use lower voltage settings than liquid-filled batteries.) 

5.12 Pressurizing Systems 

ETAPUMP is excellent for automatic water pressurizing when powered by a battery system. If you are raising water 
vertically AND pressurizing, the pump must handle to total head. Note the relationship: 2.31 fl. = 1 PSI (1 Bar = 10 
vertical meters.) Example: A pump that lifts 100 vertical feet (30m) and pressurizes to 60 PSI (4 bar) must pump the 
equivalent of 240 feet (70m). Be sum your pump was chosen correctly for your application. The installation is 
similar to that of a conventional AC pump. 

A typical pressurizing control assembly is illustrated in the following photo. These are standard components. same 
as used for conventional AC water pressure systems. The parts ( h m  lefl to right) are: 

1. checkvalve (prevents backflow) 
2. pressure gauge 0-100 PSI (0-7 bar) 
3. pressure relief valve 75 PSI (5.3 bar) 
4. tanktee a bmnze casting that holds all the components 
5. pressure switch 
6. hoseoutlet 
7. ball valve 

turns the pump onloff amrding to pressure set-points, adjustable 
to drain the system or to supply water when outlet is shut off 
to shut off the supply to the outlets 

The components can be purchased from local suppliers. or as a kit. (The photo shows Dankoff Solar "Easy 
Installation Kitu Item #20200. All parts are brass exoept the pressure switch.) 

WARNING A PRESSURE RELIEF VALVE IS REQUIRED. If the pressure switch fails, this will prevent 
extreme pressure from bursting the tank or piping and causing a flood. 
Pressure relief vatve Install the valve near the pressure tank, before the shutoff valve. Use a 1/2" (or larger) 
valve that is set in the range of 2575% higher than the cut-out pressure. Run a pipe or hose from its outlet to a 

\ 

drain or to the ovtdoors &re water can drain away without causing damage. 

0 
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Float 

Switch 

PHOTO-Pressurizing pump control 
assembly. Layout can vary. 

These items are available as 
Easy Installation Kit, . 

Dankoff Solar Products Item #20200. 
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5 NC 

-- 
WATER IN 
from pump check valve 

sure 
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II_, 
WATER OUT to 

distribution system 
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relief valve hose 

ouUet . 

Pressure tank A pressure tank is required. We recommend a captive-air pressure tank of 40 GALLONS (150 
liters) OR MORE, to assure a steady supply of water pressure as the pump cydes on and off and the water 
demand varies. A large tank is always best Si and cast are the only practical limitations. Mare than one tank can 
be used to increase the total capacity. 

How tu pmchage a captlveglr pressurn tank for €TAPUMP 
For the system to function properly, the air bladder in the tank must be pre-charged with air according to these 
instructions. 
1. Make note of the art-in setting of the pressure switch (either by observation or knowing the factory setting). 
2. Turn ofi the pump and exhaust the water from the tank if necessary, so the water pressure is 0. 
3. Find the air fitting on top of the tank. Measure the air pressure in the tank using a tire gauge. 
4. Adjust the pressure to about 3 PSI (.2 bar) LESS THAN THE CUT-IN PRESSURE. 
5. IF the system uses CONTROLLER MODEL EP-600, there is a delay in the startup. Compensate by raising the 

CUT-IN pressure so the pump will start sooner. EXAMPLE: using a 30/50-psi pressure switch, raise the cut-in 
to 40 pi. There ere two adjusting nuts in the pressure switch. To raise the cut-in, turn the SMALLER adjusting 
nut clockwise about 3 turns, then observe the pressure at which the switch actuates. Readjust if necessary. 
LEAVE THE TANK PRECHARGE AT THE NORMAL SETTING just below 30 psi. 

Pmssure switch ETAPUMP can use an ordinary pressure switch sold for conventional AC pumps. Do not use a 
prrwsurn switch with 'low water cutout" or 'lass of prlme" feature (with a shutoff lever on the side). It is 
intended to prevent dry run of centrifugal pumps. The helical mtor ETAPUMP will maintain pressure even as it runs 
dry. so this device will not work reliably. It will also shutoff if the pressure falls due to high water demand. 

Pressurn switch connection There are two ways to connect the pressure switch: 
1. primary power switching The switch is used to disconnect the DC power source. Wire the switch between 

the power source distribution point and the controller, as you would with a conventional pump. 
2. m o t e  switching This method uses the " remote float switch" terminals. Small wire (minimum #18 AWG) can 

be run to the pressure switch from a long distance. See illustration below. Adventage: the controller stays on all 
the time. If the water sourn tuns low (even if if m v e r s )  the mSource Low" indicator light will stay on to notify 
the user. Power draw of the contmller is insignifiint. 

0 

3.) Remote I NO 

ILLUSTRATION Pressure switch connected to the junction box for "remote switching" 
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6 PREPARING TO INSTALL THE PUMP 

6.1 WARNINGS about Handling Helical Rotor Pumps 

WARNING (helical rotor models only) BEFORE INSTALLATION, KEEP THE PUMP OUT OF THE SUN. If the 
pump gets hot, the rubber stator will expand and may lock the rotor. No damage will result from this, but you may 
be unable to test the diredion of rotation. If the pump gets hot, allow it to cool in water for 20 minutes before testing. 

WARNING (helical rotor models only) DO NOT APPLY MACHINE GREASE TO THE PUMP. Ordinary 
machine grease will damage the stator (NBR rubber) and void the warranty. Helical rotor pumps are 
lubricated at the factory with a clear, non-toxic grease. Its only purpose is temporary, to allow the pump to be run 
dry for a short time to test the direction of rotation. There is no normal reason to reapply lubricant but if you do, use 
VASELlNE (petroleum jelly, white petdatum) of non-toxic silicone grease approved for weter valves and seals. 

WARNING for SIPHON APPLICATIONS If a pump system has a vertical lift of less than 33 feet up from the 
surface of the water source, and then the water flows downhill to a lower point, a siphon effect may cause suction 
on the pump. This will cause an upward thrust onthe motor shaft, resulting in damage to the motor. Prevent this by 
installing an air vent or a vacuum breaker at the high point on the pipe. 

6.2 Drop Pipe . 

Type of pipe ETAPUMP has no special pipe requirements. It can be installed using the same pipe 
materials as conventional submersible pumps. ETAPUMP produces a smooth flow (no pulsation). It starts 
slowly. without sudden knque. Thus there is no need fw flexible (damping) pipe or a toque arrestor. Use any 
suitable rigid pipe or flexible pipe with a sufficient pressure rating for the application. 

WARNING Some pumps have a brass check valve. If galvanized steel pipe is to be used, a dielectric 
(electrically Insulated) connection must be made between the gahranited pipe and the pump. Direct metal- 
temetal connection will cause loss of metal to ocwr at the threaded end of the galvanized pipe, due to electro- 
chemical action. A short length of plastic pipe, or a plastic fitting, will senre this purpose. A plastic reauCer bushing 
in the check valve is NOT recommended. The metal pipe tends to expand the plastic and crack it. 

Size of pipe Undersized pipe will reduce the performance of the system. Pipe size is based on the maximum flow 
rate and the TOTAL length of pipe from the pump to the pipe outlet or tank. Refer to the pump specifications at the 
end of this manual to determine the peak Row rate for the system you are installing. If a long run of pipe is required, 
it may need to be larger than the outlet size of the pump. Refer to Sedion 13.2 Water Pipe Sizing Chart. 

Reduced pipe size should be considered in the following situations: 
1. Sandy water conditions - especially with a solardired system. It will pump very slowly on cloudy days. This 

may cause sediment to accumulate in the drop pipe. Smaller pipe increases the flow velocity and helps exhaust 
the sediment. (See Sedion 6.6 'Coping with Dirty Water Conditions:.) 

2. Hand installation, to reduce the weight, especially for removal when the pipe is filled with water. 

Balance these advantages against the increased friction loss in smaller pipe. You can use a pipe size that is 
smaller than the pump outlet by using a reducer bushing. Do not screw a metal fitting into a plastic bushing. The 
bushing may crack. 

CAUTION IF POLYETHYLENE (BLACK FLEXIBLE) PIPE IS TO BE USED See the cautions in Section 7.3. 

@ 

WARNING DO NOT USE A ROP€ W M H  to instali or lwmm a pump in a drilled well casing (Ofehole). 
If you use a winch to pull the pump by winding up rope or wire rope, the electrical cable can slip down the pipe 
and/or the pipe can collapse. If the pipe or cable jams and gets wedged in the casing, you can lose your equipment 
and even permanently block the well! Some installers use a winch with a reel of about 3 feet (1 m) diameter or 
larger, to pull flexible. pipe. This is ideal if you have the equipment and experience to do the job safely. 

WARNING DO NOT USE A VWlCLE to install or mnow a pump. During removal, the pump can cat& on 
joints or edges in the well casing. Damage or loss of the pump can occur before the vehicle operator can read. 
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6.3 Safety Rope and Bindlng 

Safety rope can prevent loss of the pump. If the drop pipe breaks, the rope will prevent strain on the electrical 
cable and can be used to pull the pump out. Use 1/4” (6mm) water well safety rope. It can be purchased from 
ETAPUMP supplier (Dankoff Solar Item #10360) or from a local pump supplier. Polypropylene marine rope is also 
good. DO NOT use nylon. 

. 

WARNING Safety rope for well pump installation Is for emergency 
pump removal. It must not be a primary means of support. Make It 
sllghtly longer than the drop pipe so It does not bear any weight 

WARNING Do not use nylon rope In water. Nylon absorbs water and 
weakens after a few years. Failure can cause damage or loss of your 
equipment. Use polypropylene rope made for water well or marine 
applications. 

WARNING Plastic rope will weaken from long exposure to sunllght. 
Secure it INSIDE the well casing to avoid exposure. If sun exposure cannot 
be avoided, use stainless steel wire rope. 

Secure the safety mpe at the wellhead Prepare to tie the rope inside the 
well casing. If your well cap does not have a place to t i  the rope, drill a 
hole in the casing and install an eye-bolt Prepare this detail BEFORE you 
install the pump. (See Section 13.3 Wellhead Assembly for Drilled Wells.) 

Bind the drop pipehblehrvrreslrope with tape Lay out the pipe, 
submersiWe cable, probe wires and rope on the ground. Do not twist them 
together. Bind everything to the pipe about every 10 feet (Mm) using vinyl 
tape. Use either standard (UL-listed) eledrical tape (about 6 to 8 turns) or 
‘pipe wrap tape”, which is wider and requires fewer tums. Pipe wrap tape 
is available from plumbing and electric supply stores. Remember that the 
pipe will stretch, and the cable will not. Leave a slight excess length of 
cable between each wrap as illustrated. 

WARNING Do not use nylon cable ties In water. Nylon absorbs water 
and gets weak af€er a few years. To bind the pump cable to the drop pipe, 
use vinyl electrical tape or pipe-wtap tape. 

WARNING when using flexible POLYETHYLENE (PE) pipe, allow for 
pipe stretch. Make the cable, probe wires and rope longer than the pipe, to 
prevent tension when the pipe stretches. 

cable 8 wires - 1.5% longer than pipe 
rope - 1 % longer than pipe 

Distribute the excess length along the length of the pipe (as illustrated) and 
leave a little more excess length around the splice. 

If the water is highly m i n e r a l i  or has high biological activity, you may 
choose to hang the low-water probe separately from the pipe, cable and 
rope, so it can be pulled up separately for inspection or service. See 
Section 5.9 Low Water Probe. 

Bind the 
cable, low-water probe 
wires and 

to the pipe. 

PiPo WmP tape 
oreiecbicai tape located 

at about every 10 feet 
(3m) over the length of 

the pipe. 

a 
. 

submersible 
cable splice 

Tie s ~ W  rope 
here 
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6.4 lnstallatlon On a Surface Water Source 

This refers to a surface well, spring, pond, lake, river or tank. 

Posltlonlng the pump The pump may be placed in an indined or horizontal position if desired. To reduce the 
intake of sediment, do not place the intake very &-se to the bottom. 

@ 
CAUTION The pump must be fully submerged. A helical rotor pump may overheat and stop (temporarily) if the 
pump end is not fully submerged. 

Models 03,03H, 04 and 04H have a small "vent hole" near the top of the pump (see photo.) If the hole 
is not submersed, it will suck air and prevent the pump from performing fully. The purpose of this hole 
is to allow water to fill a gap, so it can conduct heat out of the rubber stator. 

VENT HOLE HERE, must be submersed (models 03,03H, 04 and WH only) 

L e r  or stream Secure the pump from logs and debris that may float downstream. Use stainless 
steel wire rope or chain instead of plastic safety rope (plastic rope will weaken in sunlight). Consider 
digging a shallow well near the stream. This will allow filtratiin of the water through the earth, and will 
protect the pump from floating debris or human tampering. 

Position of the lowwater probe In case of a horizontal installation, the low-water probe ( i  used) 
must be relocated to a vertical position, above the Intake. 

WARNING High water temperature can cause failure to start. This can occur in surface water 
during hot weather. The produd specifications say: TEMPERATURE LIMITS: Optimum water temp. is 
46°F to 72°F (8°C to 22°C). Higher temp. may cause the pump to stop temporarily due to expansion of the rubber 
stator. Higher and l o w  temp. ranges are available by spedal order. 
If you are In doubt about the pump you recehred, contact your supplier before installation. 

Is a flow sleeve requlred? NO, not within the normal temperature range. The ETAPUMP high- 
efficiency motor generates very liffle heat. A conventional submersible pump requires a flow sleeve to assist motor 
cooling when installed in open water (not confined by a narrow casing). It is a piece of 4-6" pipe that surrounds the 
pump to increase flow around the motor. 

0 
Depth of submersion €TAP UMP may be submersed as deep as necessary to ensure reliable water supply. The 
lift load on the pump Is determined by the vertical head of water starting at the SURFACE of the water in the 
source. Increasing the submergence of the pump (placing it lower in the source) will NOT cause it to work hatder or 
to pump less water. Avoid placing the pump dose to the bottom where it will pick up sediment. 

Filtration at the pump Intake ETAPUMP will tolerate small amounts of sand, but you may need to filter out larger 
debris that is normally found in a pond or stream. You can constiuct a simple coarse suwning system to protect 
the pump and to reduce the nuisance of debris in your water system. We have found a fabric material that makes a 
very effective screen, and does not tend to dog frequently. It is WEED BARRIER FABRIC, available from bcal 
nursery and landscaping suppliers. Use a very coarse, loosely woven fabric. The pump can be wrapped with about 
6-8 layers of this fabric. A better method is to construct a pump endosure from 4-6" plastic pipe, with perforations to 
let water in. Then, wrap the fabric around the endosure. 

- 

WARNING for SIPHON APPLICATIONS If a pump system has a vertical l i  of less than 33 feet up from the 
surface of the water source, and then the water flows downhill to a lower point, a siphon effed may cause suction 
on the pump. This will cause an upward thrust on the motor shaft, resulting in damage to the motor. Prevent this by 
installing an air vent or a vacuum breaker at the high point on the pipe. 
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6.5 Deep Well Setting - How Deep? 

ETAPUMP may be submersed as deep as necessary to ensure reliable water supply. The lifl load on the pump is 
determined by the vertical head of water starting at the SURFACE of the water in the source. Increasing the 
submergence of the pump (placing it lower in the well) will NOT cause it to work harder or to pump less water, nor 
will it increase the stress or wear on the pump. 

There are reasons NOT to set the pump near the 4ottotn of the well, if it isn't necessary: 
1. A deep setting will increase the size requirements, costs and weight of pipe and cable. 
2. A deep setting will increase the chance of sand or sediment being drawn into the pump. 

a 

To make an informed decision, it is helpful to have accurate data for your water source. In most places, drillers are 
required to report the details and the performance of wells that they drill. If you do not have the driller's well record, 
you may be able to obtain a copy from your regional government offfoe that oversees ground water resoures and 
issues drilling permits. In USA, it is a state office, typically called Department of Natural Resources or State 
Engineer's Office. However, the data may be missing or inaccurate, and conditions can change over the years. In 
critical cases, it is best to have the well re-tested by a water well contractor. 

6.6 Coping with Dirty Water Conditions 

ETAPUMP has good resistance to quantities of sand and fine sediment that can normally occur in a well. However, 
any amount of abrasive material will reduce the life of the pump. Extreme sediment can cause the pump to stick. 
Sediment can also settle inside the drop pipe each time the pump stops, and block the Row. For water sources that 
contain high amounts of sand, day. or other solids, consider the following suggestions. 

To avoid pumping dirty water 
1. Have your well purged, developed, or otherwise improved by a water well contractor. 
2. Temporarily install a lager pump to draw at a high Row rate until silt is puged from the well. 
3. Set the pump as high as possible in the well. If the pump can be placed higher than the perforations in the well 

casing, it will probably avoid all but the finest suspended silt. 
4. If the water source is at the surface. dig a shallow well next to the water source to obtain dean water. 
5. If the water source is at the surface, use a fabric screen to protect the pump (see Section 6.4). 

0 
If dirty water cannot be avoided 
1. Use a reduced size of drop pipe. This will maximize the veloaty of water Row in order to exhaust sand particles. 

Refer to Sediion 13.2 Water Pipe Sizing Chart. Select the smallest size pipe that does not impose excessive 
fiidion loss. Use a reducer bushing on the pump if necessary, to adapt it to a smaller pipe size. 

2. Monitor the situation regularly by observing the volume of water pumped andlor the current draw of the pump 
(AC amps -see Sedion 9.3 and 13.7). As a pump wears. its flow rate (and current draw) will decrease 
gradually. Replace the pump end when reduced performance is obyxwd, or before your season of greatest 
water demand. Increased current draw may indicate debris stuck in the pump and/or pipe. 

3. Before opening a pump that is dogged with dirt, see the CAUTION about removing check valve, Section 9.1. 

Question what effect does hard, mineralized, alkaline or salty water have? 
Answer Genetally, m. D i s W  minerals and d t s  are not abrasive. 

6.7 Utilizing a Low-Production Water Source 

ETAPUMP can make the best of a limited water source. even if the pumping rate can exceed the recovery rate. 
You want to draw the most water possible, without ~ rm ing  dry. ETAPUMP can handle this in two ways. 

The low-water probe The low-water probe (included with ETAPUMP) allows the pump to work to its full potential 
until the water level drops (see Section 5.9). This is a goad strategy because you get all the water you can while the 
sun shines. Place the pump near the bottom of the well to utilize the storage of water in the well. When the pump is 
stopped by the low-water probe, it re-starts afler a 20 minute delay. The Low Water OFF light will stay on even after 

@ 
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the water recovers and the pump restarts, to indicate that the level got low at some time during the day. See 
Section 5.9, Low Water Probe. It may be feasible to hang the probe independently and us8 it to locate the water 
level at any moment. See Section 6.3. Safety Row and Binding. - .  - 

0 Reduce the Maximum RPM setting If the well has little storage capacity, the supply may recover before the 20- 
minute restart delay. In this case, reduce the "Maximum RPM" setting in the controller. See Section 5.6. 

WARNING Do not use a valve as a means of reducing the flow. With a helical rotor pump, excessive pressure 
may result. Use the Maximum RPM setting instead. 

Question How is a pump damaged tinm "dry tun"? 
Answer If the pump tuns complete& dry, pads will owheat and be damaged. Howver, if water is only M i n g  
into the pump, it will usually pmvide enough lubrication and coding to prevent damage. 

6.8 Installing the Pump Under a Windmi11 or Hand Pump Cylinder 

ETAPUMP can be combined with a classic water-pumping windmill or hand pump, to utilize both energy SQUTCBS 
automatically. The fallowing system is often used with a conventional AC pump, so a generator can be used for 
backup. The AC pump is placed immediately below the cylinder, and connected to the cylinder's threaded intake. 
When power is applied to the AC pump, it pushes water up thrwgh the cylinder, pushing its valves open. When the 
windmill draws water, it sucks it up through the AC pump with little resistance. (The centrifugal pump end of the 
standard AC pump allows water to flow through it when it is stopped.) When both pumps operate, each one is 
relieved of its load, more or less. 

windmill 
or hand 
pump 

cylinder 

foot 
valve 

ETAPUMP 

This system can be employed with €TAPUMP. A centrifugal model (one with a "C" in the model 
number) will allow water to flow freely thrwgh it and does NOT require any special precautions. 
For helical rotor models, the fallowing warning applies. 

WARNING ETAPUMP helical mtor models (those without a =C" In the model number) will 
NOT allow water to flow freely when stopped. A bypass foot valve must be used. 

To use a helical rotor ETAPUMP under a cylinder, you must build a bypass assembly with a T 
fitting and a foot valve (a check valve with intake screen). When the cylinder's Row exceeds that 
of the solar pump, water is sucked in through the foot valve. When the sdar pump's Row 
exceeds that of the cylinder, the foot valve doses and allows the solar pump to work nomlly 
and push up through the cylinder. 

To make this system for a casing 6" (150 mm) or smaller, an offset using 45" elbows must be 
camfully cansttucted, as illustrated. Copper fittings must be used for the bypass assembly due to 
the limited space in the wen casing. Do not use any iron fittings in this assembly. 

ILLUSTRATION Bypass foot valve assembly with offset elbows to fit a drilled well casing 

4 
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7 IN-WELL ASSEMBLY AND INSTALLATION 

SEE REFERENCE SECTION 
assembly, water storage, control and monitoring of water supply, pipe sizing, freeze protection, and more. 

At the end of this manual (Section 13) you will find instructions for wellhead 

7.1 Rubber Spacers (Models -07, -14, -20 only) 

This applies ONLY to models ETA-07, 14 and 20 (HRQ7,14 and 20 pump ends) 

Helical rotor pumps vibrate due to the eccentric rotation of the helical rotor. This is normal. Rubber spacers reduce 
the vibration that may be transferred to the well casing. Models -03 and -04 vibrate only slightly so they are not 
supplied with rubber spacers. 

e 

f PHOTO 
These helical rotor models do NOT 
have rubber spacers: 
ETA-03 (HR-03) 
ETA-04 (HR4M) 
ETA-OIIH (HR-04H) 

PHOTO + 
These models have 
rubber spacers: 

ETA-07 (HR-07) 
ETA-14 (HR-14) 
ETA-20 (HR-20) 

Clearance for drilled well casings Rubber spacers fit a 6" (150 mm) 
inside-diameter or larger well casing. 

Cut the rubber spacer legs shorter if you are installing the pump in a 
smaller well casing. Grooves indicate where to cut for a 4" (1 00 mm) 
casing. Use a fine-tooth saw to cut the rubber. 

. .. 

WARNING The threads in the check valve require an adheslve sealant They are not 
tapered pipe thread. Normally, there is no reason to remove the check valve. If you do remove it, use a hardening 
adhesive sealant or epoxy glue when you replace it. See CAUTION in Section 9.1. 

7.2 Machine Installation 

If you are professionally equipped to install conventional AC submersible pumps, you can use the same equipment 
and methods for ETAPUMP. nAPUMP has no special pipe requirements. You can use any suitable rigid or 
flexible pipe. The only exception is to consider reduang the pipe size in cases of high sand concentration (to 
increase flow velocity)). See Section 6.2 Drop Pipe, and Sedion 13.2 Water Pipe Sizing Chart. 
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Groundwater Plume Treatment Systems 
Operation and Maintenance Manual 

Date: march 18,2005 
Page: B80 

B.10 Morningstar Prostar 30 Charge Controller 
Literature 
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Morningstar's PmStar is the world's leading 
mid-range solar controller for both professional 
and consumer applications. This second 
generation ProStar: 

0 Adds new features and protections using 

Provides longer battery life and improved 

Sets new standards for reliability and 

highly advanced technology 

system performance 

self-diagostics 

Standard Features: 
Versions available: 15 or 30 amp 

12 / 24 or 48 volt 
negative or positive ground 

Estimated 15 year life 
PWM series battery charging (not shunt) 
3-position battery select: gel, sealed 

Very accurate control and measurement 
Jumper to eliminate telecom noise 
Parallel for up to 300 amps 
Temperature compensation 

or flooded 

OMORNINGSTAR c o r p o r a t i o n  

Tropicalization: conformal coating, stainless- 
. steel fasteners & anodized aluminum heat sink 
No switching or measurement in the 
grounded leg 
100% solid state 
Very low voltage drops 
Current compensated low voltage 

LED's indicate battery status and faults 
Capable of 25% overloads 
Remote battery voltage sense terminals 

disconnect (LVD) 

Electronic Protections: 
Short-circuit -solar and load 
Overload - solar and load 
Reverse polarity 
Reverse current a t  night 
High voltage disconnect 
High temperature disconnect 
Lightning and transient surge protection 
Loads protected from voltage spikes 
Automatic recovery with all protections 



S 0 L A . R  C O N T R O L L E R S  

OPERATOR'S MANUAL 

PR0-M. V€RSlONS INqUDED IN THIS W U A L  .................................................................................... 
PS-15 PS-30 PS-15M-48V 

Rated Solar Current 15A 30A 1 SA 

Rated Load Current 1 SA 30A 1 SA 

System Voltage 12/24V 12/24\1 4av 

Positive Ground Option no Yes Yes 

Digital Meter Option Yes Yes standard 

.................................................................................... 

()MORNINGSTAR c o r p o r a t i o n  

1098 Washington Crossing Road 
Washington Crossing, PA 18977 USA 

phone: 215 321 4457 
fax: 215 321 4458 

email: Infb@mornIngstarrotp.com 
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8 OPERATING THE ETAPUMP 

@ This explains the function of the switch and the indicator lights on the pump controller. 

SWITCH 

C POWER OWOFF 
When switched oWon during operation, it resets all system logic. 

(PUSH ON I PUSH OFF) 

INDICATOR LIGHTS 

C SYSTEM (green) 
The controller is switched on and the power source is present. In 
low-power conditions, the light may show even if there is not 
enough power to mn the pump. 

C PUMPON (green) - 
Motor is turning. 

PUMP OVERLOAD (green changes to red) 
See Troubleshooting, 'HIGHER CURRENT", Section 9.3. 

C SOURCELOW (red) 
The water source dropped below the level of the low-water probe. 
After the water level mvers ,  the pump will restart, but this light 
STAYS ON until the sun goes down, power is intempted, or the 
POWER button is reset. This indicates that the water sourn ran low 
at least once since the previous offlon cyde. 

C TANKFULL (red) 
Pump is tumed off by adion of the remote fkmt switch (or pressure 
switch or manual switch, whichever is wired to the "remote float 
switch" terminals. 

C BAlTERY LOW (tank light flashes) 
Battery systems only - battery voltage fell to 22V or 44V, and has 
not yet recovered to 26V or 52V. 

Starting the pump Be sure there is not a dosed valve or other obstruction in the water line. Switch on the array 
disconnect swltch in the junction box, and press the power switch on the contrdler. It is normal to leave the 
switches on at all times, unless you desire to have the system off. 

A solar-direct pump should start under the following conditlons 
1. dear sunshine at an angle of about 20" or more from the surface of the solar array 
2. doudy conditions, if the sunshine is bright enough to cast some shadow 
3. lowater  probe submersed in the water source (or bypassed in the controller) - Water-Low light OFF 
4. full-tank float switch is not responding b a full tank - Tank-Full light OFF 
5. battery system only - voltage is higher than the low-voltage disconnect point (22V or 44V) 

When sunshine Is lnsufflcient When sunshine on the array is present, but too weak for the pump to run, it will 
attempt to start about every 90 seconds. During each attempt, you will see the PUMP ON light come on and you 
may hear a slight noise in the controller. 

When pump runs slowly (PUMP ON) under weak sun conditions 
1. ETAPUMP models that have 'C" in the model number - These use a centrhgal pump end. In weak sun, the 

pump may spin without lifting water all the way to the outlet. This is normal. 
2. ETAPUMP models that do NOT have 'c' in the model number - These use a helical rotor (positive 

displacement) pump end. If the pump L turning, even slowly, water will be delivered at a d m  rate. , 
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When pump stops from a sudden shadow on the solar array 
If a shadow suddenly passes over the array, like if you walk in front if it, the controller will lose track of the input 
voltage. It may make rapid cm/ofF noises and a high-pltched noise, then stop. This does W T  indicate a problem. 
The pump will attempt to restart after the normal delay. 

Time delays 
1. After pump stops due to insufficient sunshine - 15120 SECONDS 
2. After full-tank float switch resets - 15120 SECONDS (battery systems with ME24/48 controller, a few seconds) 
3. After low-water probe regains contad with water m the some - 20 MINUTES but the indicator light wili stay on 

for the rest of the solar day, or until power is disrupted or the controller is turned off/on. 
4. Battery systems -after low voltage disconnect point is reached, delay to stop pump - 50 SECONDS. After 

voltage recovers, delay to reconned - up to 2 minutes for EP-600 controller, with ME24/48 controller, 50 
SECONDS. I 

'I 0 

To force a quick stiwt 
To test or observe the system, you can bypass the normal ti& delays. Switch the POWER switch off then on 
again. The pump should start immediately if sufficient power is present. 

No-load shutoff 
-If the motor is tested without the pump attached, it will run for about 40 seconds, then it will stop. This is the - 

controller's normal response when there is (10 load on the motor. it wifl attempt to restart every 30-90 seoonds. 

Controller noise As the pump starts, you may hear slight high-pitched noises from the controller. This is normal. 

Pump vibration Most ETAPUMP models use a HELICAL ROTOR pump end (those that do NOT have a "C" in 
the model number. A slight vibration is normal with these pumps. If noise is disturbing, try changing the position of 
the pump. E TAPUMP models that have a "C" in the model number use a CENTRIFUGAL pump end similar to 
conventional pumps. They should produce (10 significant vibration. 

PUMP OVERLOAD If the PUMP ON light shows red instead of green, a serious fault has occurred. The motor is 
unable to turn freely due to a mechanical problem, pipe blockage, or a short circuit. The controller will not reset until 
power is disconnected for at least 8 seconds. See Troubleshooting, Section 9.3 "HIGHER CURRENT". a . 

\ 

NEW PRODUCT 

ETAPUMP AC POWER PACK 
This allows the use of 11 5 or 23OVAC power to run ETAPUMP for emergency or 

supplemental backup. Utility power or a portable generator can be used, and interfaced 
automatically with solar. 

See specification and instruction page in back of this manual. 
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9 TROUBLE SHOOTING 

Please read this section before calling for help. 
If you call for help, please refer to the model and serial numbers. (See SYSTEM REPORT, page 3.) 

See Sedion 13.7 Obtaining and Using a Multimeter 

Remove the wires and flexible conduit from the controller and remove the CONTROLLER ONLY. 
LEAVE THE JUNCTION BOX IN PLACE. 

IF THE CONTROUER MUST BE R€MovED FOR REPAIR OR REPLACEMENT - 

I 

9.1 If The Pump Doesn’t Run 

Most problems are caused by wrong connections (in a new installation) or failed connections, especially where a 
wire is not secure and falls out of a terminal. The System ON light will indicate that system is switched on and 
connected to the controller. It indicates that VOLTAGE is present but (in a solardirect system) there may not be 
sufficient power to start the pump. It should attempt to start at intervals of 60-90 seconds. I 

Pump attempts to stait emy 60-90 seconds but doesn’t run 
The controller makes a slight noise as it tries to start the pump. The pump will start to turn or just vibrate a little. 

1. There may be insufficient power reaching the controller. A solardirect (nonaattery) system should start if 
there is enough sun to cast a slight shadow. A battery system should start if the supply voltage is greater 
than 22V (24V system) or 44V (48V system). 

2. If the pump was recently connected (or reconnected) to the controller. it may be running in reverse direction 
due to wiring e m .  See Section 5.8. 

3. If the motor shaft only vibrates and will not turn, it may be getting power on only two of the three motor 
wires. This will happen if there is a broken connection or if you accidentally exchanged one of the power 
wires with the ground wire. See Section 9.3, testing the motor circuit and the controller output. 

4. The pump or pipe may be packed with mud, sediment or debris. 
5. Helical rotor models: The Nbber stator may be expanded from heat, due to sun exposure or pumping water 

that is wanner than 100°F (38OC). This may stop ule pump temporarily, but will not causedamage. 
6. Helical rotor models: The pump may have run dry. Remove the pump stator (outer M y )  fram the motor, to 

reveal the rotor. If there is some rubber stuck to the rotor, the pump end must be replaced. 
7. Helidal rotor models: The check valve on the pump may be faulty or stuck, allowing downward leakage 

when the pump is off. This can pmvent the pump from starting. 

PUMP OVERLOAD This red light indicates a Serious fault. ,The motor cannot Lum freely due to a mechanical 
cause or blockage of the water line. To attempt to restart the pump, disconnec! the power for at least 8 seconds. 
See end of Section 9.3, ‘HIGHER CURRENT”. 

CAUTION DO NOT REMOVE THE CHECK V A L E  from the pump. If you want to look for dirt stuck inside the 
pump, it is preferable to unbolt the pump body and pull it from the pump. IF YOU MUST REMOVE THE CHECK 
VALVE, use a hardening adheswe sealant on the screw threads when you replace it. Epoxy glue isgood. The 
threads are not tapered. They will leak if a hardening sealant is not used. Teflon tape will make a good seal, but it 
may not prevent the joint from unscrewing. If you have questions, call Dankoff Solar Products. 

9.2 Inspect The System 

Many problems can be located by simple inspedion. No electrical experience is required for this. 

Inspect the solar array 
1. Is it facing the sun? (See solar amy Orientation, Sections 4.4 and 4.5) 
2. Is there a partial shadow on the amy? If only 10% of the array is shadowed, it can stop the pump! ’ 

1. Look carefully for improper wiring (especially in a new installation). 
2. Make a visual inspection of the condition of the wires and connections. Wires are often chewed by animals 

if they are not enclosed in conduit (pipe). 

Inspect all wires and connections 
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3. Pull wires with your hands to check for failed connections. 

1. Remove the screws from the bottom plate of the controller. Move the plate downward (or the controller 
upward) to reveal the terminal block where the wires conned. (See Section 5.5.) 

2. First, check for a burnt smell. This will indicate a failure of the electronics. Look for burnt wires, bits of black 
debris. and any other signs of lightning damage. 

3. Open the junction box. Is the Power IN switch turned ON? Pull on the wires to see if any of them have 
come loose. 

4. Inspect the grwnding wires and connectionsl Most contrdler failures are caused by an induced surge from 
nearby lightning where the system is NOT effectively grounded. Ground connections must be properly 
made, tight, and free of corrosion. (See Section 5.2.) 

Inspect the contrcJIer and junction box 

Check the low-water probe (See Section 5.9) 
The probe system works by applying SVDC to the controller's probe terminals. Conductivity through the water, 
between the probe causes that voltage to draw down. if th probe vdtage is between 0 and 2.8V, the system 
"sees water" and allows the pump to run. If it is between 2.8V and 5V. conductivity is insufficient and the dry 
shutoff is triggered. 
1. The low-water probe contains two stainless steel electrodes connected to two wires. 
2. The probe is normally clamped to the top of the pump. Inspect it if you can. 
3. Did the probe or the probe wire break? To test, bypass it by connecting a small wire between the probe 

terminals in the junctii box. Restatt the OOnfmHer. If the pump runs. there is a fault at the probe of in the 
probe wiring. You can also measure the voltage at the probe terminals. 5V indicates dry probes-or a broken 
connection. 

4. Does the pump run when the probe is OUT of the water? This can happen if it is coated with wet sediment, 
minerals, bacteria or algae. These deposits, can provide a conductive path that makes the probe 'think" it is 
in the water. 

5. If deposits on the probe are a problem, see Section 5.9. 
6. After years of operation, a probe electrode may be 'eaten away" by electrochemical adion, especially in 

highly mineralized water. It will continue to function however, until the metal is pradically gone. If the 
damaged electrode still has most of its material, you can reverse the polarity of the probe connections and 
the other one will take the damage instead. It is best however to replace the probe. 

7. In rare cases, water may be so pure that it doesn't conduct sufficiently between the probes. In this case, 
the probe temrinel vol- will be higher than 2.8V even when wet. For a solution. request ETAPUMP 
Technical Bulletin - Low Water Probe Does Not Detect Water. 

Check the full-tank float switch 
1. Inspect the fbat switch (if there is one). Is it stuck in the UP position? 
2. There am two types of float switch, normally-open and normallyclosed. Check to see that the wiring is 

correct for the type that is used. (See Section 5.10) 
3. Most Mat switches are normally-open. Disconnect one float switch wire from the controller and the pump 

should run. Jump a wire from the N.O. to the COM. terminal and the pump should stop. 

Force a qulck start 
If you restore a connection or bypass the probe or float switch, there is no need to wait for the normal time 
delay. Switch the onloft switch (or the power souroe) off then on again. The pump should start immediately 
if sufficient power is present. 

9.3 Test The System 

CAUTION: If you test the pump in a bucket - helical rotor models 03,03H, 04,04H only 
For these models, you must submerge or temporarily seal the small "vent hole" under the check valve (see 
photo, section 6.4). Othemise, the hole wdl suck air and pmvent the pump frwn working. This will do no 
damage. If you can't submerse it, seal it temporarily with your finger or a piece of tape. 

1. OPEN-CIRCUIT VOLTAGE You can do this easily by opening and switching off the array disconnect 
switch. The reading should be 72-96V (with a 48V nominal array) or 5572V (with 36V nominal solar array). 
This should vary only slightly with solar inteosity. This is merely 'idle" voltage. It is high because no current 
is being drawn (it sees no load). 

Test the solar array circuit 
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2. VOLTAGE UNDER LOAD (with pump running) This should be 60-73V (with a 48V nominal array) or 45 
55V (with 36V nominal solar array). This should vary only slightly with solar intensity. 

3. CURRENT UNDER LOAD Measuring current is the way to determine if the solar array's output is equal to 
its full potential. This requires either a DC d a m p a  amp meter or a conventional meter wired in series with 
the array circuit (by breaking either + or - connection and running the circuit through the meter). The 
current is determined by both the array AND the load in the circuit (the pump system). If the pump is not 
drawing full power, it will not draw full current. 

4. SHORT CIRCUIT CURRENT and SPARK TEST This will give you an indication of the array output 
independent of the pump system. This is helpful if the pump is trying to start or does not Seem to be getting 
full power. 
circuiting the array will not cause damage if it is done for a minute or less. You can do this easily by 
switching off the array disconnect switch. You should see a blue spark when shortcircuiting the solar array 
exposed to sunshine. (Unlike other power generators, a short circuit at the array will only cause current 
slightly higher than normal.) If you don't have a DC amp meter, a spark that can jump 114" (6 mm) indicates 
a good probability that the array is working properly. 

CAUTION DISCONNECT THE ARRAY from the contrdler before making this test. Short- 

If power was connected to the controller wlth reverse polarity 
Reverse polarity (+/-) at the controller's POWER IN terminals will be blocked. No lights will show on the 
controller. This will not cause damage. 

1. Make these tests with the pump connected and the power tumed on. Observe caution! 
2. Use an AC voltmeter or a multimeter set to AC volts. (Any AC meter should be sufficient. it does not need 

to be a "true RMS' meter.) 
3. Measure between each combination of two pump wires (L1-U / L143 I L243). 
4. Voltage should be 155OVAC. It will depend on the system and the voltage, and (in the case of solardired 

systems) will vary with the sun intensity. Each reading should be equal. 

Test the controller power output (measure AC voltage to pump) 

Test the motor circuit (resistance test wlth power off) 
This resistance test will confirm the condition of the entire motor circuit, including the motor, pump cable and 
splice. Make this test if there is proper voltage at the controller input but the motor does not run. 
1. Disconnect power from the controller. 
2. Disconnect at least two of the three pump power wires ff?m the junction box terminals. 
3. Use a multimeter set on resistance (Rxl or Q). 
4. Measure between each combination of two pump wires (L1-U / L143 / L243). 
5. The resistance should be .1 to 1.5 ohm (a), depending on the length and size of the pump cable. EACH 

READiNG MUST BE EQUAL. 
6. NOTE -Resistance between meter probes and wires can produce an emneous reading. Hold the probes 

tightly to the wire and scratch them to ensure good contact. Hold them still until the meter display shows 
the LOWEST reading that you can get. Holding the probes with your fingers will not alter the reading. 

7. Measure resistance between the ground wire and the motor wires. Your meter should show either no 
reading, or more than 100 Mn (that means 100 million 
insulation fault in a power wire to the pump. 

a 

or 100 megohms). A lower reading indicates an 

I \ 

a 

Test the current draw of the motor circult (AC amps) 
This is one of the m t  useful trouble shooting techniques because it indicates the toque that the motor is 
applying to the pump. Readings must be taken with an AC ammeter (amp meter) or a multimeter with the 
appropriate capacity. (See Section 13.7.) Measure the current through any one ofthe three p e r  wires 
between controller and pump. (If the pump runs, you can assume that all three draw equal current.) For 
greatest ease, use a dampm ammeter, available from 1-1 electrical equipment suppliers. It allows you to 
measure current without breaking connections. The alternative is to use the 10 amp or 20 amp scale on a 
multimeter. To do that, you must break one connection and cause the current to flow THROUGH the meter. 

Table of AC RUNNING CURRENT For helical rotor pumps, normal running current indicated on this table. 
(This is typical actual current, not motor's amp rating.) The current stays nearly constant as voltage and 
speed vary. Your measurements may vary by as much as lo%, and more if temperature is out of the 
normal range. Comparing your reading with this table. This will indicate whether the wbrk load on the motor 
is normal for the lift it is producing. Make note of your measurement. Future changes may indicate pump 
wear, or change in the level of the water source. 
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AC 
AMPS 

HIGHER CURRENT (especially PUMP OVERLOAD light) may indicate: 
1. The pump may be handling excessive sediment (sand, day). 
2. The total dynamic head+mtM (iff plus pipe fridion) may be higher than you think i t  is. 
3. There may be an obstruction to the water flow - sediment in the pipe, ice in the pipe, a crushed pipe 

or a partially dosed valve. (Is there a float valve at the tank?) 
4. Helical rotor models: Water may be warmer than 72°F (22°C). This causes the rubber stator to expand 

and tighten against the rotor (temporarily, non-damaging). See Section 12 for temperature limits. 
5. Helical rotor models: Pump may have run dry. Remove the pump s@@r (outer body) from the motor, to 

reveal the rotor. If there is some ~ b b e r  SW to the rotor, the pump end must be replaced. 
To reset the OVERLOAD shutoff (red light), disconnect the power for at least 8 seconds. 

LOWER CURRENT may indicate: 
1. In a deep well, the level of water in the source may be far above the pump intake, so the actual lift is 

less than you think. This is not a problem. 
2. The pump head may be wom, thus easier to twn than normal (especially if there is abrasive sediment). 
3. There may be a leak in the pipe system, reducing the pressure load. 
4. Helical rotor models: Water may be colder than 46°F (8°C). This causes the rubber stator to contract, 

away from the rotor. The pump spins easier and produces less flow under pressure. 

9.4 If The Pump Runs But Flow Is Less Than Normal 

1. Is the sdar array receiving shadow-free light? (It only takes a small shadow to stop it,) Is it oriented 
properly toward the south, and tilted at the proper angle? See Section 0. 

2. Be sure you have the right pump for the total lift that is required, out of the well + up the hill. In the case of a 
pressurizing system, the pressure head is equivalent to additional lift (1 PSI = 2.31 feet) (1 bar = 10 m). 

3. Be sure all wire and pipe mns are sized adequately for the distance. Refer to wire sizing in the pump sizing 
table, and to the pipe sizing chart in this manual, reference section. 

4. Inspect and test the solar array circuit and the controller output, as abpve. Write down your measurements. 
5. There may be a leak in Up pipe from the pump. Open a pipe connection and observe the water level. Look 

again later to see if it has leaked down. There should be little or no leakage over a period of hours. 
6. Measure the pump current and compare it with the taMe in the previous section. 
7. There is a 'max. RPW adjustment in the controller. It may have been set to reduce the fiow as low as 50%. 

See Section 5.6. 

Has the flow decreased over time? 
1. Is the AC motor current lower than normal? Motor starts and runs easily in low light? The pump end (pump 

mechanism attached to motor) may be wom from abrasive material (sand, silt, clay) in the water. Is 
sediment accumulating in the water tank or pipes? 

2. Is the AC motor current higher than normal? Doesn't start easily in low light? This is likely to be related to 
dirt in the pump and/or pipe. 

3. Run the pump in a bucket to observe. 
4. Remove the pipe from the pump outlet (check valve) and see if sand or silt is Mocking the flow. 
5. If the check valve itself is dogged with dirt, call Dankoff Solar for help. 
6. To help prevent dirt problems, see SecQion 6.6 Coping With Dirty Water Conditions. 

, a  
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9.5 PROBLEM REPORT, (tear-out page) 

If you need help, this form will expedite the trouble shooting process. Please fill it in to the best of your knowledge. 

CONTACT INFO DATE 

Dealets name: 
Installer's name: 
System owner's name: 
Person doing the trouble shooting: 

How to contact: 

PUMP SYSTEM ID 
Solardirect or battery system? 
Pump or System Model #: 
Pump Model number Serial #: 
Controller Model ## Serial #: 

See "System Report Form", Section 2 

IF BATTERY SYSTEM: 
VdWF - 
Is it pressurizing? 

WELUWATER SOURCE DATA 
Well depth: 
Static water level: 
Drawdown level: 
Recovery rate of well: 
Depth of pump setting: 
Additional vertical lift from top of well: 
Total head: 

Installation Date: I I 
Drop pipe length 8 size: 
Pipe from wellhead to tank length 8 size: 
Pump cable size 8 length: 
Wiring from solar amy to controller 
size and length: 

DESCRIBE THE PROBLEM 
If pump won't start, indude sequence and duration of the indicator lights. 

Was the Pump tested before installation? 
Did the system work properly before this problem? 

Has there been a thunderstorm recently? ' 

Has the RPM control in the controller been reduced from maximum? 
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ETAPUMP PROBLEM REPORT - PAGE 2 

0 ELECTRICAL MEASUREMENTS 

Weather conditions during measurement: Timeof day: : AMI PM 

Solar array DC volts with PUMP OFF 
W a r  array DC volts during pumping 
M a r  array DC current (amps) during pumping 

IF THE PUMP RUNS, make the following three tests. If not, skip to RESISTANCE MEASUREMENT below. 
Measua AC amps through any one motor wire (a normal AC damp-on meter will work). 

AC volts on pump terminals in controller 

EACH READING MUST BE EQUAL, Wait until the pump is up to speed to check for equal. 
L1 -L2 ; L113 ; L2-L3 

VDC (Measure at PV IN terminals in junction box, switch OFF) 
VDC 

Amps DC 

- 
(Normal range forworking pump is 1 - 9 amps.) 

Measure 3 phases by measuring each pair L l U ,  Ll-L3, U-L3 

DC Volts on 3 motor phases - YES, set the meter to and test as above. 
Around than 1/1OV is good. Around 1/2V is bad. Note here if bad: 

RESISTANCE MEASUREMENT 
This will test the integrity of the motor and the wiring to it. This is done with NO POWER applied. If you are not 
familiar with measuring resistance, please refer to your meter's instruction manual. You will need to use the lowest 
ohms range on your meter. Hold the probes tiihtly to the wires and match then a little to ensure good contact. 
Hold tight until the meter display shows the LOWEST reading that you can get. Holding the probes with your fingers 
will not alter the reading. 
DISCONNECT the three motor wires (Ll / I2 I L3) from the junction box. 

The resistance must be in the range of .1 to 1.5 ohms - ALL EQUAL. 

Resistance of each pump wire to ground - There should be NO continuity. A meter reading should be much higher 
than 100K ohms. DO NOT TOUCH the wires or probes with your fingers when reading this high range, or your own 
body continuity will reduce the reading. 

Measure the resistance between each pair on the motor cable L1-L2 Q L113 Q L213 n. 

@ 

WATER TEMPERATURE 
Is the water warmer than 72°F (ZC)? This can cause a helical rotor to tighten due to expansion of the Nbber 
stator. Temperature 

SOLAR-DIRECT SYSTEMS 
Is there ANY OTHER electrical load or device connected to the same solar array? This may indude an active 
(electric) solar tracker or an electric fence charger 4 disconnect it and try it again. 

OTHER INFORMATION: 

\ 
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10 MAINTENANCE 

10.1 Controller and Pump 

Controller and junction box The controller is electronic with no moving or wearing parts. It requires no 
maintenance. There are rubber gasket seals at the top and bottom, and rubber plugs to seal unused conduit holes. 
Inspect them to insure that the COntroHer is sealed from moisture, insects, etc. Check that mountrog eod conduit 
hardware is tight. 

Motor The motor is water-lubricated and requires no maintenance. It is permanently sealed and has no brushes 
or other frequently wearing parts. 

Pump end The pump mechanism {pump end) is lubricated only by water and requires no maintenanoe. It may 
wear after some years, especially if there are abrasive solids in the water. If sand accumulates in the storage tank 
or pipes as a result of normal pumping, it is best to take periodic measurement of the pump's performance. If the 
flow rate is less than normal, see Section 9.4. A worn pump end can be replaced in the field. after the pump is 
pulled from the water sowoe. 

. -  

10.2 Solar Array 

Solar array mounting bolts Bolts tend to loosen as the array structure flexes in high winds. Check tightness. All 
bolts should all have lock washers to keep them tight. 

Sun exposure Cut away any vegetation that will grow enough to Hock solar illumination. Shading even a small 
comer of the solar array may stop the pump, or greatly reduce its flow. 

Solar array cleaning If there is dirt, mineral deposits, bird droppings or other debris stuck to the solar array 
surface, dean it with water, vinegaror glass deaner. 

Solar Array Tilt 
the tilt twice per year. Other people set it at a single setting as a permanent compmmise. Section 4.5 for details. 

Solar Tracker If the system uses a solar tracker, lubricate the bearings, check mounting bolts and mechanism. 
Refer to tracker manufacturer's instructiins. On a passive tracker, the shock absorber(s) may fail every few years. 
To test, swing the tracker by hand. It should return slowfy due to damping action of the shock absorber. If it returns 
immediately (and swings in the wind) replace the shock absorber(s). 

Inspect the tilt of the array. The optimum tilt angle vanes with the season. Some people adjust 

10.3 Electrical Wiring 

Power wiring Inspect wires and connections carefully. Any wires that are hanging loose should be secured to 
prevent them from swinging in the wind. Exposed wiring must be sunlight resistant and in good condition. In the 
case of a tracking array. look carefully for any wire damage due to rubbing, bending, or pulling as the tracker 
swings. If wiring was not performed to professional standards, improve it to prevent faults in the future. 

Grounding Inspect the grounding system cacrttfully. All connections must be tight and free of cornion. Poor 
grounding can lead to damage from lightning-induced surges. See Section 5.2. 
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1 I ETAPUMP MANWACTURER'S WARRANT'Y 

ETAPUMP pumps, motors and controllers am warranted by the manufacturer to be 
free from defects in material and workmanship for two (2) years from date of purchase. 

When purchased as part of an mAPUMP INTEGRATED SYSTEMm 
supplied directly or indirectly by Dankoff Solar Products, lnc., 

the pump and controHer warranty is exhmded to four (4) years by the manufacturer. 

Failure to provide correct installation, operation, or care for the product, in accordance with the instruction manual, 
will void the warranty. Product liability, except where mandated by law, is limited to repair or replacement, at the 
discretion of the manufacturer or importer. 

Neither manufacturer nor importer is responsible for the labor or other charges necessitated by the removal, 
transportation, or rejnsca#ation of anydefective produc4. 

Warranty does not cover damage due to failure to install the device properly, mishandling or abuse, failure to 
protect cikuitry from weather exposure, failure to protect from overheating due to sun exposure or other sources of 
heat, failure to protect from salt spray or other comive factors. failure to seal out insects, spiders or rgdents, 
lightning, flood or other acts of nature, or failure of or inappropriate application of peripheral devices induding 
lightning or surge protectors. 

Warranty does not cover damage due to sand or abrasive partides in the water, or incompatibility of pump 
materials with corrosive substances or hydrocarbon or petroleum impurities, or from running the pump with an 
insufficient supply of water. 

No specific daim of merchantability shall be assumed or implied beyond what is printed on the manufacturet's or 
importer's printed literature. No liability shall exist from circumstances arising from the inability to use the product, or 
its inappropriateness for m y  specific purpose. It is tfw user's responsibility to determine the suitability of the product 
for any particular use. 

In all cases, it shall be the responsibility of the customer to ensure a safe installation in compliance with local, state 
and national electrical codes. 

\ 

12 STANDARDS, ENVIRONMENTAL and TEMPERATURE 
S P E C I F I CAT1 0 N S 

ETAPUMP controllers are built to DIN-VDE regulations and carry the CE stamp indicating that the European Union 
electromagnetic interference standards (Ot. EMV) have been fulfilled. Printed circuit boards are conformabated 
against moisture. The endosure is thick anodized aluminum, gasket-sealed and raintiht for any outdoor 
environment (endosure dass IPS). The controller is suited to tropical conditions according to IEC 68-2-30. The 
controller is not submersible. 

Temperature Ranges 
Helical rotor pumps (all without C in the model number): For pumps in the standard temperature dass, the optimum 
range of water temperature is 46°F to 72°F (8°C to 22°C). Higher temperature may cause the pump to stop 
temporarily due to expansion of the rubber stator. Exceeding the limit may cause the pump to stop temporarily due 
to expansion of the rubber stator. This will not cause damage. Operation in water colder than 45°F (7°C). may 
decrease the pumping capacity temporarily due to contraction of the rubber stator, especially if the vertical lift is 
dose to the pump's limit. Non-standard temperature classes are available by special order. See Sedin  2, 
'Temperature ranges". 

Controller: Ambient air temperature -22°F to 113°F (-30°C to 45°C). The controller has over-temperature protection. 

Other system components The PV modules (solar panels) in the ETAPUMP lntegmted Systemm (complete 
PVdirect systems supplied by Dankoff solar Produds) are UL-listed and carry other international certiftcations. 

@ ( 
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13REFERENCE SECTION 

13.1 Principles of Operation 
Solar array Photovoltaic (PV) cells produce electricity directly from sunlight (not from heat). Light causes 
electrons to jump from the top layer of the cell, into 'holes' in the layer underneath. When a circuit is made between 
top and bottom layers, electric current flows. Each cell produces about 1R volt. As sunlight varies, the current 
(amps) varies while the voltage stays rteady mnstant. 

PV cells are connected in series for the desired voltage, and sealed under glass to make a "PV module". 
E TAPUMP systems use 3 to 12 modules. The assembly of modules is called a "PV array". There are no moving or 
wearing parts in PV modules. The glass used in high quality PV modules is tempered, and is extremely strong. It is 
tested to federal standards that include resistance to a 1" ice ball traveling at 100 mile per hour. 

Some ETAPUMP systems use a 'passive" solar tracker. which tilts the array to follow the sun through the day. The 
east and west sides of the tracker rack contain refrigerant fluid. The fluid in the warmer side of the frame vaporizes, 
and condenses in the cooler side. This tips the balance of the rack until it reaches equilibrium. hang the sun. The 
performance of a passive tracker is not perfed, but it is simple, reliable, and extremely effective. 

Brushless motor system ETAPUMP uses a brushless DC motor system consisting of a synchronous, permanent 
magnet, 3-phase AC motor, and a controller that changes the sdar DC power to 3-phase AC. AC creates a rotating 
magnetic field that causes the shaft (0 spin. ihe motor's speed is determined by the frequency of the Ac power. 
The controller varies the frequency (and the voltage) to bring the motor up to speed slowly. It then adjusts the motor 
speed according to the power available from the sun. 

Older-technology solar pumps have a traditional DC motor that uses 'brushes" (small blocks of carbokgraphite) to 
condud current to the spinning part of the motor. Not only do the brushes wear out in a few years, but it is 
necessary to have air in the motor and a perced seal to keep water out The ETAPUMP brushless motor is filled 
with, and lubricated by water. It is similar mechanically to conventional AC submersible motors. 

Controller (EP-600 for solar-direct operation) The controller starts the pump slowly and adjusts its speed 
according to the pumping load and the power available fmm the solar array. Power output from the array is 
optimally matched to the load by maximum power point tracker (MPPT) and linear cutrent booster (LCB) functions, 
to produce maximum power transfer thrwghout aH aonditbns. The LCB function is analogous to an automatic 
transmission in an automobile. It starts the pump in 'low gear" (it lowers the array voltage and boosts the current). 
Under low sun conditions, it stays in "low gear" to resist stalling. As sunlight increases, it advances continuously 
toward "high gear" (higher voltage). The MPPT system refines the LCB fundion by tracking changes in the amy 
voltage. Array voltage varies primarily with temperature (it is higher at low temperatures). When the pump stalls in 
low sunlight, the conkdler switches the pump off. 

The controller converts the DC power from the solar array to bphase AC power to run the motor. Motor speed 
(RPM) is proportional to the AC frequency. The frequency starts low (about 20 Hz), and increases gradually to a 
maximum of 3400 RPM (70 Hz). 

The float switch circuit operates at 1 WDC, carrying maximum current of 4.7mA. The contrdller has terminals for 
either normally open (N.O.) or nomrally dosed (N.C.) switching. 

The low-water probe circuit applies WDC to a probe. The water conducts a small amount of current between the 
two electrodes of the probe. If the probe is out of the water, the controller stops the pump. When the water level 
recovers, there is a 20 minute delay before restart 

! 

Pump end - centrifugal models Pumps with a MODEL NUMBER CONTAINING "c" use a multi-stage 
centrifugal pump end, similar to that of conventional we# pumps - this is for high volume at 75 feet (23m) or less. 

Pump end - helical rotor models Pumps with a MODEL NUMBER THAT DOES NOT CONTAIN "c" have a 
helical rotor pump end (also called "progressive cavity" pump). The rotor fits dose)y into a rubber stator that has a 
helical groove of a different pitch. The mismatch between the rotor and stator forms sealed cavities that trap water 
As the rotor turns, the cavities progress toward the outlet. 
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ETAPUMP - HELICAL ROTOR YODELS ONLY 

Sealed cavities trap water and 
progress toward the outlet 

Positive displacement action The helical rotor pump differs-fIpm-*nlrifugal 
pumps in that it maintains high efficiency and lift capacity even at low rotational 
speeds and law flow rates. This allows ETAPUMP to mrk with a small, 
inexpensive solar amy, and to function in low sunlight conditions. 

The ETAPUMP helical rotor has only one moving part. It pmduces a smooth 
Raw and requires no valves to fundion. It is far more reliable than diaphragm and 
piston-type salar pumps. 

Self-cleaning action The rotor sweeps the full surface of the tubber stator with 
every turn. It is impossible for deposits to ammulate. Solid partides tend to roll 
away from the amtact area, making the pump extremely resistant to abrasion. 
Particles that a're trapped against the rubber are tolerated by the Rexibility of 
rubber. 

Some hlstory Helical rotor pumps have been used in the oil industry for over 
60 years. They are used to pump concrete! They have been used for solar 
pumping since the 1980's, but were very expensive until €TAPUMP was 
introduced. 

PHOTO LEFT - Motor with helical rotor attached, stator housing removed. 

PHOTO BELOW - Closeup of the same rotor. This is a test specimen that 
pumped extmmely sandy water for 500 hours in the test lab. The surface is 
almost like new, and the pump performs to full specifications. 

._ . . . . . . . . - . .. . 
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13.2 Water Pipe Sizing Chart 

Don't cheat yourself with understzed pipe! U s e  this chart to determine the additional head imposed on your 
pump due to pipe friction, based on R o w  rate, pipe size and pipe length. Consider the TOTAL pipe length from the 
pump to the pipe outlet to the tank. 

Pipe fittings impose additional friction lass. A sharp 90" pipe elbow adds fr ldin approximately equal to 6 feet (2m) 
of pipe of the same size. 

Friction Loss In Plastic Pipe with Standard inside Diameter (SlDR) 
THIS CHART APPLIES ONLY T O  W C  plpe, Schedule 40 (160 PSI) and to 

polyethylene (PE) pipe wlth SlDR deslgndan (most common 100 PSI black flex plpe) 

HEAD LOSS fmm Mdion in feet per 100 feet of pipe 
or vertical meters per 100 meters of pipe 

2 
3 
4 
5 
6 
7 
8 
B 
10 
11 
12 
14 
16 
18 
20 
22 
24 
26 
28 
3 0  
35 
40  
45 
50 
55 
6 0  
65 
70  
7 5  
8 0  
85  
B O  
a5 
100 
150 

7.6 
i i .4  
i 5  
if? 
23 
27 
30 
34 
38 
42 
45 
53 
6 i  
68 
76 
83 
f?i  
Bf? 
io6 
f i 4  
i33 
152 
i 7 i  
190 
208 
227 
246 
265 
284 
303 
322 
34 i 
360 
378 
669 

200 768 

- 1 
112. 314 1 1 114 1 112 2 2 112 3 4 5 6 
1.662 0.82 f.05 f.38 f.6f 2.07 2.47 3.07 4.03 5.05 6.06 
1.13 0.14 0.05 8due/ / M e  dimefor fhcheq) 
4.16 0.35 0.14 0.05 0.02 
8.55 2.2 0.32 0.09 0.05 
14.8 3.7 0.53 0.16 0.09 0.02 

5.8 0.81 0.25 0.12 0.05 
7.9 1.0 0.35 0.18 0.07 
10.6 1.5 0.46 0.23 0.08 
13. 1.9 0.58 0.30 0.09 

2.4 0.72 0.37 0.12 
2.9 0.88 0.46 0.16 
3.5 1.04 0.53 0.18 
4.1 1.2 0.65 0.21 

1.6 0.85 0.28 
2.1 1.1 0.37 
2.6 1.3 0.46 
3.2 1.6 0.55 
3.8 2.0 0.67 

2.3 0.79 
2.7 0.90 I 3.1 1.0 

1 

Courtesy of Dankoff Solar Product% Inc. 
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0.02 
0.03 
0.05 
0.06, 
0.07 
0.08 
0.09 
0.12 
0.14 
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13.3 Wellhead Assemblies for Drllled Wells 

\ 

To support the drop pipe 
and seal the wellhead, 

choose one of these methods 

These methods are NOT specific to solar pumps. The 
components are available from conventional water well 
suppliers. 

t well Seal System 

The well seal is a plate that fits on top of the well casing. 
It provides a seal against contamination, and it supports 
the weight of the in-well assembly. In a fieezing dimate, 
the wellhead must be located in a heated building or in a 
covered well pit, or the pipe must be made to drain when 
the pump stops (see Sediin 13.6 Freeze Protection). 

Use metal pipes above ground, for strength. A tee and a 
plug is used instead of an elbow, because the plug 
allows direct observation of water level and flow. It also 
provides a place to attach a lifting device. 

, 

/ 

Pitless Adapter System + 
0 The pitless adapter is a fitting that allows your buried pipe to pass 

through the well casing underground, without the need to build a 
covered pit. it provides protedian against h z j n g ,  flooding, animals 
and human activities that can damage exposed piping. 

After the pitless adapter is installed, the pump can be installed and 
removed from above, with no further need to dig. The inside half 
slides apart vertically by means of a dovetail joint and an O-ring. A 
piece of threaded pipe is used as a temporary tod for installation or 
removal. Thread it into the socket on the insMe half of the adapter. 

If the well casing is 4" (inside diameter) the pitless adapter must be 
designed not to reduce the dearance inside the casing (it damps 
around the outside of the casing). 

Two pumps In one well If you have a well casing of 6" or larger, 
you may be able to install two pumps in the well, by using two 
pitless adapters. 

Check Valve 
A check valve (non-retum valve) prevents stored water from 
escaping dawn the well in case of a leak in your drop pipe. It may 
also help the pump to start easier if it feeds into a very long pipeline. 
If you use a weep hde for freeze protection, omit this chedc valve to 
allow the pipe to drain. 
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13.4 Water Storage for Solar Water Pumps 

a 

Storage Tank Capacity 
Generally, storage capacity should equal 3 to 10 days of average water consumption, or more. This depends on the dimate and 
usage patterns. For domestic use in a doudy dimate, 10 days is minimal. In a sunny dimate, this allows for a genemus safety 
margin. For deep irrigation of trees (where the soil holds moisture for a week) 3 days’ storage may be adequate. For irrigating a 
garden, 5 days may be adequate. You cannot store too much waterl 

Alr Vent ~equ~red n top oftank is sealed, pertlarhrly Ifthe tank is burlad 

-4 II 
Inlet plpe (optional) 

Feed d l  weter h atihts W IF you went the 
pipe frwn the well b dmln eller the pump stops. 

(see Treeza pmtedion3 
YanchOlce d Inlet hem or at bp dtank will 
NOT significantly e m  pwnp wixrnance. 

bhln S W  Vatva (normally open) 

Reserve Shutoff Valve Inletloutlet Plpe 

@ouIno~ly-) 

A single plpe can hendleweter 
ng both into end out dbe tank. Dmin I CleamrdValve 

To water 
Dlstrlbutlon 
system 

Storage Tank Plumbing 
We suggest that you place your 
normal point of discharge higher than 
the bottom of your water tank, in 
orderto hold a reserve so that the 
tank does not run completely dry. 

You can lose your water supply under 
any of these conditions: 
1. a period of low sunshine and/or 

excessive water demand 
2. an electrical or mechanical 

failure in the system 
3. a leak in the tank or piping 
4. anaccidentaldischargeofstored . 

water 

Place a second outlet valve at the 
bottom level of your storage tank, to 
use the reserve supply in case of 
emergency. 

Pipe sizing  he pipe from the 
pump tothe tank may need to be 
larger than the pump outlet, 
depending on the flow and the length 
of pipe. A single pipe may be used 
for both fill and discharge. In that 
case, size the pipe far the maximum 
discharge that you want to 
accomplish. You may oversize the 
pipe if there is a chance that you may 
install a second pump, or larger pump 
in the future. Sizing the pipe larger 
than necessary will NOT infiuence the 

Sedion 13.2, Water Pipe Sizing 
chart. 

l f y w  plan to use gravity-flow to 
supply water from the storage tank, 
be sure the discharge pipe is large 
enough to allow suffident flow to 
meet the maximum water demand 
without excesstve friction loss. 

performance of the system. see 

Pressurn of delivery Every23 fa& Mid M of drop produces 1 PSI of pressure, minus any friction loss (10m produces 
1 bar). The volume of water stored in the tank does not effect the pmssure delivered. 

Water Purification Check local health authorities andlor plumbing cades to ensure you will comply with requirements for 
using a storage tank that is open to the atmosphere, for potable water. Sanitation by means of chlorination, ozone or infrared 
system may be required or recommended. 
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13.5 Monitoring a Solar Pump System 

Monitoring the pump Will you be able to observe the output of your pump at the point of discharge? If not, you 
may not know if it malfunctions. Consider installing a water meter, or additional valves so that the flow can be 
directly observed. (See illustration in Section 13.4) 

Monitoring the water level in your storage tank Will you be able to observe the level of water in your tank? If 
you cannot easily see into your storage tank, here are some methods of tank monitoring. 
1. dipstick in the air vent 
2. float with a visible rod that protrudes through the top of the tank 
3. dear sight-tube alongside the tank 
4. precision pressure gauge (note: 1 PSI = 2.3 feet) 
5. W d e s s  Level controleP(see Section 5.10). 

@ 

13.6 Freeze Protection for Solar Water Pumps 

In a cold dimate, water can freeze in a pipe and Mock the water flow. This will cause an electrical overload that will 
cause the pump to stop. 

Pwsure relief If there is any possibility of a pipe freezing, install a pressure relief valve to prevent excess 
pressure in the pump line. Install it below frost line. Adjust the valve to open if the pressure exceeds normal. This is 
especially important for helical rotor pumps (model number not containing "C") which can develop very high 
pressure. 

Burial of pipe The best way to prevent freezing is to bwy all piping below frost line. The modem method of burial 
at the wellhead is to install a pitless adapter (see section 13.3, Wellhead Assemblies for Drilled Wells). 

Will the pump drain back when it stops? NO! The pump has a check valve that stops water from draining back 
down when it stops. A helical rotor pump will not drain back even if the check valve is removed. 

WARNING Do not install the pump with its check valve removed. 

Weep hole If you have above-ground piping that must be drained for freeze protection, make a tiny "weep hole" in 
the drop pipe, below frost line. This will cause a constant (but very small) leakage of water back into the well. When 
the pump stops, the pipe will drain back slowly. The pipe must be sloped without low spots, so it drains completely. 
In plastic pipe, a weep M e  can be made with a hot needle or an extremely small drill bit, or a needle valve can be 
installed and adjusted. 

Weep hole - "high tech" version The most reliable way to control dripping is to use a 'drip emitter" made for 
drip irrigation systems. It resists ammulatin of debris and mineral deposits far better than a simple hole or a 
needle valve. Emitters are very inexpensive. They are available from irrigation suppliers, rmrseries, and many 
hardware stores. Drip emilters are rated in very low gallons (liters) per hour. Use a relatively fast one for best 
reliability. especially if you get mineral deposits. Drill a hole in the pipe to fh the emitter, and push the emitter into 
the hole. 

0 

I 

I 
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Polyethylene pipe Flexible 'poly pipe" (PE) has proven to tolerate repeated freezing. Connedions may be 
loosened by ice expansion, but the pipe is not damaged. Poly pipe is often used in places where pipe may freeze 
accidentally or occasionally. See Section 7.3 for precautions regarding PE pipe. If you plan to bury PE pipe, 
observe further precautions supplied by the pipe manufacturer. 
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13.7 Obtalnlng and Uslng a Multimeter for Trouble Shooting 

Mast on-site trouble shooting requires a test instmment called a multimeter which can be obtained from an electric 
supply, electronic supply, automotive or hardware store. It will measure DC and AC volts, current (amps) and 
resistance (ohms, symbolized by n). Here are some criteria for selecting a meter for testing ETAPUMPsystems. 

0 
Digital or analog (mechanical) meter? A digital meter is best. An autoranging digital meter is easiest to use, 
especially for a beginner. An analog meter is good if it is of good quality and at least 3" (75 mm) wide. 

Resistance ranges The meter must read in the &ion range to one decimal place. This indudes all but the 
smallest and cheapest digital meters, and any analog meter that has at least three resistance ranges. 

Ammeter ranges These are the options, listed in order of benefit and cost: 
1. Milliamp range but no Amp range (under $35 in USA) -This win be useful for voltage and resistance 

measurement, but not for current. It is sufficient for the most elementary trwMe shooting. 
2. Amp range to 1OA or more, without damp-on capability - This will measure PV array current and pump running 

current. A wire must be disconnected in order to measure current (current must flow through the meter). 
3. DClAC damp-on ammeter - This allows measurement of current without disconnecting wires. We strongly 

recommend this type of meter if you maintain numems solar pumps or other eledrical equipment. Fluke Model 
33 or 36 are the professional favorites. Cheaper ones are much less reliable. ACanly damp-on meters will 
NOT measure DC current. However . . . 

4. AC clamp-on ammeter. An AConly meter is much less expensive than a DClAC meter. Most electricians and 
pump technicians carry one. It cannot be used to test the sdar array (E), but it can be used to measure the 
pump circuit (AC) for various faults and load conditions. It is very useful. 

. - - --_ - 

"True RMS" accuracy This feature is NOT necessary for testing ETAPUMP. 

Use two meters and clips for easier testing. It is good to measure voltage and current simultaneously. An 
inexpensive meter is adequate for voltage, because precision is not necessary. Clipwires or c l ipa probes are 
very helpful if you don't have three hands. 

Resistance readings are always taken with NO POWER applied to the circuit. Always use the LOWEST range 
that produces a reading (Rxl is the lowest range). An 'auto-ranging" meter will adjust its range automatically. 

a 
, Zero adjustment Some meters require zeroadjustment to insure acarracy. This applies to analog meters 

measuring resistance, and to dampdn DC ammeters. Be sure to set the zero if necessary! 

WARNING Read the instructions that come with your meter, and follow the safety warnings. 

WARNING Attempting to mad current (amps) between the two poles af a power circuit causes a 
potentially dangerous short circuit. Connect the probes IN SERIES with the circuit - see your meter's 
instruction manual. To read voltage, the red probe must NOT be In the Amps socket. This Will causw a 
short clmult. 

13.8 Measuring Solar Energy Intensity 

To evaluate the a solardired solar pump, it is very helpful to measure sun intensity. For example, if the solar pump 
is producing around 60% of the specified maximum flow, and you measure the sun intensity (in the same plane as 
the array) as 60% of full sun, you know that the system is working property. 

The Da&w Meter is a hand-held instrument that measures sun intensity using a PV cell that js similar to those 
used to power ETAPUMP. It displays instantaneous intensity in Watts per square meter (W/m ). The industry- 
standard for full sun intensity is 1000 W/m2, so a reading of 600 indicates 60% intensity. 

The meter costs less than US$lsO. Order directly from the manufacturer: Daystar, Inc., 3240 Majestic Ridge, Las 
Cruces, NM 88011 USA, tel. (505) 522443  davstam@m ac.mm www.ravdec.cam/davstar 
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13.9 Glossary of Solar Electricity and Water Pumping 

Courtesy of Dankoff Solar Products, Inc. 
2810 Industrial Rd. 

Santa Fe, NM USA 87505 
(505) 473-3800 w.dankoffwlar.com 

Basic Electricity 

AC - Alternating Current, the standard form of electrical current supplied by the utility grid and by most fuel- 
powered generators. The palarity (and therefore the direction of current) alternates. In U.S.A., standard voltages 
for small water pumps are 11 5v and 23OV. Standards vary in different countries. See inverter. 
DC - Direct Current, the type of power produced by photovoltaic panels and by storage batteries. The current 
Rows in one direction and polarity is fuced, defined as positive (+) and negative (-). Nominal system voltage may be 
anywhere from 12 to 180V. See dtage, nominal. 
Current - The rate at which electricity flows through a circuit, to transfer energy. Measured in Amperes, 
commonly called Amp. Analogy: flow rate in a water pipe. 

- Efiiclency - The percentage of power that gets converted to useful work. Example: An electric pump that is 60% 
efficient converb 60% of the input energy Into work - pumping water. The remaining 40% becomes waste heat. 
Energy - The product of power and time, measured in Watt-Hours. loo0 Watt-Hours = 1 Kilowatt-Hour 
(abbreviation: KWH). Variation: the product of current and time is Ampere-Hours, also called AmpHours 
(abbreviation: AH). lo00 watt consumed for 1 hour = 1 KWH. See power. 
Converter - An electronic device for DC power that steps up voltage and steps down current proportionally (or 
viceuersa). Electrical analogy applied to AC Sea tmnsfmer. Mechanical analogy: gears or belt drive. 
Inverter - An elecbPnic device that converts low voltage DC to high voltage AC power. In solar-electric systems. 
an inverter may take the 12,24, or 48 volts DC and convert it to 115 or 230 volts AC, conventional household 
power. 
Power - The rate at which work is done. It is the product of Voltage times Current, measured in Watts. 1000 
Watts = 1 Kilowatt. An electric motor requires appmximately 1 Kilowatt per Horsepower (after typical efficiency 
losses). 1 Kilowatt for 1 Hour = 1 Kilowatt-Hour (KWH). 
ThreePhase AC - Three phase power is AC that is cartied by three wires. Power waves are applied in a 
sequence. Three-phase is used for large industrial motors, variable-speed motors, and brushless solar water pump 
motors. Analogy: 3cylinder engine. 
Transformer - An electrical device that step up voltage and steps down cumnt proportionally (or viceuersa). 
Transformers work with AC only, For DC, see conwter. Mechanical analogy: gears or belt drive. 
Utillty Grid - Commercial eledric power distribution system. Synonym: mains. 
Voltage - The measurement of electrical potential. Analogy: Pressure in a water pipe. 
Voltage Drop - L o s s  of voltage (electrical pressure) caused by the resistance in wire and eledrical devices. 
Proper wire sizing will minimize voltage drop, particularly over long distances. Voltage drop is determined by 4 
factors: wire size, current (amps), voltage, and length of wire. It is determined by consulting a wire sizing chart or 
formula available in various reference tests. It is expressed as a percentage. Water analogy: Friction Loss in pipe. 
Voltage, Nominal - A way of naming a range of voltage to a standard. Example: A "12 Volt Nominal" system 
may operate in the range of 11 to 15 Volts. We call it "12 Volts" for simplicity. 

- 
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Solar Electricity 

Charge Controller - A device that regulates the charge current to a battery in order to prevent overcharge. It 
prevents excessive voltage and maximizes the longevity of a battery. It may also contain other control functions 
(see Low Voltage Disconnect). 
Deep Cycle Battery - Batteries that are designed to discharge as much as 80% of their capacity, hundreds of 
times. They differ from enginegtarting batteries by having thicker plates and different metal alloys. 
Low Voltage Disconnect - A contrd function in a battery-based power system in which the laad or loads are 
disconnected before the battery gets overdischarged. Overdischarge will damage a lead-acid battery. Typical 
settings for a 12V system are 10.5 or 11V disconnect and 12.5 or 13V reconnect. 
Photovoltalc - The phenomenon of converting light to electric power. Photo = light, Volt = electricity. 
Abbreviation: PV. 
PV - The common abbreviation for photovdtaic. 
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PV Array - A group of PV (photovoltaic) modules (also called panels) arranged to produce the voltage and power 
desired. 
PV Array-Direct - The use of electric power directly tiom a photovoltaic array, without storage batteries to W e  or 
stabilize it. Most solar water pumps work this way, utilizing a tank to stom water. 
PV Cell - The individual photovdtaic device. Most PV modules are made with around 36 or 72 silicon cells, each 
producing about 112 volt. 
PV Module - An assembly of PV cells framed into a weatherproof unit. Commonly called a "PV panel". See P V  
a m y .  
Solar Tracker - A mounting rack for a PV array that automatically tilts to follow the daily path of the sun through 
the sky. A "tracking array" will produce more energy through the course of the day, than a "fixed array" (non- 
tracking) particularly during the long days of summer. 
Voltage, Open Circuit - The voltage of a PV module or array with no load (when it is disconnected). A "12 Volt 
Nominal" PV module will produce about 20 Volts open circuit. Abbreviation: Voc. 
Voltage, Peak Power Point - The voltage at which a photovoltaic module or array transfers the greatest amount 
of power (watts). A "12 Volt Nominal" W module wili typfcally have a peak power voltage of arwnd 1517 volts. 
The solar array for a PV arraydirect solar pump should reach this voltage in full sun conditions, or a multiple of this 
voltage. Abbreviation: Vpp. 

a 

Pumps & Related Components 

Booster Pump - A surface pump used to M a s e  pressure in a water line, or to pull from a storage tank and 
pressurize a water system. See sorface pump. 
Centrifugal Pump - A pumping mechanism that spins water in order to push it out by means of centrifugal force. 
See also multi-stage. 
Check Valve - A valve that allows water to flow one way but not the other. 
Diaphragm Pump - A type of pump in which water is drawn in and forced out of one or more chambers, by a 
flexible diaphragm. Check valves let water into and out of each chamber. 
Float Switch - An electrical switch that responds to changes in water level. It may be used to prevent ovefflow of 
a tank by tuming a pump off, or to prevent a pump from running dry when the source level is low. 
Float Valve - A valve that responds to changes in water level. It is used to prevent overflow of a tank by Mocking 
the flow of water. 
Foot Valve - A check valve placed in the water source below a surface pump. It prevents water from flowing back 
down the pipe and "losing prime". See check valve and priming. 
Helical Rotor Pump - A pump with a helix-shaped rotor that fh clasely into a rubber stator that has a helical 
groove. It forms sealed cavities that trap water. As the rotor turns, the cavities move toward the outlet See positive 
displacement pump. Synonyms: progressive cavity pump, screw pump. 
Impeller - The device that spins inside of a centrifugal pump, in order to develop centrifugal force. 
Jet Pump - A surfacemounted centrifugal pump that uses an "ejector" (venturi) device to augment its sudiin 
capacity. In a "deep WeH jet pump". the ejector is down in the well, to assist the pump in overcoming the lMm 
of sudin.  (Some water is diverted back down the well, causing an increase in energy use.) 
MultiStage Centrifugal - A centrifugal pump with more than one impeller and chamber, stacked in a sequence to 
produce higher pressure. Conventional AC deep well submersible pumps and some solar submersibles work this 
way. 
Positive Displacement Pump - Any mechanism that seals water in a chamber, then forces it out by reducing the 
volume of the chamber. Examples: piston, diaphragm, helical rotor, vane. Used for low volume and high lift. 
Contrast with centrifuga/. Synonyms: volumetric pump, force pump. 
Priming - The process of hand-filling the suction pipe and intake of a surface pump. Priming is generally 
necessary when a pump must be located above the water source. A self-priming pump is able to draw some air 
suction in order to prime itself, at least in theory. See foot valve. 
Pulsation Damper - A device that absorbs and releases pulsations in flow produced by a piston or diaphragm 
pump, Consists of a ohamber with air trapped within it or a length of Rexible tube. 
Pump Jack - A deep well piston pump. The piston and cylinder is submerged in the well water and actuated by a 
rod inside the drop pipe, powered by a motor at the surface. This is an oldfashloned system that is still used for 
extremely deep wells, including solar pumps as deep as 1000 feet. 
Self-Priming Pump - See priming. 
Submersible Pump - A motorlpump combination designed to be placed entirely below the water surface. 
Surface Pump - A pump that is not submersible. It must be placed no more than about 20 ft. above the surface 
of the water in-the well. See priming. (Exception: seejetpump) 

0 
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Solar Pump Components 

DC Motor, Brush-Type - The traditional DC motor, in which small carbon blocks called "bnrshes" conduct current 
into the spinning portion of the motor. They are used in most solar surface pumps and in some low-power G a r  
submersibles. The motor chamber must be filled with air and perfectly sealed from moisture. Brushes naturally 
wear down afler years of use, and must be replaced periodically. 
DC Motor, Brushless - High-technology motor used in more advanced solar submersibles. An electronic system 
is used to precisely alternate the current, causing the motor to spin. See three-phase AC. A submersible brushless 
motor is filled with wa& and requires no meintenaoce. 
DC Motor, Permanent Magnet - All DC solar pumps use this type of motor in some form. Being a variable 
speed motor by nature, reduced voltage (in low sun) produces proportionally reduced speed, and causes no harm 
to the motor. Contrast: induction motor 
Induction Motor (AC) - The type of electric motor used in conventional single-phase AC water pumps. It requires 
a high surge of current to start, and a stable voltage supply, making it relatively expensive to run from by solar 
power. See Inverter. 
Llnear Current Booster (LCB) - An electronic device which varies the voltage and current of a PV array to match 
the needs of an array-dired pump, especially a positive disNi3cemnt pump. It allows the pump to start and to run 
under low sun conditions without stalling. Electrical analogy: variable transformer. Mechanical analogy: automatic 
transmission. Also called pump controller. See pump Mxntroller . 
Maximum Power Point Tracking (MPPT) - An added refinement in some linear current boosters, in which the 
input voltage tracks the variations of the output voltage of the PV amy to draw the most possible solar power under 
varying conditions of temperature, solar intensity and load. 
Pump Controller - An electronic device that controls or processes the power to a pump. It may perform any of 
the following functions: stopping and starting the pump; protection from overload; DGteAC conversion; voltage 
conversion; Dower matching (see linear current booster). It may also have provisions for low-water shutoff and full- 
tank shutoff devices, and s&us indicators. 

Water Well Components 

Borehole - Synonym for drilled well, especially outside of North America. 
Casing - Plastic or steel tube that is permanently inserted in the well after c. rlling. Its size is specified according 
to its inside diameter. 
Cable Splice -A  joint in electrical cable. A submersible splice is protected by a water-tight seal. 
Drop Pipe - The pipe that carries water from a pump in a well, up to tJw surface. It also supports the pump. 
Perforations - Slits cul into the well casing to allow groundwater to enter. May be located at more than one level, 
to coincide with water-bearing strata in the earth. 
Pitless Adapter - A special pipe fitting that fits on a well casing, below ground. It lets the pipe pass horizontally 
through the casing so that no pipe is exposed above ground where it awld freeze. The pump may be installed and 
removed without further need to dig around Ihe casing. This is done by using a 1" threaded pipe as a handle. 
Safety Rope - Rope used to secure the pump in case of pipe breakage. 
Submersible Cable - Electrical cable designed for in-well submersion. Conductor sizing is specified in square 
millimeters, or (in North America) by American Wire Gauge (AWG) in which a higher number indicates smaller wire. 
It is connected to a pump by a cable splice. 

' Well Seal - Top plate of a well casing that provides a sanitary seal and support for the drop pipe and pump. 
Alternative: See piUess adapter 
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Water Well Characteristics 

Driller's Log - The document on which well characteristics are recorded by the well driller. In most states, drillers 
are required to register all water wells and to send a copy of the log to a state office. This supplies hydrological 
data and well performance test results to the well owner and the public. Synonym: well r d .  
Drawdown - Lowering of level of water in a well due to pumping. 
Drawdown level - Depth to the water surface in a well while it is being pumped. 
Recovery Rate - Rate at which groundwater refills the casing after the level is drawn down. This is the term used 
to specify the production rate of the well. 
Static Water Level - Depth to the water surface in a well under static conditions (not being pumped). May be 
subject to seasonal changes or lowering due to depletion. 
Wellhead - Top of the well. 0 
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Pump System Engineering 

Friction Loss - The (oss of presswe due to 8ow of water in pipe. This is determined by 4 factors: pipe size 
(inside diameter), pipe material, Row rate, and length of pipe. It is determined by consulting a friction loss chart 
available in an engineering reference book or from a pipe supplier. It is expressed in PSI or Feet (equivalent 
additional feet of pumping). Pipe fittings, espeaally 90" elbows, impose additional friction. 
Head - See synonym: verfical lift. 
Suction Lift - Applied to surface pumps: Vertical distance from the surface of the water in the source, to a pump 
located above the surface. This distance is limited by physics to around 20 feet at sea level (subtrect 1 8. per 1000 
ft. altitude) and should be minimized for best results. 
Submergence - Applied to submersible pumps: Distance below the static water level, at which a pump is set. 
Total Dynamic Head - vertical /iff + friction loss in piping (see vertcal /iff and friction loss). 
Vertical Lift - The vertical distance that water is pumped. This determines the pressure that the pump pushes 
against. Total vertical lift = vertical lift from surface of water source up to the discharge in the tank + (in a pressure 
system) discharge pressure. Synonym: static heed. Note: Horizontal distance does NOT add to the vertical lift, 
except in terms of pipe fiidion loss. NOR does the volume (weight) of water contained in pipe or tank. 
Submergence of the pump does NOT add to the vertical lift. See total djmamic head. 
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Water Distribution 

Cut-In Pressure and Cut-out Pressure - See pressure switch. 
Gravity Flow - The use of gravity to produce pressure and water flow. A storage tank is elevated above the point 
of use, so that water will flow with no further pumping required. A booster pump may be used to increase pressure. 
2.31 vertical feet = 1 PSI. 10 vertical meters = 1 bar. See pressure. 
Head - Seevertical /iff and total dynamic head. In water distribution, synonym: vertical dmp. See pressure. 
Open Discharge - The filling of a water vessel that is not sealed to hold pressure. Examples: storage (holding) 
tank, pond, flood irrigation. Contrast: pressure tank. 
Pressure - The amount of force applied by water that is either forced by a pump, or by the gravity. Measured in 
pounds per square inch (PSI) or bar (atmospheres). 
vertical meters. 
Pressure Switch - An electrical switch actuated by the pressure in a pressure tank. When the pressure drops to 
a low set-point (cut-in) it turns a pump on. At a high point (cut-out) it turns the pump off. 
Pressure Tank - A fully endosed tank with an air space inside. As water is forced in, the air compresses. The 
stored water may be released after the pump has stopped. Most pressure tanks contain a Nbber bladder to 
capture the air. If so, synonym: captive air tank. 
Pressure Tank Precharge - The pressure of compressed air stored in a captive air pressure tank. A reading 
should be taken with an air pressure gauge (tire gauge) with water pressure at zero. The air pressure is then 
adjusted to about 3 PSI lower than the cut-in pressure (see Pressure Switch). If precharge is not set properly, the 
tank will not work to AtH capacity, and the pump will cyde on and off more ftequently. 

PSI = vertical lift (or drop) in Feet I 2.31.1 Bar = 10 

For permission to reproduce and distribute Glossary of Sdar Water Pumping, please contad Dankoff Solar 
Products. Citation of author and copyright is required. 
Written by Windy Dankoff 
Copyright 0 1997-2002 by Dankoff Solar Products, Inc. All rights resewed 

13.1 0 Handy Facts & Formulae 

Vertical Lift is measured from the surface of the water source to the pump outlet or 
the water level in the storage tank (whichever is higher) + pipe friction loss. 
The load on the pump is 

A 48V pump requires 1/4 the wire size of a 24V pump for the same power (watts). 

affected by the volume of water in the pipe or in the tank! 

Amps = PSI = Vert.Feet % Efficiency = Vert. Lift, Feet X GPM X 18.8 
volts 2.31 of any pump Watts 
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f 3 A f  UMf lntegreted System System Wlrlng Diagram This is a sample diagram representing a typical solar- 
direct system using 4 X 12V-nominal PV modules. Your system may vary in the number, voltage, and canfiguration 
of PV modules. If the diagram for YOUR system is not attached hem, request it from your ETAPUMP supplier. 

I' 

This manual Is the property of the €TAP UMf owner. Please give it to the Owner or maintenance personnel 
when you are finishedl Request copies from your supplier or download from www.dankoffsolar.wm 
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Ranch installation in Colorado, USA 
Installation by RA Power Co. I 

(Canyon City, Colorado) 

ETAP U M P. 
Windmill replacement in Western Australia 

Installation by BW Solar (Perth, Australia) 
ETAPUMP passes flow test at a Cambodian orphanage 

Installation by Arjen Luxwolda for Pic0 Sol 
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6.7 ETAPUMP@ HR (Helical Rotor) Specifications 



The most efficient well pump in the world 
Lifts from as deep as 600 feet 
HALF the power of conventional pumps 
Self-cleaning, resists clogging 
Highly resistant to sand and corrosion 

ETA is a Greek letter that engineers use to represent 
ENERGY EFFICIENCY. 

ETAPUMP HR has TWICE the energy efficiency of a 
conventional pump. It uses a positive displacement 
helical rotor (progressive cavity) mechanism instead of 
a multietage centrifugal. It can pump from very deep 
wells with a smaller motor and lower energy cost. 

Helical rotor pumps have been used in oil wells since 
the 1940s. They are so tough, they are used to pump 
cancretef ETAPUMP HR takes this mechanism to a 
new standard of precision, efficiency and economy. 0 . 
ETAPUMP HR has 100% self-wiping action. Nothing 
can stick to the pumping surfaces. It resisk corrosion, 
mineral accumulation, bacterial slime, and other 
problems that stop conventional pumps. 

ETAPUMP HR can pump very slowly, with 
proportionally low power draw. This is far more efficient 
than a conventional pump that must start and stop 
frequently. 

VOLTAGE 
0 60Hz AC Single phase 
a Model HR-04-115VAC: 11 5V 
0 Allothers: 230V 

PIPE SIZE 
0 HR-04 and HR-07: 1" outlet 
0 HR-14: 1 1/4outlet 

DIMENSIONS & WEIGHT a 0 Diameter: 3.78" (96mm) 

0 

0 

WETTED MATERIALS 
stainless steel 304, 316,4408, brass (check valve 
only, 2% Pb), chromium, NBR rubber, natural rubber 

TEMPERATURE LIMITS 
The optimum working range of water temperature is 
4577°F (7-25°C). The pump will draw more power 
and may stop at around 104°F (40°C). For other 
temperatures, inquire. , 

Height: 20"32" (sOo-SoOmm) depending on model 
Weight: 251bs (1 1.5kg) or less, depending on 
model 

MANUFACTURER'S WARRANTY 
1 YEAR against defects in materials and workmanship 

LEFT TO RIGHT helical rotor housing, hellcal 
rotor, motor, capacitor-start control box 



Helical Rotor Submersible 
ETAPUMP@HR 
11WAC and 23OVAC, 60 Hz 

- .  
0 1 2  3 4 5 6 7 8 9 1 0 1 1  1 2 1 3 1 4  

Row Rate [GPMJ 

b 

A - ------------- 
Dankoff Solar Products, h. SantaFe, NM USA ( 5 6 )  473-3800 (888) 3964611 

p u m p s @ j  o&olar.com www.dankoffsolarcm Version: Oct. 2002 
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B.8 Battery Based ETA Mini PV System Sample Wiring 
Diagram 



r 

PV Modules 
(Solar Panels) 
Two 12v modules shown 
In 24v series configuration. 

Before conncctlng the 
array to the controller, 
measure the open-circuit 
voltage. I t  must be In the 
range of 37-45 VDC. 

4 6V Batteries per string 
Two strings shown 

I I 

DC Rated 
Fused 
Disconnect 

Battery Based 
ETA MINI PV System 
Sample Wiring Diagram 
24 volt Water Pumping 

Dankoff Solar Products, Inc. 
1730 Camlno Carlos Ray, Santa Fe, NM 87507 
www.dankoffsolar.com 

0 Copyright Dankoff Solar 2004 

Charge 
Controller 

Fl Controller 

Y z 
E 
W 

a t 
I 
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B.9 Concorde Sun Xtender@ Battery Service 
Instructions 

* 



B A T T E R Y  S E R V I C E  I N S T R U C T I O N S  

MAINTENANCE-FREE, VALVE-REGULATED, 
SEALED LEAD-ACID BATTERIES 

DESIGNED FOR DEEP CYCLE / BACK-UP POWER PHOTOVOLTAIC 
APPLICATIONS 

BATTERY SERVICE INSTRUCTIONS 

/ 1. CHARGE PROCEDURES - 

Concorde Sun-Xtender Sealed, Valve Regulated AGM Batteries are 
charged at  the factory and ’are ready for installation when they are 
received. While in storage they should be boost charged every 90 days 
or  when their open circuit voltage falls below 12.5 V for a 12  volt 
battery, 6.25 V for: a 6 volt battery and 2.08 V for a 2 volt battery. 

I 

Boost charge batteries using a regulated constant potential [constant 
voltage] charger, with an output of 14.1 to 14.4 V [for 12  volt 
batteries]. The battery is considered fully charged when the current 
drops to approximately 0.5 A for one hour. 

Batteries that have not been boost charged and have been in storage 
for long periods of t ime [not more than 9 months] may need a 
conditioning charge. These batteries should be charged at the constant 
current rate [listed below] until the voltage remains constant or 
decreases for one hour or until the battery temperature reaches 115 F 
[46 C] while on charge. 

a 
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m 2. RESERVE CAPACITY TEST PROCEDURE - 

Make sure the battery is charged in accordance with paragraph 2 
above. . . 

With the battery temperature above 68 F [20 C] discharge the battery 
a t  25 A to 10.5 V for a 12 V battery [1.75 V per cell]. Record the 
minutes of discharge. 

I f  the battery fails to deliver 80% of its rated discharge time [in 
minutes] the battery should be replaced. Refer to the 25 A discharge 
time table below. 

c 
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All specifications and ratings subject to change without notice. 



pRo*ARm T E  C H N I C A  1 S P E C I F I  C A  T I  0 N S 

P roStar Options: 
Digital meter 

- Highly accurate voltage and cumnt display 
- Low self-consumption (1 mA) 
- lndudes manual disconnect button 
- Dis lays 5 different protection functions 

an s disconnect conditions 
- Selfdiagnostics (self-test) provides a 

comprehensive test of the ProStar - 
Displays 9 different controller status 

Displays detected faults 
parameters, including temperature 

Positive ground 
Remote temperature probe 

Optimized Battery Charging: 
The ProStar has 4 stages of char ing to provide ’ 

increased battery capacity and li 3 e. 

Mechanical 
Specifications: 
Weight: 

12 0 2  
(0.34 kg) 

Wire Size: 
#6 AWG 
(16 mm2) 

f rostar Versions: 
PS-15 PS30 

Rated Solar Cumnt 15A 30A 
Rated Load Cumnt 15A 3OA 
System Voltage 12/24V 12/24V 
Options: 

Digital Meter . Yes Yes 
Positive Ground no Yes 

Remote Temp. Probe yes yes 

Battery Voltage Setpoints* 
Gel Sealed 

Regulation Voltage 14.0 14.15 
Float 13.7 13.7 
Equalization n/a 14.35 
Load Disconnect 1 1.4 11.4 
Load Reconnect 12.6 12.6 

PSI 5 W 8 V  
15A 
1 5A 
48V 

standard 

Y e  
yes 

flooded 
14.4 
13.7 

14.9115.1 
11.4 

12.6 

Note: values are for 12V. Use 2X for 24V and 4X for 48V. 

Electrical Specifica ti0 ns: 
1 2v 24V 48V 

Temp. Comp. (mVrc)* - 30mV - 6OmV - 120mV 
Accuracy 40mV 60mV 8OmV 
Min. voltage to operate 8V 8V 15V 

LVD current coefficient** - 2OmV - 4OmV - 8OmV 
Charge algorithm PWM, constant voltage 

Digital Display: 

Self-consumption 22mA 25mA 28mA 

. Operating temperature - 40°C to + 60% 

- 30% to + 85% Operating temperature 
Voltage accuracy 0.5% 

Self-consumption 1 mA 
Current accuracy 2.0% 

* 2SC reference 
** per amp of load 

AUTHORIZED MORNINGSTAR DISTRIBUTOR: OMORNINGSTAR c o r p o r a t i o n  



7.3 Hand Jnstallation 

See PHOTO GALLERY for a picture of a hand installation. 

Water well pumps can be installed by hand in shallow water sources and in remote areas that are not accessible to 
a pump service truck. Hand installation is generally performed using rolled flexible POLYETHYLENE (PE) drop pipe 
rather than rigid pipe. In North America, most professional pump contractors do NOT have the equipment to pull 
flexible pipe. Their equipment is designed for ngtd pipe m 21-faot pieces. Do not use tlexibie pipe unless you afe 
committed to safely handling its total weight (full of water) IN THE FUTURE when the pump must be removed. For 
installations that are deeper than about 50 feet (15m), please consider the following warnings and cautions. 

WARNING Hand installation and removal is potentially hazardous. 
We do not enowrage hand installation except in shallow-water situations. lnstallation and removal should never be 
performed by hand without an adequate numberof#lorkers. If you have any doubts about the feasibility, safety and 
economy of installation AND future removal, hire a professional pump service contractor. 

Before considering installation or removal by hand, estimate the weight of the system and consider the number of 
people necessary to install the pump AND to remove it in the future (with water in the pipe). To estimate the total 
weight, add the following: 
1. Cable weight - #10 submesii  cabk (3-wire + ground) weighs approximately 25 Ibs. per 100 8. (40 kg per 

1OOm). Each larger size (smaller AWW) weighs approximately 30% more. 
2. Water in the pipe (Ibs.) = pipe inside diameter (inches)* X 0.34 X length (feet). Example: Water in 100 feet of 1" 

pipe weighs about 34 Ibs. 
3. The pump weighs approximately 25 Ibs. (1 1.5 kg.). 

CAUTIONS for polyethykne pipe {P€, rolled pipe) 
1. Do not exceed the pressure rating of the pipe. The most common PE pipe is type SIDR-15. It has a pressure 

rating of 100 PSI (7 bar). This is equal to 230 feet (70m) of total vertical lifl. Types SDR-9 and SIDR-7 have a 
pressure rating of 200 PSI (14 bar), equal to 460 feet (140m). They is available from local suppliers in some 
areas, or from your Dankoff Solar pump supplier. Special compression connectors are made for this pipe. 

2. Use only pipe connectors that are designed for the pipe you choo-se. Do not use galvanized steel adapters. 
They will rust through. 

3. Do not use any sealing compound in PE pipe connections. 
4. If you use insert connectors with hose damps, use TWO clamps at each adapter. Tighten them with a wrench. 

Use 'all stainless'' hose damps. Automotive damps have carbon steel screws that will rust and fail. 
5. Have extra hose clamps on hand in case you damage or lose one. 
6. Have an extra coupling on hand in case you bend the pipe too sharply (kink it) and make a weak spot. 
7. PE pipe will stretch about 1%. Make the eiectM cable and safety rope about 1.5% hger  than the pipe so 

when the pipe stretches, the cable and splice will not be stressed. 
8. If you plan to bury PE pipe in the ground, contact the pipe manufacturer for additional instrudions. 

WARNING DO NOT USE A ROPE WINCH to install or m o v e  a pump in a drilled well casing (borehole). 
If you use a winch to pull the pump by winding up rope or wire rope, the electrical cable can slip down the pipe 
andor the pipe can dapse. If the pipe or cable jams and gets wedged in the casing, you can lose your equipment 
and even permanently Mock the well! Some installers use a winch with a reel of about 3 feet (lm) diameter or 
larger, to pull flexible pipe. This is ideal if you have the equipment and experience to do the job safely. 

WARNING DO NOT USE A VEHICLE to install or remove a pump. During removal, the pump can catch on 
joints or edges in the well casing. Oamege or loss of the pump can occur before the vehicle operator can read. 

7.4 Sanitizing the Well 

Sanitizing a well will kill bacteria that may have been introduced during the pump installation. This can be done with 
chlorine bleach or chlorine pellets poured down the well just before or just afler a pump is installed. Consult a local 
supplier or e n v i r o n m  health authority for a r m m e n d e d  procedure. ETAPUMP will not be damaged by 
normal quantities of chorine compound. a 

29 

r3J 



:- 

PROSTAR DIMENSIONS 
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1736) 

- 
oy (<y 

0 0  0 0 0 0  
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1.0 GENERAL INFOMA770N ........................................................................................... 
Thank you for selecting the ProStar solar controller. This second generation ProStar adds new 
features and proteaions using highly advanced technology. Morningstar's patented PWM battery 
charging algorithm has also been further optimized for longer battery life and improved system 
performance. 

e 
Many functions of the ProStar are unique. Although the ProStar is very simple to use, please take 
the time to read this operator's manual and become familiar with the controller. This will help you 
to make full use of the many advantages the ProStar can provide for your solar system. 

2.0 IMPORTANT SAFETY INFORMATION ........................................................................................... 
"Cvways Put Safety First" 

Be very careful when working with batteries. Wear eye protection. Have fresh water 

Charge only lead-acid batteries that are properly sized for the system. 
Explosive battery gasses can be present during charging. Be certain there is enough 

Use insulated tools and avoid metal objects near the batteries. 
Carefully read the battery manuals and other equipment manuals before installing 

available to wash and dean any contact with battery acid. 

ventilation to release the gasses. 

the solar system. Observe ALL precautions when working with batteries and power 
electronics. 

are not part of the ProStar controller. 

best battery charging and system performance. 

Fuses or DC disconnects may be required in the system. These protective devices 

Avoid large voltage drops in the battery wires. Use the Battery Sense connection for 

Do not allow water to enter the controller. 
Avoid touching the controller heat sink. Under certain operating conditions, the heat 

install the controller in a vertical position with adequate space for ventilation. 
Ensure that the system is properly grounded. 
SAVE these instructions for future reference. 

sink can become hot. 

3.0 QUICK START INsIRUC77ONS ........................................................................................... 
This section provides a brief overview of how to get started using the ProStar controller. However, 
please review the entire manual to ensure best performance and years of trouble-free service. 

1. Mount the ProStar to a vertical surface. Allow space above and below the controller 

2. Make sure the Solar and Load currents will not exceed the ratings of the ProStar 
for air flow. The heat sink MUST be in a vertical (up & down) position. 

version being installed. 
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:i 3. 

4. 

5. 
6. 

Connect the Battery first. Observe that the Battery Status LEDs blink in sequence 
one time. Toque all the ProStar terminals tightly, but do not exceed 35 in-ib. 
Connect the battery Sense. This is recommended, but not required, if the battery is 
located more than 5 meters from the controller. 
Connect the Solar. With sunlight, the green Charging LED will light. 
Connect the Load. If there is a fault, the LEDs will begin blinking. Refer to section 
4.0 of this manual to identify the fault. 

i 

I I 

I 

7. 

8. 

9. 
10. 

Select the proper charging for the battery being used. Tum the rotary switch with a 
screwdriver to the Battery Type printed on the label. The Battery Status LEDs will 
blink 1,2  or 3 times depending on the Battery Type selected. 
For 12 or 24 volt systems, the ProStar will automatically select the system voltage. If 
the system is 24 volts, first confirm that the battery is above 15.5 volts. The controller 
selects 12 or 24 volts at start-up. 

Observe the LEDs and digital meter (if provided) to confirm normal operation. 
It is recommended that the system be properly grounded. - 

4.0 LED INDlCA~US ........................................................................................... 
The 4 LEDs in the lower label indicate system status and various faults. These functions are 
described below. 

CHARGING (LED 1 - green) 
ON: 
OFF 

battery charging during sunlight (always on during sunlight) 
normal during night (off during sunlight indicates solar reverse polarity or 
overcu rren t) 

6A7TERY STATUS (LEDs 2 - 4) 
GREEN: ON indicates battery is near full charge 

BUNKING indicates PWM charging (mgulation) 
YELLOW ON indicates battery a t  middle capacity 
RED: BUNKING indicates a low charge state and a low voltage load disconnect 

(LVD) warning 
ON indicates the load has been disconnected (LVD) 

5 \ 



FAULT INDKATDNS (G = green; Y = yellow; R = red) 

W/R blinking together 
R - Y sequendng 
R - G sequencing 
WG - Y sequencing 

-battery select fault 
- high temperature disconnect 

-high voltage disconnect 
- load short circuit or overload 

e 
5.0 DIGITAL METER & MANUAL DISCONNECT ........................................................................................... 

A digital meter is available with the Prostar controller as an option. If your version includes the 
meter display, this section will describe the information that can be displayed with the meter, and 
the added capabilities that are enabled by the push button switch. 

5.f DKirrALMETrR 
A precision 3digit digital meter will continuously display battery voltage, solar current, and the 
load current. The meter automatically scrolls through these 3 displays. The 3 red LEDs will 
indicate which parameter is being displayed. 

The digital meter will operate from 30°C to +8SoC. The values displayed are calibrated 
electronically in pduc t i on  and are accurate to within a few percent. Please note, however, 
that if the Battery Sense is not connected, the voltage displayed will be in e m r  by the voltage 
drops in the battery wires. 

5.2 MANUAL DISCONNECT 
The push button next to the digital display can disconnect the Load or both Load and Solar. 
A second push of the button will return the controller back to normal operation. 

LOAD OFF A brief push of the button (less than 2 seconds) will disconnect the 
Load. The Solar remains on and charging. 

. LOAD AND SOLAR OFF If the button is held down for 2 seconds, the Solar will 
also be disconnected. 

When the button is pushed, the red LED inside the cap will light In addition, the Load or both 
Load and Solar will display “OFF” in the digital meter to  indicate the disconnected state. 

5.3 o l s p L A Y D I x o N N E C 7 S & ~ 7 E ~  
The following protection functions and disconnect conditions will be displayed in the digital 
meter when they OCCUI: ‘ 

Lud 
Hud 
Hot 
ocp 
0.D 

LVD - low voltage load disconnect (load only) 
high voltage disconnect (both solar and load) 
high temperature disconnect (both solar and load) 
overcurrent and short citcuit protection (load, solar overcurrent) 
short circuit protection (solar only) 

5.4 SELlWIAGUOSt7CS(SEWLTEST) 
If the push button is held down for 4 seconds, the Prostar will go into automatic selfdiagnostics. 
Note that the button must be released to start the self-test. 
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The following displays will occur (examples are used): 
8.8.8 
I& the system voltage (12/24/48) 
15R Prostar current rating 
r 1.5 software version installed 
€04 a fault has been detected (see list below) 

display if no fault is found 

2% 
rP remote temp probe is detected (if connected) 
2% temperature at the remote probe (if connected) 
SEn battery sense detected (if connected) 
5-1 battery select position (1,2, or 3) 
& 1 telecom noise jumper cut (change to onoff regulation) 
End end of the self-test 
End --- End 
End End display continues if an error has been detected. 

self-test started, checking the digital meter segments 

--- 
' temperature measured at the controller 

display continues if no error was detected. 

I 
To terminate the self-test push the button. 
The selfhest can be repeated to confirm the result. 

Error L ist  
€01 

' €04 
€07 
€08 
€09 
€10 
€1 1 
€12 
€13 

€03 
Rotary switch battery selection failure 
Voltage reference test failed (circuit, malfunctions) 
Solar array current fault (circuit, FETs) 
Load FETs off test (load connection, FETs shorted) 
Load current fault (arcuit, FETs) 
Load FETs on test (load circuit, FETs open) 
Internal temp sensor out of range high 
Internal temp sensor out of range low 
Remote temp probe out of range 
Battery sense fault (battery V drop over 5V, no Sense negative connection) 

Refer to section 9.0 for more information. 
r 
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6.0 INSTALLATION INSTRUCTIONS ........................................................................................... 
The ProStar is installed in 10 steps. Follow the procedure in section 6.2 for a proper installation 
and best performance. 

The ProStar uses stainless steel fasteners, an anodized heat sink, and conformal 
coating to protect from harsh conditions. However, for acceptable service life 
extreme temperatures and marine environments should be avoided. 
The ProStar prevents reverse current leakage at night, so a blocking diode is not 
required in the system. 
The ProStar is designed to regulate ONLY solar (photovoltaic) power. Do not connect 
it to any other type of power generator. Do not attempt to regulate a wind turbine. 
However, other power sourres can be connected directly to the battery. 
The connector terminals will a k p t  a maximum wire size of AWG #6 / 16 mm2 
(solid/multistrand) or AWG #8 / 10 mm2 (fine strand). Use a flathead insulated 
screwdriver, and toque tightly up to 35 in-lb. 
Fuses or DC disconnects may be required in the system. These protection devices 
are not part of the ProStar controller. 

6.2 INsTAuATK)sySJ'EPS 
Refer to the wiring connection diagram in section 3.0. 

STEP 1: Mounting 
Inspect the controller for shipping damage. Mount the ProStar to a vertical surface 
(4 stainless steel #8 self-tapping screws are included). Tighten the mounting screws 
using care not to crack the plastic case. Do not install dimctly over an easily 
combustible surface since the heat sink may get hot under certain operating 
conditions. 

Allow at least 15 cm (6 inches) space above and below the controller for air flow. 
Install in an area protected from direct rain and direct sun. 

If the controller is installed in an enclosure, some ventilation is recommended. 
Do not locate in an enclosure where battery gasses can accumulate. 

STEP 2: Ratings 
Confirm that the solar array and loads will not exceed the current rating of the 

' Prostar version being installed. 

Multiple ProStar units can be paralleled at the system battery to increase the solar 
capacity, but do not parallel loads. 
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ST€P 3: Battery 
Before connecting the battery, measure the battery's open-circuit voltage. It must be 
over 8 volts to operate the controller. For 24 volt systems, the battery must be over 
15.5 volts or the ProStar will regulate for -12V The 1 Z24V auto selection is only done 
at  start-up. 

. 

Connect the battery and confirm that the 3 Battery Status LEDs blink in sequence. If 
they do not light, check the battery polarity (+/A) and battery voltage. 

The green, yellow or red LED will light depending on the battery charge state. 
Confim one of these LEDs is on before going to the next step. 

STEP 4: Sense 
Battery sense connections are recommended if the controller is more than 5 meters 
from the tkttery. The Sense, connected directly to the battery, will improve the 
battery charging and control. 

Both Sense wires (+A) must be connected. A small wire size (18 AWG or larger) can 
be used for the Sense because the current is very low. Note that the middle 2 
terminals are for sense (with the smaller wire slots in the case). 

S7EP 5: Solar 
These terminals are used to connect the Solar (PV) array. First confirm that the solar 
modules are w i d  for the same voltage as the battery. 

Use caution, since the solar array will p d u c e  power whenever in sunlight. If the 
solar is connected while in sunlight, the Charging LED indicator will light. Confirm 
proper connection with the Charging LED. 

STEP 6: Load 
Turn the load off, and connect the load wires to the Load terminals. Turn the load on 
to  confirm a proper connection. 
If the load does not turn on, it could be for various reasons: 
the ProStar is in LVD (red LED on) 
there is a short circuit in the load (LEDs blinking WG - v) 

there is an overload condition (LEDs blinking WG - Y) 
the load is not connected, not working, or tumed off 
Confim the load is w&ng properly before going to Step 7. 
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STEP 7: Battery Type Seleafon 
Using a small screwdriver, turn the rotary switch to select the Battery Type. There are 
3 choices (see section 8.2): 
1 = Gel battery 
2 = Sealed battery 
3 = Flooded battery 
A proper selection will flash the 3 Status LEDs together: 1 time for Gel, 2 times for 
Sealed, and 3 times for Flooded. 

If the rotary switch does not make a good contact with one of the 3 selections, the 
3 LEDs will start flashing together and continue until a good contact is made. 

STEP 8: Confinn Installatlon 
After the connections a k  completed, observe the LEDs to make sure the controller 
is operating normally for system conditions. If the optional digital meter is provided, 
obsetve that the display is scrolling with proper voltage and amperage values. A self- 
test can be performed with the digital meter (see section 5.41,. 

STEP 9: Grounding 
For safety and effective lightning protection, the negative conductor of the solar 
system should be properly grounded (see the NOTE below). In addition, the heat 
sink can be grounded with a #832 UNC or M4 screw (0.136 hole provided). 

The Solar, Battery, and Load negative terminals are all connected together inside the 
ProStar per UL recommendations. No switching or measurement is done in the 
negative current path. 

- 
7.0 OPERATYON ........................................................................................... 

7.1 0pERATodys'I;AsKs 
The ProStar is a fully automatic solar system controller that includes many electronic functions to 
protect both the controller and the solar system. Battery charging is also fully automated (see 
section 8.0). 
I he  only manual task performed by the operator am: 

a. Installation (see section 6.2) 
b. Battery type selection (see section 6.2, Step 7) 
c. Disconnect button / Self-test (see section 5.2 and 5.4) 
d. Reset if a load short cinuit does not automatically clear (see section 7.3) 
e. Maintenance (see section 7.4) 

, 

1'0 



-0 
7.2 OPERATIONS & FuNccloNS 
The solar system operator should become familiar with the following operating functions of the 
ProStar controller. Refer to the Technical Specifications (section 10.0) for actual setpoints and 
other parameter values. 

100% Solld State: All power switching is done with FETs. No mechanical relays are 
used in the controller. 
Battery Charge Regulatlon: The PmStar is a PWM battery charger. See the next 
section (8.0) for a description of battery charging. 
Low Voltage Load Dlsconnect (LVD): An automatic load disconnect protects the 
battery from deep discharge. The load automatically reconnects when the battery 
recovers. A Cminute delay prevents false LVD disconnects. 
Low Voltage Warning: The red status LED will blink at low battery capacity to wam 
of a possible LVD. 
Parallel Controllers: PmStar controllers work very well in parallel configurations. 
No blocking diodes are required. Each controller must have an independent and 
separate solar subarray and a load that does not exceed the controllets rating. 

connected directly to the battery for charging. It is not necessary to disconnect the 
Prostar from the battery. However, do not use the ProStar to regulate these other 
sources of power. 

Auxiliary Generators: Engine generators and other sourns of power may be 

7.3 fRo7Ecnom 
The PvStar is fully protected against system faults listed below. Recovery is automatic except 
where noted below. Refer to sections 4.0 and 5.0 for fault indications. 

Solar short circuit and.overload - fully automatic recovery' 
Load short circuit and overload - after 3 automatic load reconnect attempts (10 
seconds between each attempt), the fault must be deared and the load must be 
turned off or disconnected for 10 seconds or longer to restore power to the load 
terminals. 
Reverse polarity - fully protected except per Caution below, 
Battery disconnected - the load is protected from voltage spikes 
High temperature - first the solar is disconnected, then the load will be 

High battery voltage -first the solar is disconnected, then the load will be 

Very low battery voltage - bmwnout protection, auto recovery into LVD state 
Battery select error - defaults to gel battery setting, flashes LEDs 
Temperature sensor failure - a remote probe failure defaults to the internal 

disconnected; auto reconnects 

disconnected; auto reconnects 

temperature sensor, which defaults to a fixed 25°C if it fails 
. . . -. . . 

u 
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7A I ~ P € ~ N & M A f N l E n f A N c E  . - 

The following inspections and maintenance tasks are recommended at least two times per year 
for best controller performance. 

1. Confirm that the correct battery type is selected. Turn the rotary switch to another 

2. Confirm that the maximum current of the solar array and load does not exceed the 

3. Tighten all the terminals. Inspect for loose or broken wire connections. 
4. Check that the controller is securely mounted in a clean, protected environment. 
5. Check that the air flow and the ventilation holes are not blocked. 
6. Inspect for dirt, insects, nests, and corrosion. 
7. Check that the controller functions and LED indicators are correct for the system 

setting and then back to the setting desired, and count the LED flashes. 

ProStar ratings. 

conditions at that time. 

7.5 sPEcMLFEATuREs 
Two specialized capabilities will apply to some ProStar owners. 

A) Remote Temperaturn Probe 

An optional remote temperature probe can be soldered to the ProStar assembly at 
any time. The standard cable length is 25 ft (7.6 m), and this can easily be extended 
to 100 ft (30 m) or longer. The 2 probe wires are soldered to the main board 
assembly between the temperature sensor and the green LED, at  "J12". 

Instructions are provided with the remote probe. The ProStar will automatically select 
the remote probe for battery temperature compensation if it is installed. 

' 

6) Telecom Noise Jumper 

Some telecom equipment will produce noise when the ProStar begins PWM 
regulation. If this occurs, a jumper can be cut to eliminate the noise. Instructions 
follow: 

First, try to improve the system grounding which often eliminates the noise. The 
PWM battery charging provides a significant benefit to the battery, and it is worth 
trying to preserve the PWM charging. 
If the noise continues, disconnect the controller and remove the ProStar assembly 
from its plastic case. 

0 Locate a vertical resistor in the upper right hand corner of the board, near the 
microcontroller. This is identified as "J11" on the board. 
Cut one leg of the resistor and separate-the leads. 
This will convert the battery charging to a typical "on-off" regulation of the solar 
energy. The switching is very slow, so the noise will not be noticeable. The 
equalization and float features of the battery charging algorithm are preserved in the 
"on-off mode. 

In the future, this can be reversed back to PWM if the cut jumper leg is soldered 
back together. 

12 



8.0 BA77€RY CHARGING INFORMATON ..........................................................................**........*.......* 
The ProStar is an advanced, fully automatic solar battery charger. No adjustments are required 
except to select the battery type at installation (see section 8.2 below). 

0 

! 

, 
ai PROSI;ARCHARO~NGMETHOD , 
The PmStar uses 4 stages of charging for rapid, efficient and safe battery charging. These are 
shown in the diagram below: 

Recharging with 100% of available solar energy. 
PWM constant-voltage regulation to prevent heating and excessive battery gassing. 
Pulse charging to restore full battery capacity. 
Float: After battery is fully recharged, ProStar reduces to a float or trickle charge. The 
transition depends on battery history. A' load that exceeds available solar output will 
return ProStar to the PWM mode. 
Equalize: A boost charge that depends on elapsed time and battery history. Flooded 
cells receive a vigorous equalization, sealed batteries a smaller boost to bring 
uneven cells into balance and extend the battery life. Gel cells am not equalized. 

8.2 SELECTBATTERYTYPE 
The Battery Type rotary switch allows selection of 1 of 3 charging algorithms. These are broadly 
defined as the following battery types as noted on the lower label: 

1. Gel: Some gel and other battery types recommend lower regulation voltages and 

2. Sealed: AGM, "maintenance free" and some types of gel batteries. Regulates to 

3. Flooded: Vented cells that require water to be added. Regulates to 14.4V with 

no equalization. This setting regulates to 14.0V (for a 12V battery). 

14.15V (12V battery) with 14.35V boost charging. 

14.W and 15.1V equalizations (12V battery). 

nte above values are 2 times for 24V and 4 times for 48K 

The battery type seleaion can be changed at any dme. 

8.3 PR0fll;AR CHARGING FEATURES I -  

Other ProStar capabilities for best battery life follow: 

Night Disconnect: The solar array automatically disconnects at night to prevent 
reverse current leakage from the battery. 

13 



Battery Sense: Good battery performance requires accurate charging. Voltage drops 
in the battery power cables can distort the battery charging. The Sense wires 
eliminate the voltage drops for optimized charging. , 

compensated for temperature (PWM regulation, float, equalization, high voltage 
disconnect). The charging is compensated by -5 mVPC /cell (-30mVPC for a 12V 
battery). Compensation is limited to minus 30°C. 
Remote Temperature Probe: An optional probe is available to measure temperature 
at  a location away from the controller. This requires soldering 2 wires to the ProStar 

. 

PCB. See section 7.5. 
Battery Equalization: 

Calendar - 25 days 

Temperature Compensation: Four control setpoints (25°C reference) are 

Sealed Flooded 

Equalization voltage 14.35 14.9 
Cumulative time 1 hour 1 hour 
Time starts above M 14.3 14.6 

Battery voltage falls below 0 N/A 11.7 

Cumulative time 2 hours 
Time starts above M 14.6 

Battery History (flooded only) 

Equalize volkge 15.1 

Reset 2 M a y  calendar Yes 
The above battery setpoints am 2 times for 24V and 4 times for 481 

9.0 TES'RNG AND TROUBLESHOOTING ..............................................,............................................ 
9.1 SELFDL4GNOSTfG 
If your ProStar includes the optional digital meter, refer to section 5.4 for how to perform a self- 
test of the ProStar. This will test for almost all failure modes of the PmStar and display any faults 
that are found. 

If the selfdiagnostic test indicates that no failures were found, it is very likely that the problem is 
with the solar system or battery. 

9.2 TEcHu/cALsuPPoRT 
Additional technical information and support can be found at Morningstafs Website: 

www.morningstarrorp.com 

9.3 TEsnNG WlW A POWER SUPPLY 
The ProStar can be tested with a power supply used in place of either the solar array input or the 
battery. To avoid damage to the ProStar, observe the following cautions: 

Current limit the power supply to no more than half the ProStar rating. 
0 Set the power supply to 15 volts DC or less for 12V systems (30V for 24V systems 

Connect only one power supply to the controller. 

Failure to follow these precautions may void the warranty. 

and 60V for 48V systems). 

14 



9.4 TROUBLESHOOTlNG 
The ProStar is assembled with automated equipment, tested with computers, and is protected 
from faults. It is usually worthwhile to troubleshoot the entire solar system for faults, since the 
ProStar will generally not be the cause of a problem. Most problems will be caused by wiring 
connections, batteries unable to hold a charge, or faulty loads. 

CAUTIONS: 
1. Troubleshooting should be done by qualified personnel. 
2. A battery can cause serious damage if shorted. 
3. There are no user serviceable parts, fuses or circuit breaken inside the ProStar. 
4. Observe all normal precautions when working with energized circuitry. 

1.6A77ERY IS NOT CHARGING 
- Check the green CHARGING LED above the Solar input. With sunlight on the solar 

Check that  the proper BATTERY TYPE has been selected. 
Check that all wire connections in the system are correct and tight. Check the 
polarity (+/-) of the connections. 
Measure the solar array open-circuit voltage (disconnected from the controller) and 
confirm it is normal. If the array voltage is low or zero, repair the fault in the amy. 

Confirm that the load is not drawing more energy than the solar array can provide. 
If the BATTERY SENSE terminals are not used, there may be excessive voltage drops 
between the PmStar and the battery. This is a common cause of undercharging 
batteries. See section 6.2 to connect the Battery Sense. 
Check the condition of the battery. Determine if the battery voltage falls at night with 
no load. If the battery is unable to maintain its voltage, it may be failing 
Measure the solar input voltage (during daytime) and battery voltage at the PmStar 
terminals. If the voltages at the terminals are the same (within about 0.5 volts), the 
solar array is charging the battery. If the solar voltage is close to open-circuit (about 
2W), and the battery voltage is low, the controller is not charging the battery and 
may be defective. Make sure the PmStar is not in regulation (PWM) for this test (see 
section 4.0). 

array, this LED should be on. 

' 

2 BA77ERY VOLTAGE Is Too HIGH 
First check the operating conditions to account for temperature compensation (a 
15OC / 59°F temperature will increase PWM regulation by 0.3V for a 12V battery) 
and automatic equalizations. 

15 



Check that  the proper battery type has been selected. 
Disconnect the solar array, and remove the battery wire from the ProStar battery 
positive (+) terminal. Wait a few seconds and reconnect the battery positive terminal 
(leaving the solar array disconnected). After start-up, the green CHARGING LED 
should not be on. Measure the voltage at the SOLAR terminals (with the array still 
disconnected). If battery voltage is measured at the SOLAR terminals and the green 
LED is on, the controller may be defective. 

(. 

. ..  . . . I  . .  

3. L O d  Is NOT OPERAnNG PiROpERLY 
Check that the load is connected and turned on. Confirm that no fuses or circuit 
breakers in the system are tripped (there are no fuses or circuit breakers inside the 
Prostar). 
Check all connections to the load, and battery connections. Make sure voltage drops 
in the system are not too high (a voltage drop to the load will reduce the voltage at 
the load). 
Check the LED indications on the Prostar. If the red status LEO is on, the load has 
been disconnected due to low battery voltage (LVD). This is a normal protection 
function of the Prostar, and the load will be automatically reconnected when the 
battery is charged by the solar array. 
If the LEDs am blinking, the load may have been disconnected for protection from 
one of the following faults: 

- short circuit or overload (WG-Y Sequencing) 

- high temperature (R-Y sequencing) 
- high voltage (R-G sequencing) 

Measure the voltage at the BATTERY terminals. If above LVD and no faults are 
present, the load should have power. Then measure the voltage at the LOAD 
terminals, and if there is no voltage present the controller may be defective. 

16 
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10.0 TECHNICAL SPEwFICA77ONS : ........................................................................................... 

. .  

Accuracy 
1 2v 40 mV 
24V 60 mV 
48V 80 mV 

1 m 4 v  8V  
48V 15 V 1 

12I24V 22125mA 
48v 28 mA 

-20 mV1amp load 
24V148V 4 m V l - 8 O m V  

70°C disconnect solar 
80°C dixonnect load 
W C  mnnect load 
9°C reconnect solar 

solarlbattety 0.2V 

Min. voltage to operate 

SeHawrsumption 

LVD atrent coefficient 

Hightempshutdown 

vdtage diops (man) 

battelylload 0.12v 

Operatinglife 
15 yean 

, Transient surge protect 
pulse 15ooWattS 

< 5 nanosec v 

Tvpe LCD 
Temprating -30 to 45°C 

c u m a c t u r a c y  2.0% 

Selfamsumption 1mA 

Voltageacarraq 0.5% 

Gel sealed 
LVD 11.4 11.4 

LVDreconnect 12.6 12.6 

M regulation 14.0 14.15 

Float 13.7 13.7 

Equaliration N/A 14.35 

HvD(sdar) 15.2 15.2 

HvDow4 15.3 15.3 

Aoodad 
11.4 

12.6 

14.4 
13.7 

14.9 115.1 

15.2 

15.3 

Chargeidgorit)lm PWM, constantvottage 
Temp amp c d f i e h t  -5mVPUcell (WOC rei) 

T m p m p r a n g e  3o”Cto+8OOC 

Tmp comp setpoints 

Equalization see section 8.3 
FWM, float equalize, HVD 

weight 
wireterminals 

sori 
muhisband 
fine sband 

Terminaldiameter 
Torqueterminals 

6.01 x 4.14 x 2.17 
153x 105x55 

12 02 (0.34 kgl 
Eumtyle 
M AWG I 14 mm2 
M AWG I 14 mm2 
#8 AWG I 10 mm2 

0210 in 15.4 mm 

up to 35 inlb 

rAmbienttemperahP.e 4 t o t W C  

storage temperature 
Humidity 100% (NCI 

-55 to +85”C 

Falling V Rising V 
GtoY 12.1 13.1 YtoG 
YtoBlinkR 11.7 12.6 Blink R to Y 
BlinkRtoR 11.4 12.6 R t o Y  

17 
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ProStar Bench Test Instructions 
Morning sta r Corporati on 

Last updated: 17 October 2001 

Tools: 
Phillips screwdriver 
Flat-blade screwdnver 
DMM(digital multimeter) 
Power supply, 20V 2A or similar 
Small Ah 12V battery (-10Ah) 
Small 12VDC load (eg. Small 1/3A bulb) 

, 

NOTE: All equipment ratings and testing values are for 12/24V Prostars. Multiply all voltage ratings and 
values by 4 for 48V controllem 

I. Getting Started I 

A few things to do before we begin. 

Disconnect unit from system wiring 
Open disconnects. switch off breakers 
Be careful not to short or damage the controller when removing 

9 . 
Inspect for physical damage to case, heatsink, or protruding components 

Remove cover (keep handy to reference terminal positions when wiring during 
testing) ' . 

m . Carellly remove the plastic case ' 

Flip the unit over (face down) 
Remove the 4 screws that secure the black heat sink to the plastic enclosure 

Not necessary to remove external temperature probe if installed 

2. Power Up Unit 
The controller's power up routine indicates that the processor is operating and that the controller has not 
had a catastrophic failure. 

Procedure 
Attach a small power supply as battety: 

. 
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Power supply positive to “Battery +” on the controller 
Power supply negative to “Battery -“ on the controller 

I 

- + - 1  

POWER 
SUPPLY 

0 ‘  
I 

Wiring Diagram 

2, . .  

Correct operation 
- 
- 
- 
- 
- 

The unit performs a power up sequence: 
illuminates “Battery Status” LEDs Green+Yellow+Red 
illuminates only one “Battery Status” LED corresponding to the batteries state of charge 
If the unit has a meter, the meter should begin displaying each of the 3 values(Vbatt,Imay,Iload) 
The “Charging” LED does NOT come on 

Failure 
- The unit showed no signs of life 

o Damaged processor, 
o Damaged power supply 
o other failure 

o damaged processor 

o Bad or incorrectly mounted LED 
o damaged processor pin 

- 

- 
Some/All LEDs illuminated, but no sequence 

An LED in the start up sequence did not illuminate 



. .  
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- An LED on the Meter did not illuminate during a reading 
o Bad or incorrectly mounted LED 
o Bad meter connection 
o Damaged LCD driver 

.. . ._ -- 

3. Self-Test Routine (Meter Option Only) 
The self-test routine is special software run by the processor to check internal circuits for correct 
operation. This step is for units with the digtal meter only. Go to step 4 if your unit does not have a 
meter. 

Procedure - 

Same wiring as step 2 
Press and hold the disconnect button for approsimately 4-5 seconds. 

Correct Operation 
The unit begins the self-test routine: 

Item Displayed Notes 
8.8.8 

12u / Mu I48u 
15A l30A Controller current rating 
r1.X - - -  
2% 

Should display on the meter after 4-5sec and remain until 
the button is release 
System voltage 

Code revision number where “X” is a number 
Indicates that no errors were detected 
Ambient temperature at the controller 

s-x 

End Self test is complete 
End - - - End 

Battery select switch position (X=1,2,or 3) 

Sequences until disconnect button is pushed 

Notes: 
1. Items in gray may not be displayed i f  probe or sen.% lines not connected 
2. You may perform the test several times until you are certain you view all the information. To hasten the process, pushing the 
disconnect button during the self-test will immediately advance to the next displayed value 

Fa ilu re 
- It gets about halfbay through the test, then the controller resets! 

o check if there is something shorting the load +/- terminals of the controller 
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- During the self-test routine, it displays an error code(s) "EXX'' where XX is a number. 
o Refer to table I below- to troubleshoot 'any errors found. 

? '.. . . 



. . .  I .. : c .  .Y" 
. . _.._ . ._.. . _ .  . .... .... . .. . ... . . .,. ..... .. . . _..__ _.. .. , , . . , . . . . . . . . . . .. . . . . . . . . .. . . . . ., . . . . . . . . . 

Table 7. Error Summary of Self-Test 

Error Description Possible 
Causes 

Solutions Notes 

Use a screwdriver to 
ensure that one of the 3 
battery types is selected. 
The snitch should click into 
place 

EO 1 Battery Switch Battery sw'tch in 
empty 4"' position, 
in between 
positons, or sw'tch 
damaged 

Not a user serviceable 
failure 

E03 Reference or 
Regulator 

Reference diode or 
5V regulator . 
damagedlout of 
calibaration 

May cause 
a variety of 
other errors 
and failures 

Refer to step 4 to confirm 
failure 

Array Side Damaged Input 
MOSFETS 

E04 

Processor AID 
channel damaged 

Not a user serviceable 
failure 

Not a user serviceable 
failure 

Array shunt circuit 
damaged 

Load MOSFETs 
shorted 

Replace Load MOSFETS 

Not a user serviceable 
failure 

No LVD 
fund ionat i  

E07 Load 
MOS F ETs 

Load Gate drive 
damaged 

No load 
overcurrent 
protection Check for debris or other 

objects shorting the load 
terminals 

Load +/- jumpered 
together 

Not a user serviceable 
failure 

E08 Load Current 
Zerot 

Load current 
amplifier damaged 

Load MOSFETs 
damaged 

Replace Load MOSFETs 

Not a user serviceable 
failure Load current circuit 

damaged 

Load MOSFET 
Open 

Replace Load M a F E T S  May reset 
the 

' processor if 
short exists 
on load 
terminals 

Load MOSFETS 
open 

EO9 

Not a user serviceable 
failure Load gate drive 

damaged 

Temp sensor 
damaged 

Replace temp sensor with 
a 2N3904 BJT transistor 

No over- 
temperature 
protection 

E l  0 Internal temp 
probe open 

Repair I Replace temp 
sensor with a 2N3904 BJT 
transistor Temp sensor 

cdopen 

Not a user serviceable 

- 

. .  . .  
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E l  1 

E l  2 

E13 

Internal temp 
probe shorted 

Remote temp 
probe out of 
range 

Sense deted 

Reference voltage 
' too low 

Temp sensor 
damaged 

Temp sensor 
shorted 

Temp sensor leads 
shorted 

Temp sensor leads 
damaged 

Reference voltage 
too low 

Long battery leads 
cause excessive 
drop 

The 'Sense -. 
terminal is not 
connected 

failure 

Replace temp sensor with 
a 2N3904 BJT transistor 

lnsped for debris, find and 
fix short 

Remove remote 
temperature probe, 
inspect for pinched cable, 
re-test without probe 
connected 

Replace probe 

Not a user serviceable 
failure 

Minimize length of cables 
from battery to controller. 
Maximize cable gauge 

Be sure both battery sense 
lines are securely attached 
and that they are not 
damaged 

Defaults to 
on-board 
temperature 
sensor. Can 
not detect 
open 
remote 
temp probe, 
but ' rP" will 
not be listed 
in self-test If 
probe not 
found. 

If you do 
not have a 
probe 
attached 
and still get 
this error, 
check the 
connection 
point on the 
board 
where the 
probe would 
be soldered 
for a short. 
Else. the 
reference is 
probably 
bad. 

4. Check PV / Battery MOSFETs 
The input MOSFET power transistors allow the controller to switch the power from the array to the 
batterylload. 

Procedure 
Attach a small Ah battery: 

Battery positive terminal to "Battery +" on the controller 
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, 

rn Batten negative terminal to “Battery -“ on the controller 
Note the status of the “Charging“ LED 
Adjust power supply to -16V, set current limit to -lA 
Turn off power suppl!. 
Attach the poi\-er supply 
rn 

rn 
Power supply positive lead to “Solar +” on the controller 
Power supply negative lead to “Solar -“ on the controller 

Turn on power supply 
Measure the “Array +/-‘‘ voltage 
Measure the “Battery +/-“ voltage 

I 

I 

Wiring Diagram 

Correct Operation 
- 
- 
- 

Before the power supply is attached, the “Charging” LED should be off 
After the power supply is attached and turned on, the “Charging“ LED should be illuminated 
If the battery is not fully charged(i.e. below the regulation voltage), the measured Array and 
Batten voltages should be the same value (+/- 0.2V) 

. . .  . . :  



. .  
J 
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Failure 
- The “Charging” LED illuminates as soon as the battery is attached, without a power supply 

attached 
o MOSFETS may be damaged in a “shorted” state 

The “Charging” LED never illuminates after the power supply is attached 
o MOSFETS may be damaged in an “open” state 
o Damaged gate drive 

The measured array voltage is greater than the measured battery voltage 
o MOSFETS may be damaged in an “open” state or running linear 
o Damaged gate drive 

- 

- 

5. Battery Removal Protection 
Battery removal protection will shut down the controller in the event that the battery is removed while 
the Array is still connected. This protects any loads connected to the controller from the high voltage of 
the PV array. 

1) 

‘ 

Procedure 
Attach a small Ah battery: 

BatteIy positive terminal to “BatteIy +” on the controller 
m Battery negative terminal to “Battery -“ on the controller 
Adjust power supply to -16V, set current limit to -lA 
Turn off power supply 
Attach the power supply or PV panel: 

Power supply positive lead to “Solar +” on the controller 
Power supply negative lead to “Solar -“ on the controller 

Turn on power supply 
Remove one of the battery leads (positive or negative) 

... : . .  I .  
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0 

00 0 000 

I +  - + - + - I .  

i 

POWER + - 

Wiring Diagram 

Correct Operation 
- When the battery lead is disconnected, the controller shuts down immediately.(All LEDs turn 

off) 

Failure 
- When the battery lead is disconnected, the controller still operates (LEDS still illuminated) 

6. Putting It All Together 
This last step will check the overall function of the controller, and provides one final check that 
everything is working properly 

Y 

Procedure 
1. Wire a small load to the load terminals of the controller 
2. Attach a small Ah battery: 

‘ Battery positive terminal to “Battery +“ on the controller 
Battery negative terminal to “Battery -“ on the controller 
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POWER 
SUPPLY 

3. Watch start-up sequence and observe when the load turns on. 
4. Adjust power supply to -16V, sercurrent limit to -lA 
5. Turn off power supply 
6. Attach the power supply 
7. Power supply positive lead to “Solar +” on the controller 
8. Power supply negative lead to “Solar -“ on the controller 
9. Wire a small load to the load terminals of the controller 
10. Turn on the powersupply 

0 

+ 

0 0  0 000 

BATTERY 

Wiring Diagram 

I 

Testing Operation 
- The load turns on AFTER the controller finishes the start-up sequence. If the load turns on 

before the start-up sequence, the load MOSFETs may be damaged. 
The “Charging” LED is illuminated. 
The Load turns off when the disconnect button is pressed once. (meter units will display “OFF” 
for load current reading) 
The Load turns on again when the button is pressed a second time. 
When the disconnect button is pressed and held for 3 seconds, then released, the load turns off 
and the “Charging” LED turns off - disconnecting both Load and Array. (meter units \vi11 
display “OFF” for both Load and Array current) 

- 
- 

- 
- 

, 
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- Press the button and release once more and both the PV and Load are reconnected. 
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I East I Normal Range: 

Appendix C - Routine Operations Checklist 
Groundwater Plume Treatment System Routine Operations Checklist 

Depth to Water in Treatment cells I West 

Checked by: I Date: 
Mound Plume Treatment System 

I East I I Normal Range: 

Flow Rate (gpm) 

Flow Into Cell? 
Pump Switched On? I 

(feet, measured from opening) I Cell I I Cell I 1 4-4.5feet 
Is Treatment cell Crusted Over? I I Gravel /Iron Layer Raked? I 
ObservationslComments: 

I Normal Range: 1-9 gpm 
Is the pump cycling on and off? 
Check Panel Position 

East Trenches Plume Treatment System 

Power 
system 

Are there signs of overcharging or corrosion of the batteries? 

(feet, measured from opening) I Cell I I Cell I I 5-5.5feet 
Is Treatment cell Crusted Over? I I Gravel /Iron Layer Raked? I 
ObservationslComments: I 

Is the load or solar array 
disconnected? 
Record any error number(s) from 
diagnostic check here 
ObservationslComments: 

Is the red LED battery status light on? 

Record any disconnect or protection 
indicators here 

Display reading for solar amps I I Display reading for load amps I 
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Appendix D - Calculation of Necessary Depths and Volumes of Zero- 
Valent Iron and IronlPea Gravel Mixture 0 

Purpose: To Determine Depths And Volumes For Media Replacement In The Mound Site Plume 
Treatment System (MSPTS) & East Trenches Plume Ground Water Treatment System (ETPTS). 

Assumptions: 

1) Assume that the iron volume change is negligible when added to the gravel. 
2) Assume all measurements need to be made from the top of the treatment cell due to possible 

errors in the as-builts. 
3) Assume that the wall thickness of each vessel is one inch. 
4) Assume that both systems will have a six inch graveViron layers and need to maintain one 

foot of additional groundwater head on each bed. 
5) Depth to water was estimated and might need to be adjusted. 

I 

’ 1. 

Calculations: 

1) The depth to each layer was based on an estimated depth to water from the lip of the opening 
for the treatment cell doors. 

2) The volume of the gravel was calculated by calculating the cross-sectional area: 
A= x? 

Where, 
A = Cross-Sectional Area (cubic feet) 
r = Inside Radius of Vessel (feet) 

3) Due to problems with the as-builts, the volume of the iron layer can no be determined until 
treatment cell dimensions are known. 
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Parameter East Trenches Mound Plume 
Treatment Treatment System 
System (ft) (ft) 

Outside Diameter (feet) 11.50 9.83 

Inside Diameter (feet) 11.33 9.67 

Inside Radius (feet) 5.67 4.83 

Cross-Sectional Area (sq feet) 100.9 73.4 

DeDth to Water From Treatment cell 5 4.57 

-\ 

Table D-1 Dimensions and Calculated Values for Zero Valent Iron Treatment cells 

Doors (feet) 
Groundwater Head over Gravel Layer 1 1 
(feet) 
Gravel Layer Thickness (feet) 
Depth to Top of Iron from Treatment 

0.5 0.5 
6.5 6.07 

cell Doors (feet) 
Depth to Top of Gravel from 6 5.57 
Treatment cell Doors (feet) 
Volume of Gravel Layer (cubic feet) 
Volume of Iron (cu ft) in GravelAron 

50.4 
5.60 

36.7 
4.08 

Mixture 
Drainage Layer Thickness (feet) 0.9 1 .o 
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Appendix E - Zero-Valent Iron Specifications 

Supplier: 

Address: 

Telephone Number: 

Fax Number: 

Website: 

Email Address 

Product Name: 

Sieve Size: 

Alternate Supplier: 

Address: 

Telephone Number: 

Fax Number: 

Product Name: 

Sieve Size: 

Connelly-GPM, Inc. 

3154 South California Avenue 
Chicago, Illinois 60608-51 76 

773-247-723 1 

773-247-7239 

www.Connelvmm.com 

ConnellvGPM@aol.com 

Iron Aggregate ET1 CC-1004 ' 

-8 +50 mesh, U.S. Screen Size 

Peerless Metal Powders & Abrasives 

124 S. Military Ave. 
Detroit, MI 48209 

31 3-841 -5400 

31 3-841 -0240 

GX-027 

-8 +50 mesh, U.S. Screen Size 
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I envirometal 
technologies *- inc. 

L - 
Reactive Materlal Soedflcadoq 

a 
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Figure G-1 Excavation of SolidMed Zero Valent Iron Bed Pieces After Breaking up Solidified Layer 

I .  

i a 
Figure 0-2 Removal of Solidified Zero Valent Iron Bed Using Vacuum Excavation Line 
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Figure 6-3 Solidified Zero Valent iron, (The loose material is iron from the lower portion of the bed 
that remained unconsolidated.) 

Figure 64 Figure Showing Drainage Piping at Treatment cell Bottom After Media is Removed 
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Figure 0-5 Filter Fabric Overlaying Pea Gravel in Drainage Layer at the Bottom of the Treatment 
cell 

Figure 0-6 Zero-Valent Iron Being Added to Treatment Cell 

L 
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Figure G 4  Flowmeter Flume 

Figure G-7 Top of GravellZero-Valent Iron Layer After Completion of Media Replacement 
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Date: In Routine Check 

Appendix G - Maintenance Log Forms 

Repair 

. . _  
Work Performed By: 
Description: 

Description: 

Date: I Routine Check I Repair 

Work Performed By: 
Description: 

Date: I Routine Check I Repair 

Work Performed By: 
Description: 
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Repair 

Date: Ll ' 

Date: I Routine Check I Repair 

Work Performed By: 
Description: 

Routine Check Repair 

Date: I Routine Check 1 Repair 

Work Performed By: 
Description: 



Groundwater Plume Treatment Systems 
Operation and Maintenance Manual 

Date: March 18,2005 
Page: G-3 

Date: In Routine Check Repair 

Date: Io 
Work Performed BY: 

Routine Check Repair 

Description: 

Date: I Routine Check I Repair 

Work Performed By: 1 

Description: 

Date: I Routine Check I Repair 

Work Performed By: 
Description: 

. .  


